
Data-Centric Architecture for
Wireless Sensor Networks

Stefan Octavian Dulman



Copyright c©2005 S.O. Dulman, Enschede, the Netherlands.

All rights reserved. No part of this book may be reproduced ortransmitted in any
form or by any means, electronic or mechanical, including photocopying, micro-
filming and recording, or by any information storage or retrieval system, without
the prior written permission of the author.

Printed by Ipskamp PrintPartners, Enschede, the Netherlands.
ISBN 90-365-2262-5



DATA-CENTRIC ARCHITECTURE FOR
WIRELESS SENSOR NETWORKS

DISSERTATION

to obtain
the doctor’s degree at the University of Twente,

on the authority of the rector magnificus,
prof. dr. W.H.M. Zijm,

on account of the decision of the graduation committee,
to be publicly defended

on Thursday 6 October 2005 at 16.45

by

Stefan Octavian Dulman

born on 11 September 1977

in Iasi, Romania



This dissertation is approved by:

Prof. Dr. Ir. Thijs Krol (promotor)



Acknowledgments

Before going into the details of the research I have performed in the last three
years, it is my pleasure to write down a few lines about the people who were near
me and supported me during this time. I would like to thank them for helping me
with my work and for bringing joy into my life. They certainlymade my PhD a
nice and interesting experience.

I dedicate this thesis to my parents. They were there to listen to me each
time I needed them. We shared together the best moments as well as the not so
good ones. They always had a piece of good advice for me (even if I complained
and ignored it for the moment - just to come back to it later). Ithank them for
motivating me and keeping me on the right track. I hope that wewill be able to
spend more time together instead of the weekly phone call andthe pictures taken
in the exotic parts of this world.

I would like also to thank Paul in the first place for his tremendous patience
with me (my strict and early office hours, postponing a few important emails in
order to finish computing some useless coefficient, my usual delays to the ”dead-
line tomorrow” tasks and not only, etc. would have driven anyone else crazy).
Not only that he guided me in this new field of research and helped me gather a
tremendous amount of information, but he knew how to make ourworking envi-
ronment a friendly and fun place. He appreciated my ideas andencouraged me to
continue with them - this thesis would have never happened ifit wasn’t for him.
The same holds for my promotor Thijs Krol, who, in the first place, gave me the
possibility of completing my studies in his research group.

An important part of my research activities were triggered and sustained by
the long discussions with Pierre. The data centric architecture as a concept was
born from the operating system we developed together on top of his scheduling
schemes. I learned a lot from him about operating systems (although I am still
not fully convinced yet of that linux-windows issue). I cannot pass over without
mentioning Michelle and the nice research group he belongs to in Ferrara. The
second part of the thesis, my current interests and certainly my future interests
were heavily influenced by our discussions! A lot of other people gave me feed-
back on my work or joined me in my research or just simply helped me with the

5



daily tasks (thanks Marlous and Nicole!).
The working environment picture is far from being complete if I do not men-

tion EYES. While this acronym may represent for some just thename of yet an-
other European Project, it brings lots of common memories for me and the few
ones known as the EYES group in our department - one can identify us by observ-
ing our positive reaction to the motivating call ”EYES meeting!” (in the form of
”nothing to report”). If still uncertain try the keywords: ”deliverable” or ”review
a paper”.

I will briefly mention the other few guys with whom I shared theEYES
room(s) for half of the time (and Paul’s office during the other half): Tim is one of
the oldest in the ”EYES business” (I will still ask for his opinion on things I prove
by simulations). Lodewijk came afterwards. He patiently listened and tried to an-
swer to all our complaints about the Netherlands (he could actually rewrite ”The
Undutchables” from the perspectives of a foreigner). Jian gave us the first and
most important Chinese lesson. Supriyo carefully supervised me with my experi-
ments involving plants and bellow-zero temperatures (shall we write a project pro-
posal about them?). Tjerk survived to my extreme supervising skills and decided
to join us in the new larger ex-EYES room (and is abusing of ourprivacy, plac-
ing all over the place small devices that are ”pervasive without being intrusive”).
Together we had (and will still have!) a nice time together. Iwill remember our
dart games (despite our continuously dropping skills and some guy always cheat-
ing), the trips to exotic places (thanks Paul for teaching usthe important ”your tax
money at work” concept!), the various group outings and so on.

Studies were only part of the life in Twente. I cannot forget the continuously
changing group of international students with whom I spent many afternoons and
weekends. Tennis table, skating, soccer, basketball, swimming, volleyball, out-
ings, parties, trips, movies, games, etc. - just enough things to consume all the
available spare time I had and make me wish I had more. The names are simply
too many to list all of them in here, and even then I would not besure if I didn’t
miss anyone.

A special place in my social life is taken by the Romanian group of friends,
all over this world. Mihai, Raluca, Diana, Andrei, Geo, Angela, Eugen, Codrin to
name a few, I am so lucky to have met you and have you as my friends. Thank you
Ileana for being such a wonderful person and for showing me that special things
do exist in this world!

Unfortunately, I have to stop here with the acknowledgments. It can easily
take a book to describe the past three years that led to the completion of this work
only. My PhD training was a very interesting and rewarding experience especially
due to the extraordinary people that surrounded me. Thank you all!

6



Abstract

Ad-hoc and sensor networkshave gained a lot of attention lately. Due to tech-
nological advances, building small-sized, energy-efficient reliable devices, capa-
ble of communicating with each other and organizing themselves in ad-hoc net-
works has become possible. These devices have brought a new perspective to the
world of computers as we know it, pushing us into what can be called the third era
of computing: intelligent devices can be embedded into the environment, assisting
the user in performing various tasks while being invisible to him. The need for
reconfiguration and maintenance disappears as the networksorganize themselves
to adapt to the continuously changing environment and requirements.

Wireless sensor networksis the generic name under which a broad range of
devices hide. Basically, any collection of devices equipped with a processor, hav-
ing sensing and communication capabilities and being able to organize themselves
into a network created in an ad-hoc manner falls into this category. The addition
of the wireless communication capabilities to sensors increased their functional-
ity dramatically. Wireless sensor networks bring monitoring capabilities that will
forever change the way in which data is collected from the ambient environment.

This thesis focuses on the topic of finding the right architecture for building
a wireless sensor network in an efficient manner. The choice for a specific archi-
tecture is usually one of the most debated issues at the beginning of each research
project and the various trade-offs decided upon at this early step have important
consequences on the performances of the final system.

Although a lot of effort goes into defining the right architecture to be adopted,
the shortcomings of the initial decision will make themselves visible during any
project. Unfortunately, changing the characteristics of the architecture after a
project has started costs a lot of resources and is often not possible. The reason for
this is because the new characteristics affect or completely change the hypotheses
on which most of the building blocks of that system are built,changing also the
parameters of their output and in general asking for a complete new design.

As the sensor networks is a new field, the initial research hasthe characteris-
tics of the related fields from which the researchers emerged. Approaches specific
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to theoretical computer science, telecommunications, computer networks archi-
tectures, databases, etc. have been employed.

Currently, none of the solutions we are aware of offers flexibility and easy
adaptation of the sensor network to the continuously changing environment. In
the vast majority of the scenarios, a layered protocol stackis adopted and a lot
of effort is spent in each project to enable the cross layer communication and
decision taking needed by this category of systems.

Another major disadvantage of the existing systems is that all of the architec-
tures are adopted with the generalization in mind (the architecture should be as
general as possible and fit many scenarios) but often the projects end offering a
modified version of it that fits only the particular application of the demonstrator.
This is hardly reusable and thus contains various unnecessary trade-offs that limit
the performances of the system.

Contributions of this thesis

The major contribution of this thesis is the design ofa new flexible data cen-
tric architecturespecially tailored to fit the needs of wireless sensor networks.
It allows the reconfiguration at any time of the internal structure at the cost of a
insignificant overhead in terms of memory consumption and execution time over-
head. The sensor nodes can be reprogrammed and can reconfigure themselves to
adapt to the requirements of the environment in which they are deployed.

The new architecture is just a theoretical concept. To show that it is also
feasible we have designeda new operating system for wireless sensor networkson
top of it. We have shown that the often completely different concepts of operating
system and system architecture can be combined in a single entity, reducing a lot
of overhead and allowing implementation of new features otherwise thought not
feasible with the amount of resources available. In parallel, we developed alsoa
simulatorfor a distributed network in close relationship with the operating system,
built also on top of the data centric architecture.

Having the support for building new applications ready, we focused on the par-
ticularities of a building block necessary in most of the wireless sensor networks
applications: the positioning protocols. We have implemented some already ex-
isting algorithms in our framework, showing that the concept of dynamic config-
uration holds. Out of the experiences we had with thelocalization protocolsand
due to the tremendous amount of interest in this topic from the industry side, we
conducted further research into it, being able to significantly improve the existing
protocols and develop new ones. We have dedicated a separatechapter to this
issue, presenting three of our new contributions.
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The field of wireless networked sensors is still a young, new field. There
are a lot of questions to be answered at all the levels. Theoretical research and
fancy application domains will answer questions such as which is the best routing
protocol to be used, what trade-offs need to be made to acquire a smaller latency,
how to combine and present the pieces of data such that the bigpicture makes
sense, etc.
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Chapter 1

Introduction

Embedded systemshave gained a lot of attention lately. Due to technologi-
cal advances, building small-sized, energy-efficient reliable devices, capable of
communicating with each other and organizing themselves inad-hoc networks
has become possible. These devices have brought a new perspective to the world
of computers as we know it, pushing us into what can be called the third era of
computing: intelligent devices can be embedded into the environment, assisting
the user in performing various tasks while being invisible to him. The need for
reconfiguration and maintenance disappears as the networksorganize themselves
to adapt to the continuously changing environment and requirements.

This thesis is dedicated to finding the right architecture for the class of em-
bedded systems known aswireless sensor networks. While having the simple task
of gathering the most basic information, these systems can pose very complex
design challenges because of the limited quantity of resources available. The pro-
posed architecture was the foundation for a novel operatingsystem, a simulation
framework for sensor networks and was shown to be able to support basic building
blocks for such systems (as position finding algorithms). The theoretical results
are confirmed in practice by several working prototypes.

The work presented in this thesis has been supported by a number of research
projects focusing on various design challenges in wirelesssensor networks and
embedded systems in general. The list of projects includes:EYES [13], Consen-
sus [11], Smart Surroundings [14], Cobis [10] and Embedded Wisents [12].

This chapter will give a brief overview of the area of ubiquitous computing
(Section 1.1), focusing on embedded systems and especiallyon the particular topic
of wireless sensor networks (Section 1.2). Then, a number ofapplications as well
as possible typical scenarios will be presented in order to better understand the
field of application of this new emerging technology (Section 1.3).

Wireless sensor networks bring lots of challenges and oftencontradictory de-
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Chapter 1.Introduction

mands from the design point of view. The last part of the chapter is dedicated to
highlighting the main directions of research involved in this field (Section 1.4).
The particular topics described in the thesis and the contribution of this thesis
are detailed in Section 1.5 while Section 1.6 contains an overview of the way the
information is structured through the chapters of the book.

1.1 Ubiquitous computing

Things are continuously changing in the world of computers.The evolution of
computing systems is interesting and surprisingly unpredictable, with new devices
and technologies emerging and replacing the old settled-down conception.

When the first usable computer became available, the mainframe era was born:
some thirty years ago, these huge devices were widely deployed within universi-
ties. Lots of users made use of a single mainframe computer which they had to
share among themselves. The computation power came together with a high cost
and a huge machine requiring quite a lot of maintenance.

Technology advanced according the the lines predicted by Moore’s law (the
number of transistors on chip doubles each 18 months) and we stepped into the
second era of computers. It is a period that is still present today, but which is
slowly approaching its final part. It is the era of the personal computers, cheaper
and smaller, and increasingly affordable. Quite often, theaverage user has access
to and makes use of more than one computer, these machines being present now
in almost any home and work place.

But, in this familiar environment things are starting to change and the third
era of computing gains more and more terrain each day. Let us take a look at the
main trends today. The technology advancements cause the personal computers
to become smaller and smaller. The desktop computers tend tobe replaced by
laptops and other portable devices.

The main factor that is influencing the new transition is the availability of
wireless communication technology. People are getting rapidly used to wireless
communicating devices due to their independence from fixed machines. The suc-
cess and availability of the Internet brought even more independence to the user:
the data could now be available regardless of the physical location of its owner.

The advancements in technology did not stop here: the processors became
small and cheap enough to be found now in almost any familiar device around us,
starting with an every-day watch and ending with (almost) any home appliance
we own. The new efforts nowadays are to make these devices ”talk” to each-other
and organize themselves into ad-hoc networks to accomplishtheir design goal as
fast and reliably as possible.

16



1.2.What are wireless sensor networks?

This is, in fact, the third computer age envisioned two decades ago by Mark
Weiser. He was writing inThe computer for the 21st century[22]:

My colleagues and I at PARC think that the idea of a ”personal”
computer itself is misplaced, and that the vision of laptop machines,
dynabooks and ”knowledge navigators” is only a transitional step
toward achieving the real potential of information technology. Such
machines cannot truly make computing an integral, invisible part of
the way people live their lives. Therefore we are trying to conceive a
new way of thinking about computers in the world, one that takes into
account the natural human environment and allows the computers
themselves to vanish into the background.

Several names such as:ubiquitous computing, pervasive computing, ambi-
ent intelligence, invisible computing, disappearing computer, smart surroundings
etc. were created to indicate different aspects of the new computing age. The
ubiquitous computing world brings a reversed view on the usage of computing
power: instead of having lots of users gathered around the mainframe computer,
now, each user will be using the services of several embeddednetworks. The user
will be in the middle of the whole system, surrounded by an invisible intelligent
infrastructure. The original functionality of the objectsand application will be
enhanced, and a continuous interaction will be present in a large variety of areas
of daily life.

1.2 What are wireless sensor networks?

So what are wireless sensor networks and where is their placein this new
environment that starts ”growing” around us?

Wireless sensor networksis the generic name under which a broad range of
devices hide. Basically, any collection of devices equipped with a processor, hav-
ing sensing and communication capabilities and being able to organize themselves
into a network created in an ad-hoc manner falls into this category.

The research in the field of wireless sensor networks increased tremendously
after the year 2000. The initial project was Smart Dust [16] that has shown that
building cheap smart sensors that can network together is possible. A large num-
ber of projects was initiated, the main support coming initially from the DARPA
Agency. Initially results were borrowed from the ad-hoc computing community
but soon it was realized that new approaches and algorithms were needed.

The addition of the wireless communication capabilities tosensors increased
their functionality dramatically. Wireless sensor networks bring monitoring ca-
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Chapter 1.Introduction

pabilities that will forever change the way in which data is collected from the
ambient environment. Let us take, for example, the traditional monitoring ap-
proach of a remote location for a given phenomenon such as recording the geo-
logical activity, monitoring the chemical or biological properties of a region, or
even monitoring the weather at a certain place.

The old approach was the following: rather big and robust devices needed to
be built. They should have contained besides the sensor packitself, a big power
supply and local data storage capabilities. A team of technicians would have to
travel together to the destination to be monitored, place these expensive devices
at predefined positions and calibrate all the sensors. Then,they would come back
after a certain amount of time in order to collect the sensed data. If by misfortune
some hardware would fail, then nothing could be done for it, as the information
about the phenomenon itself would be lost.

The new approach is to construct inexpensive, small sized, energy-efficient
sensing devices. As hundreds, thousands or even more of these devices will be
deployed, the reliability constraints for them will be diminished. No local data
storage is needed anymore as they will process locally and then transmit by wire-
less means the observed characteristic of the phenomenon toone or more access
points connected to a computer network. Individual calibration of each sensor
node is no longer needed as it can be performed by localized algorithms [23].
The deployment will also be easier, by randomly placing the nodes (e.g. simply
throwing them from a plane) onto the monitored region.

Having this example in mind, we can give a general description of a sensor
node. Throughout this thesis, the namesensor nodewill be used to describe a
tiny device that has a short range wireless communication capability, a small pro-
cessor and several sensors attached to it. It may be powered by batteries and its
main function is to collect data from a phenomenon, collaborate with its neighbors
and forward its observations (pre-processed version of thedata or even decisions)
to the endpoint if requested. This is possible because its processor additionally
contains the code that enables inter-node communication and setting-up, mainte-
nance and reconfiguration of the wireless network. When referring to wireless
communication, we have in mind mainly radio communication (other means as
ultrasound, visible or infrared light, etc. are also being used [21]). Asensor net-
work is a network made up of large numbers of sensor nodes. By a large number
we understand at this moment hundreds or thousands of nodes but there are no
exact limits for the upper bound of the number of sensors deployed.

Wireless sensor networks are one of the most important toolsof the third era
of computing. They are the simplest intelligent devices around, having as their
main purpose monitoring the environment surrounding us andalerting us of the
main events happening. Based on the observation reported bythese instruments,
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1.3.Typical scenarios and applications

Project name Research area

CoSense [4] collaborative sense making
Consensus [11] collaborative sensor networks
CoBis [10] collaborative business items
EYES [13] self-organizing, energy-efficient sensor networks
PicoRadio [8] develop low cost, energy-efficient transceivers
SensoNet [15] protocols for sensor networks
Smart Dust [16] cubic millimeter sensor nodes
Smart Surroundings [14] architectures and frameworks for future ambient systems
TinyDB [20] query processing system
WINS [24] distributed network access to sensors and processors
Wisents [12] cooperative embedded systems for exploration and control

Table 1.1: List of some research projects related to sensor networks

humans and machines can make decisions and act on them.

1.3 Typical scenarios and applications

At this moment a large variety of sensors exists. Sensors have been devel-
oped to monitor almost every aspect of the ambient world: lighting conditions,
temperature, humidity, pressure, the presence of absence of various chemical or
biological products, detection of presence and movement, etc. By networking
large number of sensors and deploying them inside the phenomenon to be stud-
ied we obtain a sensing tool capable of constructing a tridimensional map of the
sensed phenomenon, thus more powerful than a single punctual sensor.

The sensor networks field is still rapidly evolving. Although a large number of
sensor network prototypes exists at this moment, the possible application areas are
still being explored. The typical application one can thinkof has as the main goal
some sort of monitoring (the most common one is environmental monitoring).
Nevertheless, stand-alone applications such as position finding or collaborative
business items have been suggested and explored [10].

In the following we will present two classifications that have been already
proposed in the literature. The first classification of wireless sensor networks takes
into consideration the complexity of the network involved,this being related more
or less to the surface covered by the deployed network. Thus,we can distinguish
three main categories (adapted from [6]):

• Small scale applications: intelligent warehouse

Each item contained inside the warehouse will have a tag attached, that will
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Chapter 1.Introduction

be monitored by the sensor nodes embedded into the walls and shelves.
Based on the read data, knowledge of the spatial positioningof the sensors
and time information, the sensor network will offer information about the
traffic of goods inside the building, create automatic inventories, and even
perform long term correlations between the read data. The need of man-
ual product scanning thus disappears. In this category we can include the
scenario of the modern supermarket, where the selected products of the cus-
tomers will automatically be identified at the exit of the supermarket. This
scenario also has the minimum complexity. The sensor nodes are placed at
fixed positions, in a more or less random manner. The deployment area is
easy accessible and some infrastructure (e.g. power supplies and comput-
ers) already exists. At the same time, the nodes are operating in a ”safe”
environment meaning that there are no major external factors that can influ-
ence or destroy them.

• Medium-large scale applications: environmental monitoring

Environmental monitoring is the widest area of applications envisioned up
to now. A particular application in this category is disaster monitoring. The
sensor nodes deployed in the affected areas can help humans estimate the
effects of the disaster, build maps of the safe areas and direct the human
actions towards the affected regions. A large number of applications in
this category address monitoring of the wild life. This scenario has an in-
creased complexity. The area of deployment is no longer accessible in an
easy manner and no longer safe for the sensor nodes. There is hardly any
infrastructure present, nodes have to be scattered around in a random man-
ner and the network might contain moving nodes. Also a largernumber of
nodes will have to be deployed.

• Very large scale sensor networks applications

The scenario of a large city where all the cars have integrated sensors.
These sensor nodes will communicate with each other collecting informa-
tion about the traffic, routes and special traffic conditions. On one hand, new
information will be available to the driver of each car. On the other hand,
a global view of the whole picture will also be available. Thetwo main
constraints that characterize this scenario are the large number of nodes and
their high mobility. The algorithms employed will have to scale well and
deal with a network with a continuously changing topology.

On the other hand, the authors of [1] present a classificationof sensor networks
based on their area of application. It takes into consideration only the military,
environment, health, home and other commercial areas and can be extended with
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additional categories such as space exploration, chemicalprocessing and disaster
relief.

• Military applications

Factors as rapid deployment, self-organization and increased fault tolerance
make wireless sensor networks a very good candidate for usage in the mil-
itary field. They are suited to deployment in battlefield scenarios due to
the large size of the network and the automatic self-reconfiguration at the
moment of the destruction/unavailability of some sensor nodes [3]. Typical
applications are: the monitoring of friendly forces, equipment and ammuni-
tion; battlefield surveillance; reconnaissance of opposing forces and terrain,
targeting, battle damage assessment; and nuclear, biological and chemical
attack detection and reconnaissance. A large number of projects have al-
ready been sponsored by The Defense Advanced Research Projects Agency
(DARPA) [5].

• Environmental applications

Several aspects of the wildlife are being studied with the help of sensor net-
works. Existing applications include the following: monitoring the presence
and the movement of birds, animals and even insects; agricultural related
projects observing the conditions of crops and livestock; environmental
monitoring of soil, water and atmosphere contexts and pollution studies; etc.
Other particular examples include forest fire monitoring, bio-complexity
mapping of the environment and flood detection. Ongoing projects at this
moment include the monitoring of birds on Great Duck Island [9], the ze-
bras in Kenya [7] or the redwoods in California [25]. The number of these
applications is continuously increasing as the first deployed sensor network
show the benefits of easy remote monitoring.

• Health-care applications

An increasing interest is being shown to the elder population [17]. Sensor
networks can help in several areas of the health-care field. The monitoring
can take place both at home and in hospitals. At home, patients can be under
permanent monitoring and the sensor networks will trigger alerts whenever
there is a change in the state of the patient. Systems that candetect their
movement behavior at home, detect any fall or remind them to take their
prescriptions are being studied. Also inside the hospitalssensor networks
can be used in order to track the position of doctors and patients (their status
or even errors in the medication), expensive hardware, etc.[2].

• Home applications
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Company name Web address

Ambient Systems (NL) http://www.ambient-systems.net
CrossBow (USA) http://www.xbow.com
Digital Sun (USA) http://www.digitalsun.com
Dust Networks (USA) http://dust-inc.com
Ember (USA) http://www.ember.com
Invocon Inc. (USA) http://www.invocon.com
MicroStrain (USA) http://www.microstrain.com
Millennial Net (USA) http://www.millennial.net
Sensite Solutions (NL) http://www.sensite-solutions.com
Sensoria Corporation (USA) http://www.sensoria.com
Xsilogy (USA) http://www.xsilogy.com

Table 1.2: Current sensor networks companies list

The home is the perfect application domain for the pervasivecomputing
field. Imagine all the electronic appliances forming a network and coop-
erating together to fulfill the needs of the inhabitants [19]. They will have
to identify each user correctly, remember their preferences and their habits
and, at the same time, monitor the entire house for unexpected events. The
sensor networks have also an important role here, being theeyes and the
earsthat will trigger the actuator systems.

• Other commercial applications

This category includes all the other commercial applications envisioned or
already built that do not fit in the previous categories. Basically they range
from simple systems as environmental monitoring within an office to more
complex applications such as managing inventory control and vehicle track-
ing and detection. Other examples include incorporating sensors into toys
and thus detecting the position of the children in ”smart” kindergartens [18];
monitoring the material fatigue and the tensions inside thewalls of a build-
ing, etc.

The number of research projects dedicated to wireless sensor networks has
increased dramatically over the last years. A lot of effort has been invested in
studying all possible aspects of wireless sensor networks.Please refer to Table 1.1
for a few examples. Also, a number of companies were created,most of them
start-ups from the universities that perform research in the field. Some of the
names in the field, valid at the date of writing this document,are listed in Table 1.2.

We synthesized the most common applications in Table 1.3. For each applica-
tion, its characteristics are described and a list of neededservices is provided.
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Application Characteristics Required services

Green-house
monitoring

small scale network, resource
poor nodes, static scenarios, fine
grained deployment, star net-
works, easy to maintain

inaccurate localization and tim-
ing, low quality sensors, fixed
sampling data rates, low in-
network processing

Wild life
monitoring

medium scale network, resource
poor nodes, mobile scenarios,
coarse grained deployment, mul-
tihop networks, difficult to main-
tain

precise localization and timing,
local storage, fixed sampling
rates, medium in-network pro-
cessing

Home and
office moni-
toring

small scale network, resource
poor nodes, static scenarios,
coarse grained deployment, mul-
tihop network, easy to maintain

inaccurate localization and tim-
ing, low quality sensors, fixed
sampling data rates, low in-
network processing, security and
privacy

Monitoring
as military
application

large scale network, resource
rich nodes, static scenarios,
coarse grained deployment, mul-
tihop networks, difficult to main-
tain

very precise localization and
timing, high quality sensors, dy-
namic sampling rates, intense in-
network processing, local stor-
age systems, security and pri-
vacy

Warehouse
monitoring

large scale network, resource
poor nodes, mobile scenarios,
fine grained deployment, multi-
hop networks, easy to maintain

very precise localization and
timing, low quality sensors, high
in-network processing, security
and privacy

Table 1.3: Sensor networks specific applications

If we take a look at the number of sensors deployed with respect to the area
covered, we can give the following categorization:

• Coarse grained sensor networks

In this category usually fall the sensor networks made up of devices, each
covering a large area. These devices are usually large and expensive, be-
cause they are equipped with high quality sensors. The network topology is
usually a star topology. The sensor nodes themselves are fixed.

• Fine grained sensor networks

This category comprises the networks made up of large numberof cheap de-
vices, equipped with low quality sensors having small amounts of resources
available. The network topology is usually a multihop network. The large
number of sensors and the dense deployment compensates the low quality
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of the sensors, the network as a whole producing high qualityresults.

1.4 Directions of research

The field of sensor networks is a relatively new one. Scientists from vari-
ous communities approached this research area with enthusiasm and brought to-
gether knowledge from various domains of computer science,electrical engineer-
ing, telecommunications, etc. The initial directions of research were specific to
each of these fields, everyone trying to adapt their knowledge to make wireless
sensor networks a reality.

Several approaches were taken, but research focused on a fewmain directions
recognized by the community as being the key issues in the sensor network field.
We can name the following major topics of interest, based on the amount of effort
and publications devoted to them:

• Hardware platforms

The vision of sensor networks states that large numbers of energy-efficient
devices, able to communicate by wireless means will be deployed and left to
work unattended for years. This imposes a large range of challenges from
hardware design point of view. First of all, the availability of low power
wireless communication means (most often radios but also ultrasound, light
or magnetic induction based devices) with low transmissionranges and fast
switching times between the various possible states is a must. Additionally
what is needed is a low power and low cost processor and a set ofefficient
sensors. Advances in all the fields related to developing andimproving these
devices are needed and followed closely by the wireless sensor networks
community.

• Networking protocols

To be of any use, the sensor network needs a set of networking protocols
(media access control, routing, clustering, etc.), robustin front of the mul-
tiple existing sources of failure. Various degrees of redundancy (often dy-
namically decided upon) need to exist to assure the correct functioning of
the network. Intelligent network protocols can save a lot ofenergy and can
prolong the lifetime of the network at various degrees. The first approach
taken in this field was to emulate the existing algorithms from the wired
computer networks but it has been seen that new approaches needed to be
taken.

• Specific protocols
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In general, large arrays of data make no sense to anyone if they are not
stamped with the (more or less exact) time and location of thesensing pro-
cess. This simple observation brings into discussion two new basic proto-
cols, that are needed in the vast majority of applications: atiming and syn-
chronization protocol and a localization protocol. Soon after these blocks
gained attention it was also noticed that the networking protocols can be
redesigned and transformed into more efficient ones if the notions of time
and position were locally known for each sensor node (e.g. superior time
based media access control protocols can be designed, efficient geograph-
ical based routing can be employed, etc.). The availabilityof localization
algorithms brought into attention localization as a stand alone application
provided by sensor networks as an alternative to the not everywhere avail-
able and often expensive Global Positioning System.

• Data acquisition, manipulation and storage

The main goal of the sensor networks is to monitor particularfeatures of
the environment they are deployed in. This requirement translates to huge
quantities of data being sensed (produced) by each node, that reach the lim-
its of the storage systems and available bandwidth in the network. The only
way for the data dissemination to work is to dynamically adapt the sensing
periods, to locally process the data and to aggregate the pieces of data travel-
ing to a certain destination (sensor fusion). Querying a distributed network
in an efficient way and specifying the best way to aggregate data on the way
back to the requesting gateway is a research question still being opened.

• High level dissemination

Once the network is setup, the question arises on how to make use of the
available data. A layer of so calleddistributed servicesis added on top of
the networking layer dealing with issues such as informing the user what is
the network capable of doing (services discovery). This management layer
is compulsory and opens the spectrum of a large range of applications closer
to the business domain. The availability of sensing (and actuating on) the
environment and of connections to the high speed networks makes possible
applications such as the collaborative business items.

• Application domain

The application domain is also a topic of research as well in this new re-
search field. The first prototypes have shown environmental monitoring and
military surveillance as the specific applications for wireless sensor net-
works. Soon afterward it was realized that the application class of sensor
networks can be extended to more than basic sensing (see Section 1.3 for
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possible scenarios). Completely new applications (such asa localization
devices) came into play as well. At this moment, the range of possible ap-
plications is largely unexplored and it gets larger and larger with the avail-
ability of more prototypes and interaction with the industry and business
community.

Our research focused mainly on two of the previous categories: the networking
layers and the specific protocols. The other ones were also inattention as the
cross layer design and communication is one of the basic requirements of sensor
networks.

1.5 Topics and contributions of this thesis

This thesis focuses on the topic of finding the right architecture for building
a wireless sensor network in an efficient manner. The choice for a specific archi-
tecture is usually one of the most debated issues at the beginning of each research
project and the various trade-offs decided upon at this early step have important
consequences on the performances of the final system.

Although a lot of effort goes into defining the right architecture to be adopted,
the shortcomings of the initial decision will make themselves visible during the
project. Unfortunately, changing the characteristics of the architecture after the
project has started costs a lot of resources and is often not possible. This because
the new characteristics affect or completely change the hypotheses on which most
of the building blocks of that system are built, changing also the parameters of
their output and in general asks for a complete new design.

As the sensor networks is a new field, the initial research hasthe characteris-
tics of the related fields from which the researchers emerged: approaches specific
to theoretical computer science, telecommunications, computer networks archi-
tectures, databases, etc. have been employed when the architectures of the large
number of prototypes already deployed have been adopted (see Chapter 3).

Currently, none of the solutions we are aware of offers flexibility and easy
adaptation of the sensor network to the continuously changing environment. In
the vast majority of the scenarios, a layered protocol stackis adopted and a lot of
effort is spent in each project to enable the cross layer communication and decision
taking needed by this category of systems. Current applications are rather static:
they are designed to serve on particular purpose (they are made up of a small
number of nodes, nodes are placed at fixed positions, etc.). For most of these, we
cannot talk basically about a clear architecture.

Another major disadvantage of the existing systems is that all of the architec-
tures are adopted with the generalization in mind (the architecture should be as
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general as possible and fit many scenarios) but often the projects end offering a
modified version of it that fits only the particular application of the demonstrator.
This is hardly reusable and thus contains various unnecessary trade-offs that limit
the performances of the system.

The major contribution of this thesis is the design of a new flexible data centric
architecture special tailored to fit the needs of wireless sensor networks. It allows
the reconfiguration at any time of the internal structure at the cost of a insignificant
overhead in terms of memory consumption and execution time overhead. The
sensor nodes can be reprogrammed and can reconfigure themselves to adapt to
the requirements of the environment in which they are deployed (see Chapter 3).

The new architecture is just a theoretical concept. To show that it is also
feasible we have designed a new operating system for wireless sensor networks on
top of it. We have shown that the often completely different concepts ofoperating
systemandsystem architecturecan be combined in a single entity, reducing a lot
of overhead and allowing implementation of new features otherwise thought not
feasible with the amount of resources available. In parallel, we developed also a
simulator for a distributed network in close relationship with the operating system,
built also on top of the data centric architecture.

Having the support for building new applications ready, we focused on the par-
ticularities of a building block necessary in most of the wireless sensor networks
applications: the positioning protocols. We have implemented some already ex-
isting algorithms in our framework, showing that the concept of dynamic config-
uration holds. Out of the experiences we had with the localization protocols and
due to the tremendous amount of interest in this topic from the industry side, we
conducted further research into it, being able to significantly improve the existing
protocols and develop new ones. We have dedicated a separatechapter to this
issue, presenting three of our new contributions.

1.6 Thesis organization

The thesis is organized in the following manner: Chapter 2 presents the status
of the work performed in the field of sensor networks with a focus on the existing
architectures. The main challenges will be described and the way in which vari-
ous existing systems try to solve those. Chapter 3 presents the new data centric
architecture we propose. We will show how the flexible flexible architecture can
be used to avoid some of the shortcomings of the existing systems.

The concept of the data centric architecture was the starting point for a new
simulator and a novel operating systems, both of them targeting wireless sensor
networks. They will be described and analyzed in detail in Chapter 4. As we will
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show, both tools provide features that no other currently existing system has and
allow fast design, testing and implementation of complex protocols for wireless
sensor networks.

Chapter 5 describes one of the most important building blocks of wireless sen-
sor networks: positioning algorithms.Three new contributions are described and
the advantages and shortcomings of the new algorithms are shown and compared
against already existing algorithms.

The thesis ends with conclusions and the description of a future roadmap for
designers of wireless sensor networks.
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Chapter 2

Current state of research

This chapter provides a brief overview of the state of the artof the
wireless sensor network field. The reader is offered a globalview
of the research area, including a description of the influences of the
related fields of science. The chapter also addresses the premises on
which this technology is built and presents the major existing research
trends in the area.

We have started working in the field of wireless sensor networks in a moment
when sensor networks were just a little more than a concept. The first energy-
efficient hardware device containing an integrated radio and a processor was pro-
duced (as part of the SmartDust set of projects in 2001) and the idea of having
thousands of miniaturized versions of this sensor node connected in a network
and monitoring the environment around came alive.

The last four years have brought major advancements in the field. The initial
knowledge, mere adaptation of theories already established in related fields of
science, has evolved to the point where protocols targetingonly wireless sensor
networks are developed, major universities are offering specialized courses on this
new technology and a large number of workshops and conferences appeared. For
example, a search on an online book vending site (amazon.com) revealed over one
hundred book titles and other publications related to this field.

In this chapter, we will focus on the current state of the art of the research in
the wireless sensor networks field. As the amount of related results achieved lately
is impressive, we would prefer to give the reader a global picture pointing out the
major components and trends rather than a long list of references that might be
considered irrelevant in a few years.

We will start this chapter by talking about the challenges the wireless sensor
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networks pose. In this way, we fix the major premises of any application running
on top of this technology and give a subjective characterization of the tandem
available resources - expected goals. Then, we will proceedwith splitting the
wireless sensor networks into their building blocks and describe them, as well as
the major influences from various fields of research and show the existing over-
lapping. The chapter ends with conclusions and directions for future research.

2.1 Challenges

When designing a wireless sensor network one faces, on one hand, the sim-
plicity of the underlying hardware and, on the other hand, the requirements that
have to be met. In order to satisfy them, new strategies and new sets of proto-
cols have to be developed [13, 1, 32]. In the following we willaddress the main
challenges that are present in the wireless sensor network field. The research di-
rections involved and the open questions that still need to be answered will be
presented as well.

To begin with, a high-level description of our ultimate constraints for the sen-
sor networks can be synthesized as:

• Long life - The sensor node should be able to ”live” as long as possible us-
ing its own batteries or other sources of energy. This constraint can be trans-
lated to a power consumption less than one hundred micro-watts (meaning
a lifetime period of months to years for one device). The condition arises
from the assumption that the sensor nodes will be deployed ina harsh en-
vironment where maintenance is either impossible or has a prohibitively
high price. It makes sense to maximize the battery lifetime (unless the sen-
sor nodes use some form of energy scavenging). The targeted lifetime of
a node powered by two AA batteries is a couple of years. This goal can
be achieved only by applying a strict energy policy which will make use of
power-saving modes.

• Small size- The size of the device should be less than one cubic millimeter
to make possible its attachment to various sorts of objects.This constraint
gave the sensor nodes the name ofsmart dust, a name which gives a very
intuitive idea about the final design. The processor and the radio were inte-
grated in a chip having a size of approximately one cubic millimeter. What
was left was the antenna, the sensors themselves and the battery. Advances
are required in each of these three fields in order to be able tomeet this
design constraint.
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• Inexpensive- The third high level design constraint is about the price of
these devices. In order to encourage large scale deployment, this technology
must be really cheap, meaning that the targeted prices should be in the range
of a couple of cents (having a powerful impact on the available resources at
each node).

2.1.1 Locally available resources

Wireless sensor networks can consist of thousands of devices working to-
gether. Their small size comes also with the disadvantage ofvery limited resource
availability (limited processing power - in the form of a 8 or16 bits microcon-
troller, low-rate unreliable wireless communication overa range of a few tens of
meters, small memory footprint - in the range of few hundred bytes to a few kilo-
bytes of memory and low energy). This raises the issue of designing a new set of
protocols across the whole system.

Energyreceives special attention and can by far be considered the most im-
portant design constraint. The sensor nodes will be mainly powered by batteries.
In most of the scenarios, due to the environment where they will be deployed, it
will be impossible to have a human change their batteries. Insome designs energy
scavenging techniques will also be employed. Still, the amount of energy avail-
able to the nodes can be considered limited and this is why thenodes will have to
employ energy-efficient algorithms to maximize their lifetime.

By taking a look at the characteristics of the sensor nodes, we notice that the
energy is spent for three main functions: environment sensing, wireless commu-
nication and local processing. Each of these three components will have to be
optimized in order to obtain minimum energy consumption. For the sensing of
the environment component, the most energy efficient available sensors have to
be used. From this point of view, we can regard this componentas a function of a
specific application and a given sensor technology.

The energy needed for transmitting data over the wireless channel dominates
by far the energy consumption inside a sensor node. More thanthat, it was pre-
viously shown that it is more efficient to use a short-range multihop transmission
scheme than sending data over large distances [2]. A new strategy characteristic
to the sensor networks was developed based on a trade-off between the last two
components and is in fact one of the main characteristics of the sensor networks
(see for example techniques developed in: [10, 37]). Instead of blindly routing
packets through the network, the sensor nodes will act basedon the content of the
packet [18].

Let us suppose that a certain event took place. All nodes thatsensed it will
characterize the event with some piece of data that needs to be sent to the inter-
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ested nodes. There will be many similar data packets, or at least, some redundancy
will exist in the packets to be forwarded. In order to reduce the traffic, each node
on the communication path will examine the contents of the packet it has to for-
ward. Then it will aggregate all the data related to a particular event into one
single packet, eliminating the redundant information. Thereduction of traffic by
using this mechanism is substantial. Another consequence of this mechanism is
that the user will not receive any raw data, but only high level characterizations of
the events. This makes us think of the sensor network as a self-contained tool, a
distributed network that collects and processes information.

From an algorithmic point of view, the local strategies employed by sensor
nodes have as a global goal the extension the overall lifetime of the network. The
notion of lifetime of the network usually hides one of the following interpreta-
tions: one can refer to it as the time passed since power on anda particular event
such as: the energy depletion of the first node or of thirty percent of the nodes,
or even the moment when the network is split in several sub-networks. No matter
which of these concepts will be used, the nodes will choose toparticipate in the
collaborative protocols following a strategy that will maximize the overall net-
work lifetime.

To be able to meet the goal of prolonged lifetime, each sensornode should:
- spend all the idle time in a deep power down mode, thus using an insignifi-

cant amount of energy;
- when active, employ scheduling schemes that take into consideration volt-

age and frequency scaling.
It is interesting to notice at the same time, the contradictory wireless industry

trends and the requirements for the wireless sensor nodes. The industry focuses at
the moment in acquiring more bits/second/Hz while the sensor nodes need more
bits/euro/nJ. From the transmission range point of view, the sensor nodes need
only limited transmission range to be able to use an optimal calculated energy
consumption, while the industry is interested in delivering higher transmission
ranges for the radios. Nevertheless, the radios designed nowadays tend to be as
reliable as possible, while a wireless sensor network is based on the assumption
that failures are regarded as a regular event.

Energy is not the only resource the sensor nodes have to worryabout. The
processing powerandmemoryare also limited. Usually the nodes are equipped
with a resource poor 8 or 16 bits microcontroller having at best a few kilobytes
of memory available. Large local data storage can not be employed, so strategies
need to be developed in order to store the most important datain a distributed
fashion and to report the important events to the outside world. A feature that
helps dealing with these issues is the heterogeneity of the network. There might
be several types of devices deployed. Resource poor nodes will be able to ask
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more powerful nodes to perform complicated computations. At the same time,
several nodes could associate themselves in order to perform the computations in
a distributed fashion.

Bandwidthis also a constraint when dealing with sensor networks. The low
power communication devices used (most of the time radio transceivers) can only
work in simplex mode. They offer low data rates due also to thefact that they are
functioning in the free unlicensed bands where traffic is strictly regulated.

2.1.2 Diversity and dynamics

As we already suggested, there may be several kinds of sensornodes present
inside a single sensor network. We could talk of heterogeneous sensor nodes from
the point of view of hardware and software. From the point of view of hardware,
it seems reasonable to assume that the number of a certain kind of devices will
be in an inversely proportional relationship to the capabilities offered. We can
assist to a tiered architecture design, where the resource poor nodes will ask more
powerful or specialized nodes to make more accurate measurements of a certain
detected phenomenon, to perform resource intensive operations or even to help in
transmitting data at a higher distance.

Diversity can also refer to sensing several parameters and then combine them
in a single decision, or in other words to perform data-fusion. We are talking
about assembling together information from different kinds of sensors like: light,
temperature, sound, smoke, etc. to detect for example that afire has started.

Sensor nodes will be deployed in the real world, most probably in harsh envi-
ronments. This puts them in contact with an environment thatis dynamic in many
senses and has a big influence on the algorithms that the sensor nodes should
execute. First of all, the nodes will be deployed in a random fashion in the en-
vironment and in some cases, some of them will be mobile. Secondly, the nodes
will be subject to failures at random times and they will alsobe allowed to change
their transmission range to better suit their energy budget. This leads to the full
picture of a network topology in a continuous change. The algorithms for the
wireless sensor networks have as one of their characteristic the fact that they do
not require a predefined well-known topology.

One more consequence of the real world deployment is that there will be many
factors influencing the sensors in contact with the phenomenon. Individual cali-
bration of each sensor node will not be feasible and probablywill not help much
as the external conditions will be in a continuous change. The sensor network will
calibrate itself as a reply to the changes in the environmentconditions. More than
this, the network will be capable of self-configuration and self-maintenance.

Another issue we need to talk about is the dynamic nature of the wireless
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communication medium. Wireless links between nodes can periodically appear
or disappear due to the particular position of each node. Bidirectional links will
coexist with unidirectional ones and this is a fact that the algorithms for wireless
sensor networks need to consider.

2.1.3 Needed algorithms

For a sensor network to work as a whole, some building blocks need to be
developed and deployed in the vast majority of applications. Basically, they are:
a localization mechanism, a time synchronization mechanism and some sort of
distributed signal processing. A simple justification can be that data hardly has
any meaning if some position and time values are not available with it. Full,
complex signal processing done separately at each node willnot be feasible due
to the resource constraints.

The self-localization of sensor nodes gained a lot of attention lately [5, 12, 21,
14]. It came as a response to the fact that global positioningsystems are not a
solution due to high cost (in terms of money and resources) and it is not available
or provides imprecise positioning information in special environments as indoors,
etc. Information such as connectivity, distance estimation based on radio signal
strength, sound intensity, time of flight, angle of arrival,etc. were used with
success in determining the position of each node within degrees of accuracy using
only localized computation.

The position information once obtained was not only used forcharacterizing
the data, but also in designing the networking protocols, for example, leading to
more efficient routing schemes based on the estimated position of the nodes [47].

The second important building block is the timing and synchronization block.
Nodes will be allowed to function in a sleep mode for long periods of time, so pe-
riodic waking up intervals need to be computed within a certain precision. How-
ever, the notion of local time and synchronization with the neighbors is needed
for the communication protocols to perform well. Light-weight algorithms have
been developed that allow fast synchronization between neighboring nodes using
a limited number of messages. Loose synchronization will beused, meaning that
each pair of neighbor nodes are synchronized within a certain bound, while nodes
situated multiple hops away might not be synchronized at all.

Global timing notion might not be needed at all in most of the applications.
Due to the fact that many applications measure natural phenomenon such as tem-
perature, where delays up to the order of seconds or even minutes can be tolerated,
the trade-off between latency and energy is preferred.

The last important block is the signal processing unit. A newclass of algo-
rithms has to be developed due to the distributed nature of wireless sensor net-
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works. In their vast majority the signal processing algorithms are centralized al-
gorithms that require a large computation power and the availability of all the data
at the same time. Transmitting all the recorded data to all nodes is impossible in
a dense network even from theoretical point of view, not to mention the needed
energy for such an operation. The new distributed signal processing algorithms
have to take into account the distributed nature of the network, the possible un-
availability of data from certain regions due to failures and the time delays that
might be involved.

2.1.4 Dependability

More than any other sort of computer network, the wireless sensor networks
are subject to failures. Unavailability of services will beconsidered “a feature” of
these networks or “regular events” rather than some sporadic and highly improb-
able events. The probability for something going wrong is atleast several orders
of magnitude higher than in all the other computer networks.

All the algorithms have to employ some form of robustness in front of the
failures that might affect them. On the other hand, this comes at the cost of energy,
memory and computation power, so it has to be kept at a minimum. An interesting
issue is the one of the system architecture from the protocols point of view. In
traditional computer networks, each protocol stack is designed for the worst case
scenario. This scenario hardly ever happens simultaneously for all the layers and
a combination of lower layer protocols could eliminate sucha scenario. This
leads to a lot of redundancy in the sensor node, redundancy that costs important
resources. The preferred approach is that of cross-layer designing and studying of
the sensor node as a whole object rather than separate building blocks. This opens
for discussion the topic of what is a right architecture for all the sensor networks
and if a solution that fits all the scenarios makes sense at all.

Let us summarize the sources of errors the designer will be facing: nodes will
stop functioning starting with even the (rough) deploymentphase. The harsh en-
vironment will continuously degrade the performances of the nodes making them
unavailable as the time passes. Then, the wireless communication medium will be
an important factor to disturb the message communication and to affect the links
and implicitly the network topology. Even with a perfect environment, collisions
will occur due to the imprecise local time estimates and lackof synchronization.
Nevertheless, the probabilistic scheduling policies and protocol implementations
can be considered sources of errors.

Another issue that can be addressed as a dependability attribute is the security.
The communication channel is opened and cannot be protected. This means that
others are able to intercept and to disrupt the transmissions or even to transmit

37



Chapter 2.Current state of research

their own data. In addition to accessing private information, a third party could
also act as an attacker that wants to disrupt the correct functionality of the network.
The security in a sensor network is a hard problem that still needs to be solved.
Like almost any other protocol in this sort of networks it hascontradictory require-
ments: the schemes employed should be as light as possible while achieving the
best results possible. The usual protection schemes require too much memory and
too much computation power to be employed (the keys themselves are sometimes
too big to fit into the limited available memory - if we refer tothe data privacy
scenarios).

A real problem is how to control the sensor network itself. The sensor nodes
will be too many to be individually accessible to a single user and might also
be deployed in an inaccessible environment. By control we understand issues as
deployment and installation, configuration, calibration and tuning, maintenance,
discovery and reconfiguration. Debugging the code running in the network is
completely infeasible, as at any point inside, the user has access only to the high
level-aggregated results. The only real debugging and testing can be done with
simulators that prove to be invaluable resources in the design and analysis of the
sensor networks.

2.2 Overview of the covered topics

When building a wireless sensor network from scratch, the designer is faced
with questions whose answers span across various research fields. This section
will decompose the concept of wireless sensor network in itsbasic building blocks
and take a look at the influences coming from the other relateddisciplines.

At a high level we can talk about the following building blocks: hardware plat-
form (including radio, processor, sensors, power source),wireless communication
(as the energy efficient media access control protocols, routing schemes, etc.), data
handling (here we can talk about the process of gathering andpre-processing the
data, data aggregation and dissemination, data storage andquerying, etc.) and
other high level services (for example service discovery and subscription issues,
specific classes of applications, etc.).

2.2.1 Hardware platforms

Sensor network solutions should work unattended for large periods of time.
This implies that the nodes of the network must preserve their limited amounts
of energy for as long as possible. One compulsory step to achieve this is to use
energy efficient pieces of hardware to build the device itself:
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Figure 2.1: Energy consumption (nJ/bit) for 2.4GHz transceivers

• Radio

The most power hungry component on the sensor node platform is the wire-
less communication device. In the vast majority of the situations radio com-
munication is the preferred mean - although applications using infrared, ul-
trasound or magnetic induction communication have been developed. Vari-
ous sorts of radio transceivers are available on the market right now (see
Table 2.1). The most important parameters of the radio devices from a
wireless sensor network applications are the power consumption levels used
during transmission, reception, and low power mode state. Lower interest
parameters (also very important) are the switching times from one state to
another.

The table also mentions the power consumed during standby and power
down modes, as well as the time required by the chip to move to an active
mode (receiving or transmitting) from these respective low-power modes.
Standby mode usually constitutes an intermediate step between receiving
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or transmitting and complete shutdown of the radio, in orderto insure fast
wake-up while still saving power if non active. In that case,the crystal is
most of the time the only component still alive.

Figure 2.1 compares the power consumption of the Bluetooth transceiver
with other2.4Ghz transceivers in terms of energy consumed per bit, that is
the power consumption divided by the bit rate, for both receive and transmit
modes. As can be seen, current best Bluetooth transceivers feature higher
figures compared to Nanonet or recent Nordic chips featuringsimilar trans-
mission characteristics.

At the extremes can be found IEEE 802.15.4 - for which the figures are
based on Motorola’s preliminary data sheets. There isn’t a huge difference
in terms of power consumption in the active mode between the first gen-
eration IEEE 802.15.4 and the current Bluetooth transceivers. The major
difference resides in fact on the protocol controller side:while Bluetooth
stack requires an ARM like microprocessor, IEEE 802.15.4 protocol can
easily be implemented on a 8051 microcontroller consuming an order of
magnitude less than the Bluetooth controller.

• Processor

Various functionality of the communication task, sensing and pre-processing
of data and application task will be supported by an on-boardprocessor. The
choice for a processor is based on factors such as: power consumption and
available memory. Currently, low power 8-bit and 16-bit microcontrollers
are in use. The memory available in each processor is of special interest.
Usually, each processor is equipped with some non-volatileprogram mem-
ory (nowadays using the Flash technology) and some volatiledata memory.
The real restriction is given by the availability of data memory (the amounts
available are less than10kBytes at this moment). This restriction limits
the available memory for buffering and data storage and at the same time
reduces quite a lot the complexity and number of the high level applications
(usually only a simple application is being run on top of a sensor network).

The frequency the embedded processors use is of a secondary concern as
their processing power is more than enough for most of the applications.
See Table 2.2 for an indication of the processors used in the typical available
testbeds. Usually there is a large choice in terms of tools used to program
these devices and specially tailored compilers exist, so the availability of
software is not a problem.
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Table 2.1: Low Power RF radio transceivers

Vendor Model
Ref.

RX
power
(mW)

TX
power
(mW)

Pout
dBm

IC tech-
nology

Voltage
(V)

Freq.
(MHz)

Quick
startup
standby

Slow
startup
power
down

Data
rate
(Kbits/s)

Modulation
type, Re-
ceiver
arch.

Melexis TH72015 - 3.5 -12 CMOS 1.9-
5.5

433 - 0.8ms/0.1uA 40/40 ASK/FSK

Microchip RFPIC
12C509

- 5 -12 433 20/40 ASK/FSK
?

Micrel MICRF007 3 - - 5 433 - 2.5ms/0.5uA 2 ASK
Superheter

Chipcon CC1000 7.4 5.3 -20 0.35
CMOS

2.1-
3.6

433 250us/30uA2ms/0.2uA 76.8 FSK
Superheter

Chipcon CC1020 16.9 13.7 0 0.35
CMOS

2.3-
3.6

402-
470

4.8ms/77uA5.8ms/0.2uA 153.6 FSK
Superheter

AMIS ASTRX2 7.5 25 6 CMOS 2.7-
3.3

433 65us/0.5uA - 20 ASK
Low-IF

XEMICS XE1201A 6 13.5 +5 BICMOS 2.4-
3.6

315-
433

60us/55uA /0.2uA 64 FSK
Zero-IF

Melexis TH72035 - 4 -12 CMOS 1.9-
5.5

868/900 - 0.8ms/0.1uA 40/40 ASK/FSK

Chipcon CC1000 9.6 8.6 -20 0.35
CMOS

2.1-
3.6

868/900 250us/30uA2ms/0.2uA 76.8 FSK
Superheter

Continued on next page

4
1



C
h

a
p

te
r

2
.C

urrentstate
ofresearch

Vendor Model
Ref.

RX
power
(mW)

TX
power
(mW)

Pout
dBm

IC tech-
nology

Voltage
(V)

Freq.
(MHz)

Quick
startup
standby

Slow
startup
power
down

Data
rate
(Kbits/s)

Modulation
type, Re-
ceiver
arch.

Chipcon CC1020 17.3 21.9 0 0.35
CMOS

2.3-
3.6

804-
940

2.5ms/77uA3.5ms/0.2uA 153.6 FSK
Superheter

AMIS
(IEEE
802.15.4)

ASTRX1 36 25 0 CMOS 2.7-
3.3

868/900 -/4 uA 20 (EU)
40 (US)

BPSK,
DSSS
Zero-IF

XEMICS XE1203 14 33 +5 BICMOS 2.4-
3.6

868/900 200us/850uA/0.2uA 153.2 FSK
Zero-IF

Philips
(Bluetooth)

UAA3559
(Transc)

40 33 +4 QUBIC
CMOS

2.7-
3.4

2400 160us/60uA? 1000 GFSK, FH
Low IF

TI
(Bluetooth)

BRF6100
(module)

37 25 +4 0.13
CMOS

1.7-
3.6

2400 ? /30uA 1000 GFSK, FH
? - Digital
RF

Motorola
(IEEE
802.15.4)

MC13192 35 30 0 CMOS 2.0-
3.6

2400 150us/1mA
500us/40uA

18.5ms/3uA
23.5ms/<1uA

250 O-QPSK,
DSSS
Low-IF

Philips
(IEEE
802.15.4)

Not yet
released

40
(MAC
incl)

40
(MAC
incl)

0 RF
CMOS18

2.4-
3.6

2400 /20uA - 250 O-QPSK,
DSSS
Low-IF

Cypress CYWUS
B6932

58 62 0 0.25
CMOS

2.7-
3.6

2400 300us/3mA 0.8ms/2uA 62.5 GFSK
DSSS
Low-IF

Continued on next page
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Vendor Model
Ref.

RX
power
(mW)

TX
power
(mW)

Pout
dBm

IC tech-
nology

Voltage
(V)

Freq.
(MHz)

Quick
startup
standby

Slow
startup
power
down

Data
rate
(Kbits/s)

Modulation
type, Re-
ceiver
arch.

RFMD
(WiFi)

RF2958
RF3002

52
?

68
?

+3
-

BICMOS
SiGe

2.7-
3.6

2400 11000 CCK
Superheter

Agere
(WiFi)

WL1141 150 250 +15 BICMOS 3.0-
3.6

2400 /9mA /1mA 11000 CCK
Zero-IF

Nordic nRF2401 18 13 0 0.18
CMOS

1.9-
3.6

2400 200us/12uA3 ms/1uA 1000 GFSK
Low IF

Chipcon CC2400 23 19 0 0.18
CMOS

1.6-
2.0

2400 100us
/1.2mA

1 ms/1.5 uA 10,250,
1000

(G)FSK
Low IF

Nanotron Nanonet 17 50 +10 0.35
BIC-
MOS

2.4-
3.6

2400 11us
(Tx)/2uA
6us
(Rx)/2uA

- 2000 Chirp
?

RFWaves RFW302 43 43 0 2.7-
3.6

2400 20us/6uA - 3200 ASK, DSSS
Superheter

RFMD
(802.11a)

350
(system)

500
(system)

+14 3.3 5000 54000 OFDM

Xtreme
Spectrun

Trinity
Chipset

60 60 0.18CMOS
& SiGe

3.3 3000-
10000

? ? 75000
(demonst)

UWB
?
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It is interesting to see thatall the current applications are using serial proces-
sors and try to emulate the parallel behavior by adopting various scheduling
schemes. Recent advancements in technology made availabletrue parallel
processors for embedded systems, and more than this, specially designed for
driving the communication with a wireless transceiver. An example isXiNc
processor produced by Eleven Engineering (CA) that allows eight threads of
executions and has an instruction set specially tailored for communication
purposes.

• Sensors and actuators

The task of sensor networks is to perform some sort of sensingor actuating.
For this, the microcontroller is connected to some specialized sensors (and
actuators) and if needed to specialized digital signal processing processors.
The choice of sensors depends on the particular application. There are large
number of technologies developed for sensing any particular feature of the
surrounding environment. The results obtained in the form of a spatial map
of sensed values make it possible to use lower quality cheaper sensors to
perform the task. Table 2.2 presents also some of the sensor types used
in various projects. The indication “extensible” refers tothe fact that spe-
cially designed sensor boards can be attached to the device.Please refer to
Table 2.3 for some examples of sensor boards.

• Power source

The most critical parameter of a sensor node is the amount of energy it can
spend during its lifetime. The power source of the node is thus of special
interest and a lot of attention has been dedicated to it. The main approach of
using some sort of a energy reservoir (e.g. a battery) can be combined with
techniques of environmental energy scavenging to provide along lasting
power source. The big disadvantage with regular batteries is the relative low
quantity of energy they can store in a given volume (zinc-airbased batteries
offer3780J/cm3, lithium 2880J/cm3 and alkaline1200J/cm3). Recharge-
able batteries come as a second choice as the amount of energythey can
store is even smaller and it is often impossible to have a setup in which to
recharge them (lithium technology offers1080J/cm3, NiMHd 860J/cm3

and NiCd560J/cm3). Micro-batteries and micro fuel-cells come as ad-
ditional choices, but their technology needs major improvements until it
would be usable.

As the advancements in the battery technology increase at best linearly
with time (and thus it hardly can keep up with the semiconductor indus-
try), the only choice to have additional available energy inthe sensor node
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Platform Processor RAM ROM Radio Actuators Sensors
Mica2 based Atmel ATMega 128L 4kB 128kB CC1000 extensible extensible
MicaZ Atmel ATMega 128L 4kB 128kB CC1000 3 LEDs, speaker extensible
BT-Nodes Atmel ATMega 128L 4kB 128kB ZV4002 4LEDs extensible
Ambient pico
node

TI MSP 430 2kB 60kB CC1010 4 LEDs, LCD temperature, extensible

Telos TI MSP 430 10kB 48kB CC2420 3 LEDs humidity, temperature, light, 2
buttons

EYES Nedap TI MSP 430 2kB 60kB TR1001 2 LEDs, LCD, 5
ub. LEDs, Buzzer

Compass, 4 buttons, light, ac-
celerometer

EYES IFX TI MSP 430 10kB 48kB Infineon
TDA5250

4 LEDs 1 button, light, temperature

Particle Com-
munication

PIC 18F6720 4kB,
1kB

128kB — — —

Particle Sensor PIC 18F452 1.5kB,
256B

32kB — 2 LEDs, speaker,
LCD

temperature, light, accelerome-
ter, microphone

Sensicast STAR
100, RTD, EMS

— — — IEEE
802.15.4

— temperature, humidity

Sensoria WINS
3.0

PXA 255, TMS
320VC5502

64MB 32 MB 802.11 — GPS

Cricket Atmel ATMega 128L 4kB 128kB CC1000 3 LEDs ultrasound
PushPin Cygnal C8051F016 2kB 32kB Infrared — extensible
Soapbox PIC 16LF877 — — TR 1001 — accelerometer, light, magnetic,

temperature
Microstain,
MillenialNet

— — — IEEE
802.15.4

— —

Piconodes Strong ARM 1100,
Xilinx XC4020XLA

4MB 4MB — — temperature, humidity, light,
sound, acceleration, magnetic
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is to use energy scavenging techniques from the environment. Solutions
for power distribution as electromagnetic power distribution (RFID like de-
vices), acoustic or laser based are highly inefficient and require most often
direct line of sight so are not preferred in the ad-hoc deployment scenarios.

On the other hand, energy scavenging offers promising results. The most
used devices are the solar cells. They can be used to rechargea secondary
battery or directly power the sensor node. It should be kept in mind that the
amount of energy available varies between100mW/cm2 in direct sunlight
and100µW/cm2 in an office setting on the surface of a desk while the so-
lar cells exhibit efficiencies between 10-20% depending on the technology
used.

Converting vibrations into electrical energy using piezoelectric power con-
verters is a growing area of interest. It is attractive due tothe fact that
this sort of energy can be scavenged in almost any type of environment
(the harsher, the better). Prototypes have already been built that prove the
technology works [36]. Additional electrical energy can beobtained by
exploiting temperature gradients (see for example the products of Applied
Digital Solutions), wind or air flow and even human power (piezoelectric
devices hidden in the shoes for example). However, the usageof these “ex-
otic” sources is conditioned by the specific applications inwhich they can
be deployed and their availability in the form of off-the-shelf components.

Recent research has revealed nuclear power as possible source of power
for wireless sensor network. While certainly a little bit frightening topic at
the first view, it should be known that the isotopes used in theactual pro-
totypes penetrate no more than 25 micrometers in most solidsand liquids,
so in a battery they could be safely contained by a simple plastic package
(most smoke detectors and some emergency exit signs alreadycontain ra-
dioactive material). The huge amount of energy these devices can produce
is shown by the next figures: the energy density measured in milliwatt-
hours/milligram is 0.3 for a lithium-ion battery, 3 for a methanol based fuel
cell, 850 for a tritium based nuclear battery and 57.000 for apolonium-210
nuclear battery. The current efficiency of a nuclear batteryis around 4% and
current research projects (e.g. as part of the a new Defense Advanced Re-
search Project Agency program called RadioIsotope Micro-power Sources)
aim at 20%. To make a little more sense out of these figures, forexam-
ple, with 10 milligrams of polonium-210 (contained in about1 cubic mil-
limeter) a nuclear battery could produce 50 milliwatts of electric power for
more than four months. With this level of power, it would be possible to run
a microcontroller and a handful of sensors (for instance forenvironmental
control) for all those months.
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Model Characteristics

MTS101 precision thermistor, light sensor, and general prototyping
area

MTS300
MTS310

supports a variety of sensor modalities for the MICA and
MICA2

MDA500 sensor and data acquisition board provides a flexi-
ble user-interface for connecting external signals to the
MICA2DOT mote

MTS400
MTS420

supports environmental monitoring for the MICA2 with
built-in sensors and an optional GPS

MDA300 supports data acquisition and environmental monitoring for
the MICA2

MTS510 light, accelerometer, microphone sensor board for
MICA2DOT

MEP401 light, photo-active light, humidity, barometric pressure,
and temperature module with built-in MICA2

MEP500 sealed temperature and humidity module with built-in
MICA2DOT

Table 2.3: Sensor boards provided by CrossBow Technology Inc.

2.2.2 Wireless communication

In most of the envisioned scenarios, the sensor nodes need tocommunicate to
each other in an ad-hoc fashion, without the help of any external infrastructure.
Moreover, the communication technology must be robust, scale well and must
efficiently use the limited energy of the device. However, sofar no single tech-
nology has established itself in the field: many current wireless communication
technologies lack robustness, consume too much energy or require an infrastruc-
ture to be viable candidates.

Several wireless communication systems have been developed and are in use at
the moment. Let us take a look at the ones that could constitute possible candidates
for wireless sensor networks:

• Bluetooth

Bluetooth is a very popular standard nowadays that allows automatic setup
and configuration of a short range ad-hoc network. Almost allthe portable
devices on the market have Bluetooth capability incorporated, this making
it an attractive choice from the point of view of standardization and avail-
ability of ready to use hardware and software. Bluetooth allows networks
of up to eight devices separated by distances up to ten meterswith a total
bandwidth of1Mbps. Unfortunately, there are several disadvantages that
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make it unusable in the wireless sensor networks applications: first of all,
thepiconet concepton which it is built. If more than eight devices need to
be connected, then nodes must be placed in park mode. All the communi-
cation involves the master nodes so direct slave to slave communication is
not possible (substantial overhead can solve this problem). A second dis-
advantage is the concept ofscatternet. Even if nodes can be in more than
one piconet at a time, they can be active only in one of them. Another
disadvantage is related to the connection establishment that takes several
seconds to complete - which is not suited for applications involving mov-
ing nodes. Additionally, when taking in consideration the amount of power
needed (50mW when active based on Ericsson PBA31301/2) and the high
computation resources asked (it demands multithreading environment and
large amounts of memory) we can rule out Bluetooth as a feasible solution
at least at this stage of its development.

• Wireless LAN

Wireless LAN (represented by both IEEE 802.11 set of standards and the
HiperLAN/2 competitor) represents an elegant and reliablesolution to con-
nect wireless devices to each other. The network is usually set up around a
dedicated access point that takes care of many features including quality of
service and power saving. Networks can be setup in ad-hoc manner as well
in the absence of a dedicated access point. The main drawbackof using such
a technology for wireless sensor networks is the energy consumption of the
device, problem that is hardly solved even for laptops and personal digital
assistants (PDAs). Still, wireless LAN can be part of a wireless sensor net-
work scenario where specially equipped nodes can act as gateways between
the sensor network and the wireless LAN, becoming bridges between the
distributed sensing tool and networks such as Internet.

• ZigBee

ZigBee is another approach to develop a standard for a small range wireless
network. The effort incorporates physical and media accesscontrol layers,
providing thus the developers with the lower layers of the protocol stack.
The focus of the standard is on low power and low cost at the expense
of data rates (the achievable200Kbps is anyhow enough for most of the
command and control applications). The standard is quite new, as the final
specifications have been released in December 2004. Currently, it is not
deployed at a large scale.

• Ultra wide band

Ultra wide band is a wireless technology that aims at achieving extremely
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large bandwidths for short distances between devices. It uses as basic idea
the spread spectrum modulation technique, allowing very small amounts of
energy to be spread across a large spectrum (severalGHz). Ultra wide band
technology comes at the expense of complex modulation and demodulation
hardware and limited transmission power (thus limited distance between ter-
minals). A secondary advantage of this technology with respect to sensor
networks is the tight time synchronization between terminals, allowing very
precise distance measurements. The technology is still under development,
at the moment of writing this thesis, no off-the-shelf integrated circuits are
available (with the exception of few very expensive cumbersome develop-
ment kits).

• Radio frequency identifiers (RFID)

RFID technology is used in tagging, identifying and tracking individual ob-
jects on the whole path from the manufacturing for to the end user. Each
object is equipped with a tag that stores unique information. The tags can
be read and their information matched with a database in order to access the
full description of a particular item. The RFID technology was thought as a
passive technology: the tags have no batteries, they just collect energy from
the reader and send back their information (limiting in thisway the distance
between the reader and the tags). New advancement in the technology al-
lowed the development of enhanced tags (active RFID) whose function fills
the gap between the RFID traditional field and wireless sensor networks
field.

All of these technologies are designed to overcome the high degrees of unrelia-
bility associated with wireless links. There are a number ofcontradictory require-
ments for a wireless network to work. The various already proposed solutions
select different trade-offs between them. For example, to increase the reliability
of a link, one should try to maximize the signal to noise ratio. If the chosen solu-
tion is to increase the power at the emitter, the possible length of a link increases
causing more interference for the other members of a large distributed network.
On the other hand, energy is a hard constraint, so one should try to minimize the
transmitted power at each terminal (it has been proved that multihop communica-
tion is more efficient than large distance, single hop communication). This action
increases the number of errors introduced by the wireless link. At the same time,
additional energy will be spent on redundancy, retransmissions, etc. so a certain
equilibrium point needs to be found (or decided upon).
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2.2.3 Data handling

We focused our research mainly on the needs of the lower layers of the pro-
tocol stack in wireless sensor networks. But as it was soon noticed in this field
of research, the main application in the form of data collection and dissemination
cannot be ignored at this low level. More than this, the most efficient protocols
should consider from the beginning the targeted data traffic, acceptable delay, pos-
sible operations of data pre-processing and data aggregation, data generation and
traffic patterns, etc. In this section we will address the issue ofdata handlingin
general and give a brief description of the problems that arise.

As we stated before, the initial and main application of wireless sensor net-
works was data collection and dissemination. Having a largenumber of sensors
collecting data and sending it to the collection points raises the problem of scala-
bility: the capacity of the network can easily become insufficient for the amounts
of generated data. For wireless sensor networks, data dissemination is embedded
and studied together with the routing protocols.

In the basic scenario including all the surveillance applications, some param-
eters of the environment need to be monitored and alarms mustbe triggered if
they go out of their normal scope. The availability of all data makes hardly any
sense. The concept ofthe network is the toolcomes into play. The network must
collect andpre-processthe data, reporting only the most important events. The
communication load is tremendously diminished and the lifetime of the network is
extended. A first example of such a mechanism was Directed Diffusion [18] that
adapted the routing and media access control protocol to theneeds of the data traf-
fic pattern. Although this was one of the first dedicated integrated set of protocols
for wireless sensor networks, various other mechanisms have been studied.

The next step is specifying the thresholds for the alarms. The most simple
queries (report if temperature is larger than a value) can become more complex,
by combination of different rules and end up in the typical abstract query (e.g.
does anyone see the pink elephant in the area (0,0,100,100)?) [15]. Queries can
suffer transformations while they travel the network and various specified condi-
tions are met [3]. The mechanism for efficient query dissemination can be seen as
a second stage of complexity and evolution of the data dissemination algorithms.

The last step of complexity of this class of algorithms regards the sensor net-
work as a distributed database [4, 38, 34]. This scenario fitsthe application do-
mains of environmental monitoring where the scientists areinterested in subsets
of data, depending on the evolution of the observed phenomenon. Mechanisms
for efficient distribution of queries [24] and availabilityof data streamsfor the
end user have been developed (an example being the TinyDb application [25]).

It is interesting to notice that in the large majority of sensor network scenarios
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the efficient retrieval of data is also the main application of the network. This
means that usually what is understood byrouting mechanismcontains the routing
protocol, the query dissemination, the data retrieval and aggregation and also a
small application(as a set of a few conditions put on top of the data retrieval).
This justifies the large interest allocated to the routing mechanisms and the huge
amount of research papers and journals dealing with this topic.

2.2.4 Timing and localization

Data collected by a large number of sensor randomly deployedin the environ-
ment has usually no meaning if it is not stamped with the location of the sensor
and the time of collection. Thus, these two basic building bocks are required by
virtually any application for wireless sensor networks.

The timing and synchronizationprotocols are not only needed for stamping
data with the time of acquisition. A sense of time is needed more or less in all the
building blocks of the protocol stack of a sensor network. The media access con-
trol can be based on a time division multiple access scheme [41] or can make use
of a accurate timer to know when to listen or talk on the channel [45]. Localization
techniques need timers in order to estimate distances (e.g.by the time difference
of arrival technique), routing protocols need time to know when to update rout-
ing tables or which messages to ignore, data dissemination and data fusion need
timing information to know how to handle queries and data streams, etc.

Timing issues in a distributed environment have been studied for a long time
[19, 39]. Precise global time is a luxury that usually is not affordable in wireless
sensor networks. The reduced amounts of resources render traditional protocols
[20, 33] useless in all the application scenarios. New specific algorithms that give
acceptable resolutions have been developed [35]. They usually have to achieve
a common notion of time across the network facing problems such as the imper-
fections of the hardware clocks used, dynamic topology of the network leading to
messages arriving in wrong order, communication failures,etc.

Localization protocolsallow the sensor nodes to get information about their
placement in space. Finding the position of objects has always been a subject of
interest, starting even with ancestral times - for example the navigation of ships by
sea. Traditionally, localization is linked with time measurement. The development
during the18th century ofportable clocks(the Harrison clocks) made navigation
at sea way easier by solving thelongitude problem. At that moment, the precision
of clocks was measured in degrees of longitude rather than seconds.

Nowadays localization is still closely related to clocks. Localization schemes
using range measurements compute the time it takes a signal to travel from one
place to another (e.g. the Global Positioning System could not exist without ac-
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curate notion of time, distances are very often estimated from the time of flight
of sound/radio signal, etc.). Localization in sensor networks is a very important
problem to be solved; the availability of position information allows a series of
efficientlocation-aware protocolsto be developed (e.g. geographic routing [47]).

We have dedicated a special chapter to localization protocols, so, for a detailed
state of the art of existing work in the field, please refer to Chapter 5. A nice
classification of existing localization protocols is presented in [29].

What can be pointed out here is that a large number of prototypes have already
been built and deployed. Unfortunately, the number of theoretical algorithms sus-
taining these prototypes is quite limited, many of them being based on simulation
results. The approach can still be considered valid as a number of important ob-
servations have been made and build the starting hypothesisfor the algorithms
currently under study.

2.2.5 Other bits and pieces

Wireless sensor networks raise a large number of problems and at the same
time a lot of interesting challenges. It would be simplisticto reduce a vast field
only to the problems described in the previous sections. We consider that the
issues described in this chapter are the main building blocks of any general appli-
cation involving wireless sensor networks. The current research must converge to
general accepted robust solutions to all of the previous problems. On top of those,
a number of beautiful problems could be discussed and studied from feasibility
point of view.

In the following we will point out some other related problems that caught the
attention of the research community. The large majority of them assumes one or
more of the previous issues solved already.

• System software

The system software running inside the sensor nodes must be small, simple
and robust. It has to provide the basic functionality neededby software de-
velopers and specific features for the protocols running on the nodes. Just a
general purpose operating system will not suffice, it makes things more dif-
ficult instead of simplifying them (see Chapter 4 for a detailed descriptions
and state of the art of operating systems for sensor networks). These consid-
erations have lead to the appearance of operating systems such as TinyOS
[30] and AmbientRT [17].

• Simulators and emulators

Development and testing of distributed protocols on actualhardware is hardly
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possible from a practical point of view. Emulators of the actual hardware
and simulators that connect the virtual devices in a networkhave been under
continuous development. Dedicated network simulators such as ns2 [40] as
well as adapted ones (Omnet++ and the frameworks for wireless sensor net-
works [11, 16]) or the specially designed ones (e.g. the TinyOs related tools
[30]) are now in use. Attention should be paid to the unrealistic assump-
tions on top of which the protocols are developed and to software bugs.
The results obtained from such tools should be used only as guidance and
should be backed up by theory and tested afterward in practice to claim that
a (possible) correct algorithm has been developed.

• Security and privacy aspects

Sensor networks raise difficult problems at the level of security and pri-
vacy. Unfortunately, existing research from other fields can hardly apply
and completely new approaches must be made. An interesting description
could be the following: imagine the analogy between a wireless sensor net-
work and a medieval castle. Traditional approaches would bethe equivalent
of building strong walls and motes around the castle and thusdelay as long
as possible its fall. Wouldn’t it be more interesting to havean activede-
fense, where the walls still exist but are thinner and a reactive mechanism
exists (in our analogy, archers and trebuchets must be placed on the walls
to defend it, a strong cavalry must also be present, means of alerting nearby
friendly forces, etc.). From the sensor network point of view, this story
translates to automatic mechanisms that identify and isolate the malicious
nodes, and means of alerting the human operator about the attack. As a start
point the work presented in [31, 22] could be consulted.

• Other research problems

Many more things can be imagined. For example (and in no particular or-
der): automatic calibration of the sensors [43, 6], system integrity [26], in
network data processing [23, 8], coordinated actuation, programming ab-
stractions for querying [9], topology control [7, 44], etc.The list of inter-
esting unsolved problems can be extended even further, the practical de-
ployments being an endless source of inspiration.

2.3 Conclusions

In this section we have presented a general state of the art ofthe research being
done in the field of sensor networks. This overview is not extensive by any means,
it just points out the main contributions and advances, and highlights some of the
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most important theories in the various domains that come together when it comes
to sensor networks.

As a general remark, we can say that at this moment a huge amount of work
is based on simulationsonly. A large number of algorithms have been developed
just on top of the simulators and it has already been the case that the discovery of
a bug in the simulators raised question marks about many algorithms. This is, for
example, the case in [46] where the authors have shown that the implementation
of Random Way Point Movement in one of the most important simulators [40]
contains a bug that makes the simulation of a dynamic networkslowly converge
to the the simulation of a static network (it is a pity that several papers in the same
Mobicom 2003 conference had results based exclusively on that simulation tool).

Another issue is that a lot of theory is developed on top ofwidely believed to
be trueworking hypothesis that are false in practice. An example isthe series of
articles entitledTop five myths about the energy consumption of wireless commu-
nication[28, 27] that give a more accurate model of the energy model ofthe real
radio transceivers.

The end point of this argument is that sensor networks have been approached
from a practical point of view rather than theoretical. At this moment we can say
that there is hardly any theorywhen comparing the number of research papers
that have a strong theoretical foundation to the ones based on empirical results or,
even worst, on simulations. The main reason for this is the unavailability of cheap
hardware and of mature software tools for programming it.

This situation started to change lately. Various hardware and software plat-
forms are already available; open source system software such as TinyOS has been
developed is in a stable form and sustained by a huge community of developers,
etc. A large number of research projects with participationfrom both academia
and industry are currently running and business journals consider wireless sensor
networks as “the next big thing” [42].

From the research point of view, there is a slight shifting towards creating gen-
erally accepted theories of wireless sensor networks, proved theoretically correct
and shown to be built on realistic assumptions (showing thata protocol is working
on several prototypes is seen as a big step further from simulations). The appear-
ance of a set of standards will draw more attention and support from the industry
side and push the field even further.
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Chapter 3

Data-centric architecture

This chapter presents an overview of the existing architectures for
wireless sensor networks and introduces the concept of data-centric
architecture. The new architecture will be presented in detail and we
will analyze the way in which it can remove some of the disadvan-
tages of the already existing frameworks and what additional over-
head is required.

The vision of ubiquitous computing requires the development of devices and
technologies that can be pervasive without being intrusive. The basic component
of such a smart environment will be a small node with sensing and wireless com-
munications capabilities, able to organize itself flexiblyinto a network for data
collection and delivery. Building such a sensor network presents many significant
challenges, especially at the architectural, protocol, and operating system level.

Although sensor nodes might be equipped with a power supply or energy scav-
enging means and an embedded processor that makes them autonomous and self-
aware, their functionality and capabilities will be very limited. Therefore, collabo-
ration between nodes is essential to deliver smart servicesin a ubiquitous setting.
New algorithms for networking and distributed collaboration need to be devel-
oped. These algorithms will be key for building self-organizing and collaborative
sensor networks that show emergent behavior and can operatein a challenging
environment where nodes move, fail, and energy is a scarce resource.

The question that rises is how to organize the internal software and hardware
components in a manner that will allow them to work properly and be able to adapt
dynamically to new environments, requirements and applications. At the same
time the solution should be general enough to be suited for asmany applications
as possible. Architecture definition also includes, at the higher level, a global view

59



Chapter 3.Data-centric architecture

of the whole network. The topology, placement of base stations, beacons, etc. is
also of interest.

In this chapter we will present and analyze some of the characteristics of the
architectures for wireless sensor networks. Then, we will propose a new data-flow
based architecture that allows, as a new feature, the dynamic reconfiguration of
the sensor nodes software at run time.

Figure 3.1: EYES sensor node [23]

3.1 Sensor node architecture

Current existing technology already allows integration offunctionality for in-
formation gathering, processing and communication in a tight packaging or even
in a single chip (e.g. Figure 3.1 presents the EYES sensor node [23]). The four
basic blocks needed to construct a sensor node are (see Figure 3.2):

Sensor platform

Communication interface

Processing unit Power source

Figure 3.2: Sensor node components
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• Sensor platform

The sensors are the interfaces to the real world. They collect the necessary
information and have to be monitored by the central processing unit. The
platforms may be built in a modular way such that a variety of sensors can be
used in the same network. The utilization of a very wide rangeof sensors
(monitoring characteristics of the environment such as light, temperature,
air pollution, pressure, etc.) is envisioned. The sensing unit can also be
extended to contain one or more actuation units (e.g. to givethe node the
possibility to re-position itself).

• Processing unit

The processing unit is the central intelligence of the sensor node. It will not
only collect the information detected by the sensor but willalso be used in
the communication with the network. The level of intelligence in the sensor
node will strongly depend on the type of information that is gathered by its
sensors and by the way in which the network operates. The sensed informa-
tion will be pre-processed to reduce the amount of data to be transmitted via
the wireless interface. The processing unit will also have to execute some
networking protocols in order to forward the results of the sensing operation
through the network to the requesting user.

• Communication interface

The communication interface is the link of each node to the sensor net-
work itself. The focus relies on a wireless communication link, in particular
on the radio communication, although visible or infrared light, ultrasound,
etc. means of communications have already been used [8]. Theused radio
transceivers can usually function in simplex mode only, andcan be com-
pletely turned off, in order to save energy.

• Power source

Due to the application areas of the sensor networks, autonomy is an impor-
tant issue. Sensor nodes are usually equipped with a power supply in the
form of one or more batteries. Current studies focus on reducing the en-
ergy consumption by using low power hardware components andadvanced
networking and data management algorithms. The usage of such energy
scavenging techniques for sensor nodes might make possiblefor the sensor
nodes to be self-powered. No matter which form of power source is used,
energy is still a scarce resource and a series of trade-offs will be employed
during the design phase to minimize its usage.
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Sensor networks will be heterogeneous from the point of viewof the types
of nodes deployed. Moreover, whether or not a any specific sensor node can
be considered as being part of the network only depends on thecorrect usage
and participation in the sensor network suite of protocols and not on the node’s
specific way of implementing software or hardware. An intuitive description given
in [13] envisions a sea of sensor nodes, some of them being mobile and some of
them being static, occasionally containing tiny isles of relatively resource-rich
devices. Some nodes in the system may execute autonomously (e.g. forming the
backbone of the network by executing network and system services, controlling
various information retrieval and dissemination functions, etc.), while others will
have less functionality (e.g. just gathering data and relaying it to a more powerful
node).

Thus, from the sensor node architecture point of view we can distinguish be-
tween several kinds of sensor nodes. A simple yet sufficient in the majority of
the cases approach would be to have two kind of nodes:high-end sensor nodes
(nodes that have plenty of resources or superior capabilities; the best candidate
for such a node would probably be a fully equipped PDA device or even a laptop)
andlow-end nodes(nodes that have only the basic functionality of the system and
have very limited processing capabilities).

The architecture of a sensor node consists of two main components: defining
the needed functionality and how to join various elements toform a coherent
sensor node. In other words, sensor node architecture meansdefining the exact
way in which the selected hardware and software components connect to each
other, how they communicate and how they interact with the central processing
unit, etc.

A large variety of sensor node architectures have been builtup to this moment.
As a general design rule, all of them have targeted the following three objectives:
energy efficiency, small size and low cost. Energy efficiencyis by far the most im-
portant design constraint because energy consumption depends on the lifetime of
the sensor nodes. As the typical scenario of sensor networksdeployment assumes
that the power supplies of nodes will be limited and not rechargeable, a series of
trade-offs need to be made to decrease the amount of consumedenergy. Small
size of the nodes leads to the ability of deploying lots of them to study a certain
phenomenon. The ideal size is suggested by the name of one of the first research
projects in the area: Smart Dust [25]. Very cheap sensor nodes will lead to rapid
deployment of such networks and large scale usage.
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3.2 Wireless sensor network architectures

A sensor network is a very powerful tool when compared to a single sensing
device. It consists of a large number of nodes, equipped witha variety of sen-
sors that are able to monitor different characteristics of aphenomenon. A dense
network of such small devices, will give the researcher the opportunity to have a
spatial view over the phenomenon and, at the same time, it will produce results
based on a combination of various sorts of sensed data.

Each sensor node will have two basic operation modes: initialization phase
and operation phase. But, the network as a whole will function in a smooth way,
with the majority of the nodes in the operation mode and only asubset of nodes
in the initialization phase. The two modes of operation for the sensor nodes have
the following characteristics:

• Initialization mode

A node can be considered in initialization mode if it tries tointegrate itself
in the network and is not performing its routine function. A node can be
in initialization mode for example at power on or when it detects a change
in the environment and needs to configure itself. During initialization, the
node can pass through different phases such as detecting itsneighbors and
the network topology, synchronizing with its neighbors, determining its own
position or even performing configuration operations on itsown hardware
and software. At a higher abstraction level, a node can be considered in
initialization mode if it tries to determine which servicesare already present
in the network, which services it needs to provide or can use.

• Operation mode

After the initialization phase the node enters a stable state, the regular op-
eration state. It will function based on the conditions determined in the
initialization phase. The node can exit the operation mode and pass through
an initialization mode if either the physical conditions around it or the con-
ditions related to the network or to itself have changed. Theoperation mode
is characterized by small bursts of node activity (such as reading sensors
values, performing computations or participating in networking protocols)
and periods spent in an energy-saving low power mode.

3.2.1 Protocol stack approach

A first approach to building a wireless sensor network will beto use a layered
protocol stack as a starting point, as in the case of traditional computer network.
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Figure 3.3: Protocol stack representation of the architecture [1]

In the following we will give a description of the main building blocks needed
to setup a sensor network. The description will follow the OSI model. This should
not imply that this is the right structure for these networks, but should be rather
taken as a reference point:

• Physical layer

The physical layer is responsible for the management of the wireless inter-
face. For a given communication task, it defines a series of characteristics
as: operating frequency, modulation type, data coding, interface between
hardware/software, etc.

The large majority of already built sensor networks prototypes and most of
the envisioned application scenarios assume the use of a radio transceiver
as the means for communication. The unlicensed industrial,scientific and
medical band (ISM) is preferred because it is a free band designed for short
range devices using low power radios and requiring low data-transmission
rates. The modulation scheme used is another important parameter to decide
upon. Complex modulation schemes might not be preferred because they
require important resources (in the form of energy, memory,computation
power).

In the future, the advancements of the integrating circuitstechnology (e.g.
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ASIC, FPGA) will allow the use of modulation techniques suchas ultra-
wide band (UWB) or impulse radio (IR), while if the sensor node is built
using off-the-shelf components the choice comes down mainly to schemes
such as amplitude shift keying (ASK) or frequency shift keying (FSK).
Based on the modulation type and on the hardware used, a specific data en-
coding scheme will be chosen to assure both the synchronization required
by the hardware component and a first level of error correction. At the same
time, the data frame will also include some carefully choseninitial bytes
needed for the conditioning of the receiver circuitry and clock recovery.

It is worth mentioning that the minimum output power required to transmit
a radio signal over a certain distance is directly proportional to the distance
raised to a power between two and four (the coefficient depends on the type
of the antenna used and its placement relative to the ground,indoor-outdoor
deployment, etc.). In these conditions, it is more efficientto transmit a
signal using a multihop network composed of short range radios rather than
using a (power consuming) long range link [1].

The communication subsystem usually needs a controller hierarchy to cre-
ate the abstraction for the other layers in the protocol stack (we are referring
to the device hardware characteristics and the strict timing requirements). If
a simple transceiver is used, some of these capabilities will need to be pro-
vided by the main processing unit of the sensor node (this canrequire a
substantial amount of resources for exact timing executionsynchronization,
cross-layer distribution of the received data, etc.). The use of more ad-
vanced specialized communication controllers is not preferred as they will
hide important low-level details of information.

• Data link layer

The data link layer is responsible for managing most of the communication
tasks within one hop (both point-to-point and multicastingcommunication
patterns). The main research issues here are the media access control proto-
cols (MAC), the error control strategies and the power consumption control.

The media access control protocols make the communication between sev-
eral devices over a shared channel possible by coordinatingthe sending-
receiving actions function of time or frequency. Several strategies have al-
ready been studied and implemented for the mobile telephonynetworks and
for the mobile ad-hoc networks but unfortunately, none of them is directly
applicable. Still, ideas can be borrowed from the existing standards and ap-
plications and new MAC protocols can be derived - this can be proved by
the large number of new schemes that target specifically the wireless sensor
networks.
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As the radio component is probably the main energy consumer in each sen-
sor node, the MAC protocol must be very efficient. To achieve this, the pro-
tocol must, first of all, make use of the power down state of thetransceiver
(turn the radio off) as much as possible because the energy consumption
is negligible in this state. The most important problem comes from the
scheduling of the sleep, receive and transmit states. The transitions between
these states also need to be taken into account as they consume energy and
sometimes take large time intervals. Message collisions, overhearing and
idle listening are direct implications of the scheduling used inside the MAC
protocol which, in addition, influences the bandwidth lost due to the control
packet overheads.

A second function of the data link layer is to perform error control of the
received data packets. The existent techniques include automatic repeat-
request (ARQ) and forward error correction codes (FEC). Thechoice of
a specific technique comes down to the trade-off between the energy con-
sumed to transmit redundant information over the channel and the energy
and high computation power needed at both the coder/decodersides.

Additional functions of the data-link layer are creating and maintaining a
list of the neighbor nodes (all nodes situated within the direct transmission
range of the node in discussion); extracting and advertising the source and
destination as well as the data content of the overheard packets; supplying
information related to the amount of energy spent on transmitting, receiving,
coding and decoding the packets, the amount of errors detected, the status
of the channel, etc.

• Network layer

The network layer is responsible for routing of the packets inside the sensor
network. It is one of the most studied topics in the area of wireless sensor
networks and it received a lot of attention lately. The main design constraint
for this layer is, as in all the previous cases, the energy efficiency.

The main function of wireless sensor networks is to transferrequests and
deliver sensed data from and to a base station. The concept ofdata-centric
routing has been used to address this problem in an energy-efficient man-
ner, minimizing the amount of traffic in the network. In data-centric routing,
each node is assigned a specific task based on the interests ofthe base sta-
tions. In the second phase of the algorithm, the collected data is returned
to the requesting nodes. Interest dissemination can be donein two different
ways, depending on the expected amount of traffic and level ofevents in
the sensor network: the base stations can broadcast the interest to the whole
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network or the sensor nodes themselves can advertise their capabilities and
the base stations will subscribe to that.

Based on the previous considerations, the network layer needs to be opti-
mized mainly for two operations: spreading the user queries(generated at
one or more base stations) around the whole network and then retrieving
the sensed data to the requesting node. Individual addressing of each sensor
node is not important in the majority of the applications.

Due to the high density of the sensor nodes, a lot of redundantinformation
will be available inside the sensor network. Retrieving allthis information
to a certain base station might easily exceed the available bandwidth, mak-
ing the sensor network unusable. The solution to this problem is the data
aggregation technique which requires each sensor node to inspect the con-
tent of the packets it has to route and aggregate the contained information,
reducing the high redundancy of the multiple sensed data. This technique
was proved to substantially reduce the overall traffic and make the sensor
network behave as an instrument for analyzing data rather than just a trans-
port infrastructure for raw data [16].

• Transport layer

This layer appears also from the need to connect the wirelesssensor network
to an external network such as the Internet in order to disseminate its data
readings to a larger community [21]. Usually the protocols needed for such
interconnections require significant resources and they will not be present
in all the sensor nodes. The envisioned scenario is to allow asmall sub-
set of nodes to behave as gateways between the sensor networkand some
external networks. These nodes will be equipped with superior resources
and computation capabilities and will be able to run the needed protocols to
interconnect the networks.

• Application layer

The application layer usually links the user’s applications with the under-
lying layers in the protocol stack. Sensor networks are designed to fulfill
one single application scenario for each particular case. The whole protocol
stack is designed for a special application and the whole network is seen
as an instrument. These make the application layer to be distributed along
the whole protocol stack, and not appear explicitly. Still,for the sake of
classification we can consider an explicit application layer that could have
one of the following functionality [1]: sensor management protocol, task
management and data advertisement protocol and sensor query and data
dissemination protocol.
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Figure 3.4: Relationship building blocks / OSI layers

The main difference between the two kinds of networks is thatthe blocks
needed to build the sensor network usually span themselves over multiple layers,
while depending on each-others. This characteristic of sensor networks comes
from the fact that they have to provide functionality that isnot present in tradi-
tional networks. Figure 3.4 presents an approximate mapping of the main blocks
onto the traditional OSI protocol layers [13].

The authors of [1] propose an architecture based on the five OSI layers to-
gether with three management planes that go throughout the whole protocol stack
(see Figure 3.3). A brief description of the layers includedcan be: the physi-
cal layer addresses mainly the hardware details of the wireless communication
mechanism: the modulation type, the transmission and receiving techniques, etc.
The data link layer is concerned with the Media Access Control (MAC) protocol
that manages communication over the noisy shared channel. Routing the data be-
tween the nodes is managed by the network layer, while the transport layer helps
to maintain the data flow. Finally, the application layer contains (very often) only
one single user application.

In addition to the five network layers, the three management planes have the
following functionality: the power management plane coordinates the energy con-
sumption inside the sensor node. It can, for example, based on the available
amount of energy, allow the node to take part in certain distributed algorithms
or to control the amount of traffic it wants to forward. The mobility management
plane will manage all the information regarding the physical neighbors and their
movement patterns as well as its own moving pattern. The taskmanagement plane
coordinates sensing in a certain region based on the number of nodes and their
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Figure 3.5: EYES project architecture description

placement (in very densely deployed sensor networks, energy might be saved by
turning certain sensors off to reduce the amount of redundant information sensed).

3.2.2 EYES project approach

The approach taken in the EYES project [23] consists of only two key system
abstraction layers: the sensor and networking layer and thedistributed services
layer (see Figure 3.5). Each layer provides services that may be dynamically
specified and reconfigured.

• Sensors and networking layer- This layer contains the sensor nodes (the
physical sensor and wireless transmission modules) and thenetwork pro-
tocols. Ad-hoc routing protocols allow messages to be forwarded through
multiple sensor nodes taking into account the mobility of nodes and the
dynamic change of topology. Communication protocols must be energy-
efficient since sensor nodes have very limited energy supplies. To pro-
vide more efficient dissemination of data, some sensors may process data
streams, and provide replication and caching.

• Distributed services layer - This layer contains distributed services for
supporting mobile sensor applications. Distributed services coordinate with
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each other to perform decentralized services. These distributed servers may
be replicated for higher availability, efficiency and robustness. We have
identified two major services. The look-up service supportsmobility, in-
stantiation, and reconfiguration. The information servicedeals with aspects
of collecting data. This service allows vast quantities of data to be easily
and reliably accessed, manipulated, disseminated, and used in a customized
fashion by applications.

On top of this architecture applications can be built using the sensor network
and distributed services. Communication in a sensor network is data-centric since
the identity of the numerous sensor nodes is not important, only the sensed data
(together with the time and the location information) counts. The three main
functions of the nodes within a sensor network are directly related to this:

• Data discovery- Data will be collected using the several classes of sensors
employed in the network. Specialized sensors can monitor climatic param-
eters (humidity, temperature, etc.), motion detection, vision sensors and so
on. A first step of data pre-processing can also be included inthis task.

• Data processing and aggregation- This task is directly related to perform-
ing distributed computations on the sensed data and also aggregating several
observations into a single one. The goal of this operation isthe reduction of
energy consumption. Data processing influences it by the fact that the trans-
mission of one (raw sensed) data packet is equivalent to manythousands of
computation cycles in the current architectures. Data aggregation keeps the
overall traffic low by inspecting the contents of the routed packets, and in
general, reducing the redundancy of the data in traffic by combining several
similar packets into a single one.

• Data dissemination- This task includes the networking functionality com-
prising routing, multicasting, broadcasting, addressing, etc.

The existing network scenarios contain both static and mobile nodes. In some
cases, the static nodes can be considered to form a back-boneof the network and
are more likely to be preferred in certain distributed protocols. Both mobile and
static nodes will have to perform data dissemination, so theprotocols should be
designed to be invariant to node mobility. The particular hardware capabilities of
each kind of sensor node will determine how the previously described tasks will
be mapped onto them (in principle all the nodes could provideall the previous
functionality). During the initialization phase of the network, the functionality
of every node will be decided based on both the hardware configurations and the
particular environmental conditions.
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For a large sensor network to be able to function correctly, atiered architec-
ture is needed [10]. This means that nodes will have to organize themselves into
clusters based on certain conditions. The nodes in each cluster will elect a leader
- the best fitted node to perform coordination inside the cluster (this can be for
example the node with the highest amount of energy, or the node having the most
advanced hardware architecture, or just a random node). Thecluster leader will
be responsible for scheduling the node operations, managing the resources and
the cluster structure and maintaining communication with the other clusters.

We can talk about several types of clusters that can coexist in a single network:

• Geographical clustering- The basic mode of organizing the sensor net-
work. The clusters are built based on the geographical proximity. Neigh-
boring nodes (nodes that are in transmission range of each-other) will orga-
nize themselves into groups. This operation can be handled in a completely
distributed manner and it is a necessity for the networking protocols to work
even when the network scales up.

• Information clustering - The sensor nodes can be grouped into information
clusters based on the services they can provide. This clustering structure be-
longs to the distributed services layer and is built on top ofthe geographical
clustering. Nodes using this clustering scheme need not be direct neighbors
from the physical point of view.

• Security clustering - An even higher order hierarchy appears if security is
taken into consideration. Nodes can be grouped based on their trust levels
or based on the actions they are allowed to perform or resources they are
allowed to use in the network.

Besides offering increased capabilities to the sensor network, clustering is con-
sidered one of the principal building blocks for the sensor networks also from the
point of view of energy consumption. The overhead given by the energy spent for
creating and organizing the sensor network is easily recovered in the long term
due to the reduced traffic it leads to.

3.2.3 Distributed services layer examples

This section focuses on the distributed services that are required to support
applications for wireless sensor networks. We discuss the requirements of the
foundation necessary to run these distributed services anddescribe how various
research projects approach this problem area from a multitude of perspectives. A
comparison of the projects is also carried out.
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One of the primary issues of concern in wireless sensor networks is to ensure
that every node in the network is able to utilize energy in a highly efficient manner
so as to extend the total network lifetime to a maximum [1, 10,11]. As such,
researchers have been looking at ways to minimize energy usage at every layer
of the network stack, starting from the physical layer rightup to the application
layer.

While there are a wide range of methods that can be employed toreduce en-
ergy consumption, architectures designed for distributedservices generally focus
on one primary area - how to reduce the amount of communication required and
yet get the main job done without any significant negative impact by observing
and manipulating the data that flows through the network [5, 16, 19]. This leads
us to looking at the problem at hand from adata-centricperspective.

In conventional IP-style communication networks, such as on the Internet for
instance, nodes are identified by their end-points and inter-node communication
is layered on an end-to-end delivery service that is provided within the network.
At the communication level, the main focus is to get connected to a particular
node within the network, thus the addresses of the source anddestination nodes
are of paramount importance [20]. The precisedata that actually flows through
the network is irrelevant to IP.

Sensor networks however, have a fundamental difference compared to the
conventional communication networks described above as they areapplication-
specific networks. Thus instead of concentrating on which particular node a cer-
tain data message is originating from, a greater interest lies in the data message
itself - what is the data in the data message and what can be done with it? This is
where the concept of a data-centric network architecture comes into play.

As sensor nodes are envisioned to be deployed by the hundredsand potentially
even thousands [11], specific sensor nodes are not usually ofany interest (unless
of course a particular sensor needs to have its software patched or a failure needs
to be corrected). This means that instead of a sensor networkapplication asking
for the temperature of a particular node with ID 0.3.1.5, it might pose a query
asking:What is the temperature in sector D of the forest?

Such a framework ensures that the acquired results are not only dependent on
a single sensor. Thus other nodes in sector D can respond to the query even if
the node with ID 0.3.1.5 dies. The outcome is not only a more robust network
but due to the high density of nodes [9], the user of the network is also able to
obtain results of a higher fidelity (or resolution). Additionally, as nodes within the
network are able to comprehend the meaning of the data passing through them, it
is possible for them to carry out application-specific processing within the network
thus resulting in the reduction of data that needs to be transmitted [14]. In-network
processing is particularly important as local computationis significantly cheaper
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than radio communication [22].
Let us take a look at three of the most well known schemes dealing with this

problem:

• Directed Diffusion

Directed Diffusion is one of the pioneering data-centric communication
paradigms developed specifically for wireless sensor networks [16]. Diffu-
sion is based on a publish/subscribe API where the details ofhow published
data is delivered to subscribers is hidden from the data producers (sources)
and publishers (sinks). The transmission and arrival of events (interestor
datamessages) occur asynchronously. Interests describe tasksthat are ex-
pressed using a list of attribute-value pairs as shown bellow:

// detect location of seagull
type = seagull
// send back results every 20ms
interval = 20ms
// for the next 15 seconds
duration = 15s
// from sensors within rectangle
rect = [-100,100,200,400]

A node that receives a data message sends it to its Filter API which subse-
quently performs a matching operation according to a list ofattributes and
their corresponding values. If a match is established between the received
data message and the filter residing on the node, the diffusion substrate
passes the event to the appropriate application module. Thus the Filter API
is able to influence the data which propagates through the network from
the source to the sink node as an application module may perform some
application-specific processing on the received event, e.g. it may decide to
aggregate the data. For example, consider a scenario in an environmental
monitoring project where the user needs to be notified when the light inten-
sity in a certain area goes beyond a specified threshold. As the density of
deployed nodes may be very high, it is likely that a large number of sensors
would respond to an increase in light intensity simultaneously. Instead of
having every sensor relaying this notification to the user, intermediate nodes
in the region could aggregate the readings from their neighboring nodes and
return only the Boolean result thus greatly reducing the number of radio
transmissions.

Apart from aggregating data by simply suppressing duplicate messages,
application-specific filters can also take advantage of named-data to decide
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how to relay data messages back towards the sink node and whatdata to
cache in order to route future interest messages in a more intelligent and
energy-saving manner. Filters also help save energy by ensuring that nodes
react appropriately to incoming events only if the attribute matching process
has proved to be successful.

Diffusion also supports a more complex form of in-network aggregation.
Filters allownested queriessuch that one sensor is able to trigger other sen-
sors in its vicinity if the attribute-value matching operation is successful. It
is not necessary for a user to directly query all the relevantsensors. Instead
the user only queries a certain sensor which in turn eventually queries the
other relevant sensors around it if certain conditions are met. In this case,
energy savings are obtained from two aspects. Firstly, since the user may
be geographically distant from the observed phenomenon, the energy spent
transmitting data can be reduced drastically using a triggering sensor. Sec-
ondly, if sampling the triggered (or secondary) sensor consumes a lot more
energy than the triggering (initial) sensor, then energy consumption can be
reduced greatly by reducing the duty cycle of the secondary sensor to only
periods when certain conditions are met at the initial sensor.

• COUGAR

Building up on same concept, that processing data within thenetwork would
result in significant energy savings, but deviating from thelibrary-based
lower level approach that is used by Directed Diffusion, theCOUGAR
project [5, 6] envisions the sensor network as an extension of a conventional
database thus viewing it as a device database system. It makes the usage of
the network more user-friendly by suggesting the use of a high-level declar-
ative language similar to SQL. Using a declarative languageensures that
queries are formulated independent of the physical structure and organiza-
tion of the sensor network.

Conventional database systems use awarehousingapproach [4] where every
sensor that gathers data from an environment subsequently relays that data
back to a central site where this data is then logged for future processing.
While this framework is suitable for historical queries andsnapshot queries,
it cannot be used to servicelong-runningqueries [4]. For instance, consider
the following query:

Retrieve the rainfall level for all sensors in sector A every30 seconds
if it is greater than 60mm.

Using the warehousing approach, every sensor would relay its reading back
to a central database every 30 seconds regardless of whetherit is in sector
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A or its rainfall level reading is greater than 60mm. Upon receiving all the
readings from the sensors, the database would then carry outthe required
processing to extract all the relevant data. The primary problem in this ap-
proach is that excessive resources are consumed at each and every sensor
node as large amounts of raw data need to be transmitted through the net-
work.

As the COUGAR approach is modeled around the concept of a database, the
system generally proceeds as follows. It accepts a query from the user, pro-
duces a query execution plan (which contains detailed instructions of how
exactly a query needs to be serviced), executes this plan against the device
database system and produces the answer. The query optimizer generates a
number of query execution plans and selects the plan that minimizes a given
cost function. The cost function is based on two metrics, namely resource
usage (expressed in Joules) and reaction time.

In this case, the COUGAR approach selects the most appropriate query
execution plan which pushes the selection (rainfall level> 60mm) onto the
sensor nodes. Only the nodes that meet this condition send their readings
back to the central node. Thus just like in Directed Diffusion, the key idea
here is to transfer part of the processing to the nodes themselves which in
turn would reduce the amount of data that needs to be transmitted.

• TinyDB

Following the steps of Directed Diffusion and the COUGAR project, TinyDB
[19] also proclaims the use of some form of in-network processing to in-
crease the efficiency of the network and thus improving network lifetime.
However, while TinyDB views the sensor network from the database per-
spective just like COUGAR, it goes a step further by pushing not only se-
lection operations to the sensor nodes but also basic aggregation operations
that are common in databases, such as MIN, MAX, SUM, COUNT and
AVERAGE.

Figure 3.6 illustrates the obvious advantage that performing such in-network
aggregation operations have compared to transmitting justraw data. With-
out aggregation, every node in the network needs to transmitnot only its
own reading but also those of all its children. This not only causes a bot-
tleneck close to the root node but also results in unequal consumption of
energy, i.e. the closer a node is to the root node, the larger the number
of messages it needs to transmit which naturally results in higher energy
consumption. Thus nodes closer to the root node die earlier.Losing nodes
closer to the root node can have disastrous consequences on the network
due to network partitioning. Using in-network aggregationhowever, every
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Figure 3.6: The effect of using in-network aggregation

intermediate node aggregates its own reading with that of its children and
eventually transmits only one combined result.

Additionally, TinyDB has numerous other features such as communica-
tion scheduling, hypothesis testing and acquisition queryprocessing which
makes it one of the most feature-rich distributed query processing frame-
works for wireless sensor networks at the moment.

TinyDB requires users to specify queries injected into the sensor network
using an SQL-like language. This language describes what data needs to be
collected and how it should be processed upon collection as it propagates
through the network towards the sink node. The language usedby TinyDB
varies from traditional SQL in the sense that the semantics supports queries
that are continuous and periodic. For example, a query couldstate:

Return the temperature reading of all the sensors on Level 4 of the
building every five minutes over a period of ten hours”.

The period of time between every successive sample is known as anepoch
(in this example it is five minutes).

Just like in SQL, TinyDB queries follow the ”SELECT - FROM - WHERE
- GROUPBY - HAVING” format which supportsselection, joining, pro-
jection, aggregationandgrouping. Just like in COUGAR, sensor data is
viewed as a single virtual table with one column per sensor type. Tuples are
appended to the table at every epoch. Epochs also allow computation to be
scheduled such that power is minimized. For example, the following query
specifies that each sensor should report its own identifier and temperature
readings once every sixty seconds for a duration of three hundred seconds:

SELECT nodeid, temp
FROM sensors
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SAMPLE PERIOD 60s FOR 300s

The virtual table sensors is conceptually an unbounded, continuous data
stream of values that contains one column for every attribute and one row
for every possible instant in time. The table is not actuallystored in any
device (meaning that it is not materialized), sensor nodes generating only
the attributes and rows that are referenced in active queries. Apart from the
standard query shown above, TinyDB also supports event-based queries and
lifetime queries [18]. Event-based queries reduce energy consumption by
allowing nodes to remain dormant until some triggering event is detected.
Lifetime queries are useful when users are not particularlyinterested in the
specific rate of incoming readings but more on the required lifetime of the
network. So the basic idea is to send out a query saying that sensor readings
are required for say sixty days. The nodes then decide on the best possible
rate at which readings can be sent given the specified networklifetime.

Queries are disseminated into the network via a routing treerooted at the
base station that is formed as nodes forward the received query to other
nodes in the network. Every parent node can have multiple child nodes but
every child node can only have a single parent node. Every node also keeps
track of its distance from the root node in terms of the numberof hops.
This form of communication topology is commonly known as tree-based
routing.

Upon receiving a query, each node begins processing it. A special acqui-
sition operator at each node acquires readings from sensorscorresponding
to the fields or attributes referenced in the query. Similar to the concept
of nested queries in Directed Diffusion where sensors with alow sampling
cost are sampled first, TinyDB performs the ordering of sampling and pred-
icates. Consider the following query as an example where a user wishes to
obtain readings from an accelerometer and a magnetometer provided certain
conditions are met:

SELECT accel, mag
FROM sensors
WHERE accel> c1
AND mag> c2
SAMPLE INTERVAL 1s FOR 60s

Depending on the cost of sampling the accelerometer and the magnetome-
ter sensors, the optimizer will first sample the cheaper sensor to see if its
condition is met. It will only proceed to the more costly second sensor if
the first condition has been met.
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Next we describe how the sampled data is processed within thenodes and
is subsequently propagated up the network towards the root node. Consider
the following query:

Report the average temperature of the fourth floor of the building every
30 seconds.

To service the above query, the query plan has three operators: a data ac-
quisition operator, a select operator that checks if the value of floor equals
4 and the aggregate operator that computes the average temperature from
not only the current node but also its children located on thefourth floor.
Each sensor node applies the plan once per epoch and the data stream pro-
duced at the root node is the answer to the query. The partial computation
of averages is represented as{sum, count} pairs, which are merged at each
intermediate node in the query plan to compute a running average as data
flows up the tree.

TinyDB uses aslottedscheduling protocol to collect data where parent and
child nodes receive and send (respectively) data in the tree-based commu-
nication protocol. Each node is assumed to produce exactly one result per
epoch, which must be forwarded all the way to the base station. Every
epoch is divided into a number of fixed-length intervals which is dependent
on the depth of the tree. The intervals are numbered in reverse order such
that interval 1 is the last interval in the epoch. Every node in the network
is assigned to a specific interval which correlates to its depth in the routing
tree. Thus for instance if a particular node is two hops away from the root
node, it is assigned the second interval. During its own interval, a node
performs the necessary computation, transmits its result and goes back to
sleep. In the interval preceding its own, a node sets its radio to ”listen”
mode collecting results from its child nodes. Thus data flowsup the tree in
a staggered manner eventually reaching the root node duringinterval 1 as
shown in Figure 3.7.

In the following we do a comparison of the various projects described above
and highlight some of their drawbacks. We also mention some other work in
the literature that has contributed further improvements to some of these existing
projects. Table 3.1 shows a list comparing some of the key features of the various
projects.

As mentioned earlier, Directed Diffusion was a pioneering project in the sense
that it introduced the fundamental concept of improving network efficiency by
processing data within the sensor network. However, unlikeCOUGAR and TinyDB
it does not offer a particularly simple interface, flexible naming system, or any
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Figure 3.7: Communicating scheduling in TinyDB using the slotted approach [17]

generic aggregation and join operators. Such operators areconsidered as applica-
tion specific operators and must always be coded in a low-level language. A draw-
back of this approach is that query optimizers are unable to deal with such user-
defined operators as there are no fixed semantics. This is because query operators
are unable to make the necessary cost comparisons between various user-defined
operators. A direct consequence of this is that since the system is not able to
handle optimization tasks autonomously, the arduous responsibility of placement
and ordering of operators is placed on the user. This naturally would be a great
hindrance to users of the system (e.g. environmentalists) who are only concerned
with injecting queries into the network and obtaining the results - not figuring out
the intricacies of energy-efficient mechanisms to extend network lifetime!

While the COUGAR project specifically claims to target wireless sensor net-
works [28, 29], apart from the feature of pushing down selection operations into
the device network, it does not demonstrate any other novel design characteristics
that would allow it to run on sensor networks. In fact, the COUGAR project has
simulations and implementations using Linux-based iPAQ class hardware which
has made them take certain design decisions that would be unsuitable for sen-
sor networks. For instance, unlike Directed Diffusion [14]and TinyDB [18],
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Directed Diffusion COUGAR TinyDB

Type Non-database Database Database
Platform iPAQ class (Mote

class for Micro-
diffusion)

iPAQ class Mote class

Query lan-
guage

Application specific,
dependent on Filter
API

SQL-based SQL-based

Type of in net-
work aggrega-
tion

Suppression of
identical data mes-
sages from different
sources

Selection
operators

Selection, aggregation
operators and limited
optimization

Cross layer
features

Routing integrated
with in-network
aggregation

None Routing integrated
with in-network aggre-
gation; communication
scheduling also de-
creases burden on the
MAC layer

Caching
of data for
routing

Yes No Yes

Power sav-
ing while
sampling
sensors

Yes - Nested queries None Yes - Acquisition query
processing

Type of opti-
mization

None Centralized Mostly centralized -
Metadata is occasion-
ally copied to catalog.

Table 3.1: Comparison of data management strategies
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COUGAR does not take the cost incurred by sampling sensors into consideration
during the generation of query execution plans. It also doesnot take advantage
of certain inherent properties of radio communication, e.g. snooping and also
fails to suggest any methods which could link queries to communication schedul-
ing. Additionally, the usage of XML to encode messages and tuples makes it
inappropriate for sensor networks given their limited bandwidth and high cost of
transmission per bit.

Among the various query processing systems currently stated in the literature,
TinyDB seems to be the one which is the most feature packed. The TinyDB soft-
ware has been deployed using Mica2 motes in the Berkeley Botanical Garden to
monitor the micro climate in the garden’s redwood grove [12]. However, the ini-
tial deployment only relays raw readings and does not currently make use of any
of the aggregation techniques introduced in the TinyDB literature. While it may
have approached the problem of improving energy efficiency from several angles
it does have a number of inherent drawbacks the most significant being the lack
of adaptability. Firstly, the communication scheduling mentioned above is highly
dependent on the depth of the network which is assumed to be fixed. This is makes
it unable to react to changes in the topology in the network on-the-fly which could
easily happen if new nodes are added or certain nodes die. Secondly, the com-
munication scheduling is also directly dependent on the epoch that is specified
in every query injected into the network. With networks expected to span say
hundreds or even thousands of nodes, it is unlikely that environmentalists using
a particular network would only inject one query into the node at any one time.
Imagine that the Internet was designed in a way such that onlyone person was al-
lowed to use it at any instant! Thus methods need to be devisedto enable multiple
queries to run simultaneously in a sensor network.

Although TinyDB reduces the number of transmissions greatly by carrying out
in-network aggregation for every long-running query, it keeps on transmitting data
during the entire duration of the active query disregardingthe temporal correlation
in a sequence of sensor readings. [2] takes advantage of thisproperty and ensures
that nodes only transmit data when there is a significant enough change between
successive readings. In other words, sensors may refrain from transmitting data if
the readings remain constant.

Another area related to the lack of adaptability affecting both COUGAR and
TinyDB has to do with the generation of query execution plans. In both projects
the systems assume a global view of the network when it comes to query opti-
mization. Thus network meta data is periodically copied from every node within
the network to the root node. This information is subsequently used to work out
the best possible query optimization plan. Obviously the cost of extracting net-
work meta data from every node is highly prohibitive. Also query execution plans
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generated centrally may be outdated by the time they reach the designated nodes
as conditions in a sensor network can be highly volatile, e.g. the node delegated
to carry out a certain task may have run out of power and died bythe time in-
structions arrive from the root node. In this regard, it is necessary to investigate
methods where query optimizations are carried out using only local information.
While they may not be as optimal as plans generated based on global network
meta data, it will result in significant savings in term of thenumber of radio trans-
missions. [3] looks into creating an adaptive and decentralized algorithm that
places operators optimally within a sensor network. However, the preliminary
simulation results are questionable since the overhead incurred during theneigh-
bor explorationphase is not considered. Also there is no mention of how fast the
algorithm responds to changes in network dynamics.

3.3 Data centric architecture

As we previously stated, the layered protocol stack description of the sys-
tem architecture for a sensing node cannot cover all the aspects involved (such
as cross-layer communication, dynamic update, etc.). In this section we address
the problem of describing the system architecture in a more suited way and its
implications in the application design.

3.3.1 Motivation

The sensor networks are dynamic from many points of view. Continuously
changing behaviors can be noticed in several aspects of sensor networks, some of
them being:

• Sensing process- The natural environment is dynamic by all means (the
basic purpose of sensor networks is to detect, measure and alert the user
of the changing of its environment). The sensor modules themselves can
become less accurate, need calibration or even break down.

• Network topology - One of the features of the sensor networks is their
continuously changing topology. There are a lot of factors contributing to
this, such as: failures of nodes or the unreliable communication channel,
mobility of the nodes, variations of the transmission ranges, clusters recon-
figuration, addition/removal of sensor nodes, etc. Relatedto this aspect, the
algorithms designed for sensor networks need to have two main characteris-
tics: they need to be independent on the network topology andneed to scale
well with the network size.
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• Available services- Mobility of nodes, failures or availability of certain
kinds of nodes might trigger reconfigurations inside the sensor network.
The functionality of nodes may depend on existing services at certain mo-
ments and when they are no longer available, the nodes will either reconfig-
ure themselves or try to provide these services themselves.

• Network structure - New kinds of nodes may be added to the network.
Their different and increased capabilities will bring changes to the regular
way in which the network functions. Software modules might be improved
or completely new software functionality might be implemented and de-
ployed in the sensor nodes.

Most wireless sensor network architectures currently use afixed layered struc-
ture for the protocol stack in each node. This approach has certain disadvantages
for wireless sensor networks. Some of them are:

• Dynamic environment- Sensor nodes address a dynamic environment where
nodes have to reconfigure themselves to adapt to the changes.Since re-
sources are very limited, reconfiguration is also needed in order to establish
an efficient system (a totally new functionality might have to be used if
energy levels drop under certain values). The network can adapt its func-
tionality to a new situation, in order to lower the use of the scarce energy
and memory resources, while maintaining the integrity of its operation.

• Error control - Error control normally resides in all protocol layers so that
for all layers the worst case scenario is covered. For a wireless sensor net-
work this redundancy might be too expensive. Adopting a central view on
how error control is performed and cross-layer design will reduce the re-
sources spent for error control.

• Power control - Power control is traditionally done only at the physical
layer, but since energy consumption in sensor nodes is a major design con-
straint, it is found in all layers (physical, data-link, network, transport and
application layer).

• Protocol place in the sensor node architecture- An issue arises when
trying to place certain layers in the protocol stack. Examples may include:
timing and synchronization, localization and calibration. These protocols
might shift their place in the protocol stack as soon as theirtransient phase is
over. The data produced by some of these algorithms might make a different
protocol stack more suited for the sensor node (e.g. a localization algorithm
for static sensor networks might enable a better routing algorithm that uses
information about the location of the routed data destination).
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Figure 3.8: Entity description

• Protocol availability - New protocols might become available after the net-
work deployment or at certain moments, in specific conditions, some of the
sensor nodes might use a different protocol stack that better suits their goal
and the environment.

It is clear from these examples that dynamic reconfigurationof each protocol
as well as dynamic reconfiguration of the active protocol stack is needed.

3.3.2 Architecture description

The system we are trying to model is an event-driven system, meaning that it
reacts and processes the incoming events and afterward, in the absence of these
stimuli, it spends its time in the sleep state (the software components running
inside the sensor node are not allowed to perform blocking waiting).

Let us name a higher level of abstraction for the event class as data. Data
may encapsulate the information provided by one or more events, have a unique
name and contain additional information such as deadlines,identity of producer,
etc. Data will be the means used by the internal mechanisms ofthe architecture to
exchange information components.

In the following we will address any protocol or algorithm that can run inside
a sensor node with the termentity (see Figure 3.8). An entity is a software com-
ponent that will be triggered by the availability of one or more data types. While
running, each entity is allowed to read available data types(but not wait for addi-
tional data types becoming available). As a result of the processing, each software
component can produce one or more types of data (usually on their exit).

An entity is also characterized by somefunctionality, meaning the sort of op-
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Figure 3.9: Data-centric architecture

eration it can produce on the input data. Based on their functionality, the entities
can be classified as being part of a certain protocol layer as in the previous de-
scription. For one given functionality, several entities might exist inside a sensor
node; to discern among them, one should take into consideration theircapabilities.
By capability we understand high-level description containing the cost for a spe-
cific entity to perform its functionality (as energy, resources, time, etc.) and some
characteristics indicating the estimated performance andquality of the algorithm.

In order for a set of components to work together, the way in which they have
to be interconnected should be specified. The existent architectures in the wire-
less sensor network field, assume a fixed way in which these components can
be connected, which is defined at compile time (except for thearchitectures that
for example allow execution of agents). To change the protocol stack in such an
architecture, the user should download the whole compiled code into the sensor
node (via the wireless interface) and then make use of some boot code to replace
the old running code in it. In the proposed architecture we are allowing this in-
terconnection to be changed at run time, thus making on-lineupdate of the code
possible, the selection of a more suited entity to perform some functionality based
on the changes in the environment, etc. (in one word allowingthe architecture to
become dynamically reconfigurable).

To make this mechanism work, a new entity needs to be implemented; we call
this thedata manager. The data manager will monitor the different kinds of data
being available and will coordinate the data flow inside the sensor node. At the
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Figure 3.10: Architecture transitions

same time it will select the most fitted entities to perform the work and it will
even be allowed to change the whole functionality of the sensor node based on the
available entities and external environment (see Figure 3.10).

The implementation of these concepts can not make an abstraction of the
small amount of resources each sensor node has (as energy, memory, computa-
tion power, etc.). Going down from the abstraction level to the point where the
device is actually working, a compulsory step is implementing the envisioned ar-
chitecture in a particular operating system (in this case maybe a better term is
system software). A large range of operating systems exist for embedded systems
in general [24, 27]. Scaled down versions with simple schedulers and limited
functionality have been developed especially for wirelesssensor networks [15].

Usually, the issues of system architecture and operating system are treated
separately, both of them trying to be as general as possible and to cover all the
possible application cases. A simplistic view of a running operating system is a
scheduler that manages the available resources and coordinates the execution of a
set of tasks. This operation is centralized from the point ofview of the scheduler
that is allowed to take all the decisions. Our architecture can also be regarded
as a centralized system, with the data manager coordinatingthe data flow of the
other entities. To obtain the smallest overhead possible there should be a corre-
lation between the function of the central nucleus from our architecture and the
function of the scheduler from the operating system. This iswhy we propose a
close relationship between the two concepts by extending the functionality of the
scheduler with the functionality of the data manager. The main challenges that
arise are keeping the size of the code low and the context-switching time.
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3.3.3 Additional requirements

As we mentioned earlier, the general concept ofdata is used rather than the
eventone. For the decision based on data to work, there are some additional
requirements to be met.

First of all, all the modules need to declare the name of the data that will
trigger their action, the name of the data they will need to read during their action
(this can generically incorporate all the shared resourcesin the system) and the
name of the data they will produce. The scheduler needs all this information to
take the decisions.

From the point of view of the operating system, a new component that takes
care of all the data exchange needs to be implemented. This would in fact be
an extended message passing mechanism, with the added feature of notifying the
scheduler when new data types become available. The mappingof this module in
the architecture is the constraint imposed to the protocolsto send/receive data via,
for example, a publish/subscribe mechanism to the central scheduler.

An efficient naming system for the entities and the data is needed. Down-
loading new entities to a sensor node involves issues similar to services discovery.
Several entities with the same functionality but with different requirements and
capabilities might co-exist. The data centric scheduler has to make the decision
which one is the best.

3.3.4 Extension of the architecture

The architecture presented earlier might be extended to groups of sensor nodes.
Several Data Centric Schedulers together with a small, fixednumber of protocols
can communicate with each other and form a virtual backbone of the network.

Entities running inside sensor nodes can be activated usingdata types that
become available at other sensor nodes (for example, imagine one node using his
neighbor routing entity because it needs the memory to process some other data).

Of course, this approach raises new challenges. A naming system for the
functionality and data types, reliability issues of the system (for factors such as
mobility, communication failures, node failures, security attacks) are just a few
examples. Related work on these topics already exist (for example: [7, 26]).

3.4 Example

In order to better understand the flexibility offered by thisarchitecture, we will
proceed with an example. Figure 3.11 illustrates the case ofa dynamic architec-

87



Chapter 3.Data-centric architecture

User Application

MAC Protocol

Physical Layer

User Application

Security

Physical Layer

MAC Protocol

ID Centric Routing

Link Layer Control

Timing and
Synchronization

Positioning ID Centric Routing Geographic Routing

Link Layer Control

MAC Protocol

Physical Layer

Timing and
Synchronization

User Application
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ture for a sensor node.
Let us assume that the goal of the sensor network is to monitorand analyze

a certain feature of the environment - as the quality of perishable merchandise
stored in containers in a large warehouse. The nodes are attached to containers,
so they are static for most of the time; this scenario involves a limited amount of
mobility.

The nodes will start running a basic Media Access Control (MAC) protocol
which makes communication possible between each other. Themonitoring appli-
cation will run directly on top of the MAC layer, basically storing sampled data
from the actual sensors. As soon as the MAC layer has gatheredenough informa-
tion about the neighbors of the node, an ID based routing block can be loaded into
memory to allow the dissemination of the sensed data.

In parallel, a security module could be loaded for example todetermine the
keys needed for each node to encrypt their data. At the same time, a link layer
module could also run in order to make communication more reliable and to save
energy.

As the routing protocol gathers even more data about the neighborhood, a
timing and synchronization protocol can run, in order to give all the nodes the
same notion of time.

A new transition towards a more efficient architecture is possible right now. As
the set of needed keys for encrypting the data have been gathered, there is no need
for the security module to occupy memory any longer. It can beunloaded and,
for example, a localization protocol can start running. Itsresults will enable the
employment of a geographic routing block, known for its increased performances
and reduced memory usage when compared to an ID based routingscheme.

As position is determined, the localization block can be unloaded from mem-
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ory as it is not useful anymore (or at least until the positionof the node changes).
Running an efficient protocol stack, having notion of time and position, being
capable of encrypting data, the node is ready for continuousmonitoring of the en-
vironment and has the resources free in order to load data processing algorithms
or to participate in efficient data dissemination protocols.

In the case of failures, mobility, availability of new algorithms, low energy
levels, etc. the architecture of the node can change again onthe fly, suiting the
current running situation without the need of a human operator. Loading new
blocks into the memory is easy due to the publish/subscribe mechanism that does
not require a fixed protocol stack and enables easy sharing ofdata between any
number of protocols (no matter where they might be placed in the protocol stack).

3.5 Conclusions

In this chapter we have outlined the characteristics of wireless sensor networks
from an architectural point of view. As sensor networks are designed for specific
applications, there is no precise architecture to fit them all but rather a common
set of characteristics that can be taken as a starting point.

The combination of the data centric features of sensor networks and the need to
have a dynamic reconfigurable structure has led to a new architecture that provides
enhanced capabilities than the existing ones. The new architecture characteristics
and implementation issues have been discussed, laying the foundations for future
work.

This area of research is currently in its infancy and major steps are required in
the fields of communication protocols, data processing and application support to
make the vision of Mark Weiser a reality.
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Chapter 4

System support

This chapter presents two tools developed for wireless sensor net-
works: a new operating system and a simulation environment.Both
tools were designed using the concepts of data centric architecture
and are a proof that the concept is feasible in practice. We will present
their main characteristics and compare them against the other already
existing tools.

In this chapter we describe two tools designed for the development of wireless
sensor network applications: a novel operating system and asimulator environ-
ment. Both tools are built on top of the data centric architecture described in
Chapter 3 proving that the concept works and can be easily used in practice.

One key issues that brings wireless sensor networks one stepcloser to reality is
the system software running inside each sensor node. Ideally, this software com-
ponent should allow the user to write the applications directly, without spending
additional time on programming the low level hardware or thebasic functionality
of the node. The most convenient framework would be an operating system like
system software that offers a hardware abstraction layer and drivers for all the
present hardware components.

Additionally, real time scheduling, memory management andresource man-
agement would be desirable (as they allow the implementation of superior capa-
bilities protocol stack components). These additional features are thought to be a
too large overhead for the resource poor microcontrollers on which the software
needs to run. In Section 4.1 we will show that designing the system software
based on the data centric architecture solved these issues and had as an end result
a fully working operating system.

Debugging a protocol designed for a distributed network involving unreliable
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wireless communication can be quite a challenge and consumes a lot of time. An
easy way to do everything is by using a dedicated simulator totest the protocol
in simulated environments where the degrees of errors can becontrolled. After
that, the protocol can be ported to the targeted hardware andits parameters can be
altered to match the reality.

Usually implementing the protocol both in the simulator andin the targeted
hardware involves two different implementation; not only the programming lan-
guages differ but also the targeted architectures. To ease the programming and
debugging effort we have designed a simulator based on the data centric archi-
tecture. The architecture being the same, the porting problem between the two
platforms becomes an issue of mere syntax changing.

The major goals for developing the system support in the formof an operating
system and a simulator can be synthesized as:

- add flexibility and dynamics to the sensor network application
- enable power control mechanisms leading to energy efficient designs
- add real time capabilities allowing for example the implementation of sup-

perior scheduling schemes for radio communication
In Section 4.1 we describe the basic functionality of the operating system high-

lighting the advantages it has over the existing approaches. Section 4.2 presents
some features of the simulator and a small guide on how to use it. The chapter
ends with conclusions and ideas for future work.

4.1 Data centric operating system

In Chapter 3 we introduced the ideas for a new data centric architecture. The
main motivation for exploring a new architecture stood in the fact that we needed
to combine somehow the concept of a dynamic architecture with the concept of
a light weight operating system. The resulting system must be event driven and
very light - in order to allow both the best usage of resourcesand be suited for
wireless sensor network applications.

We have developed such a system proving that the concept of data centric
architecture made sense. At the same time we have incorporated in the newData
centric operating system(DCOS) issues as real time, automatic mutual exclusions,
memory management, etc. - in one word almost all the things that were believed
to be impossible to achieve on a microprocessor equipped with two kilobytes of
data memory.
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4.1.1 Targeted hardware

Before going into the description of the operating system issues it is better to
take a look at the targeted hardware. This will help the reader understand exactly
what amounts of resources were available for the system we designed.

The initial platform we considered was the prototype developed by a dutch
company (Nedap BV) for the EYES European Project. The software was adapted
for the updated versions of the hardware that were developed. The software was
also extended to work on the prototypes made available by Infineon for the same
project. The DCOS operating system was even further extended to support the
products of the Ambient Systems company [6].

The boards have a very similar architecture and use the same or comparable
components with the exception of the radio transceiver. Thefirst and older boards
developed by Nedap are equipped with a TI MSP430F149 CPU and an RFM
TR1001 radio transceiver. The second and newer board developed by Infineon
uses also the TI MSP430F149 but has an Infineon TDA5250 radio transceiver.
Both boards have a serial port, some LED’s and a serial EEPROM. For program-
ming the CPU each board has a JTAG interface and a power supplyin the form of
two AA Alkaline batteries [23].

The TI MSP430 micro-controller family is designed for ultra-low-power ap-
plications. The MSP430 incorporates a 16-bit RISC micro-controller, peripher-
als and flexible clock system that interconnect using a von-Neumann common
memory address bus and memory data bus [40]. The MSP430F149 comes with a
collection of on-chip digital and analog devices like a 12-bit ADC, 2 USART in-
terfaces and a hardware multiplier. It has 60kB of self programmable flash mem-
ory and 2kB of RAM. Furthermore it has a watchdog timer, one timer with 3
capture/compare registers and one timer with 6 capture/compare registers. For
interfacing with external devices the MSP430F149 comes with numerous digital
I/O pins.

The RFM TR1001 is a very small size, very low-power consumption single
chip OOK/ASK radio transceiver with a maximum data rate of 115.2kb/s. Signal
power regulation is done through an external digital potentiometer. The TDA5250
is a low-power consumption single chip ASK/FSK transceiverwith a maximum
data rate of 64kb/s. Signal power regulation is done by the on-chip power ampli-
fier. Both transceivers supply a RSSI pin that can be measuredby the ADC of the
MSP430.

The serial EEPROM for the NEDAP board is an ST M25P20 which is a2
Mbit, low voltage, serial flash memory that can be programmedthrough an SPI
bus interface. Because an MSP430 USART can be put into SPI mode, interfacing
the chip with the CPU is rather easy. The memory of the M25P20 is divided into
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four 64kB sectors which are divided in 256 byte pages. The smallest erasable unit
is a sector. The Infineon board has an ST M25P05 EEPROM that hasthe same
features of the M25P20 but has a memory size of only 512Kbit that is divided into
two 32kB sectors which are divided in 128 byte pages.

4.1.2 Operating system alternatives

The advance in low power embedded micro-controller design has lead to the
development of operating systems targeting these new devices. This section will
describe some of these operating systems. First a description of the Salvo operat-
ing system will be given and after that the popular TinyOS will be introduced. We
will end this section by presenting PEEROS (Preemptive EYES Real Time Oper-
ating System) - our first approach to real time operating systems (RTOS) targeting
resource poor microcontrollers and mention some other existing alternatives.

• Salvo RTOS

Salvo is a commercially available RTOS developed by Pumpkin, Inc. It
is designed to run on microprocessors and micro-controllers with severely
limited resources. It requires little memory and no stack. Salvo is mainly
written in ANSI C, with limited processor specific extensions. It is available
for a wide range of processors and controllers including theTI MSP430
series.

Salvo is a cooperative multitasking RTOS with full support for event and
timer services. The multitasking is priority based and fifteen different pri-
ority levels are supported. If tasks share the same prioritylevel they are
scheduled in a round robin fashion. Salvo uses semaphores, messages and
message queues for interprocess communication and resource management.
A full complement of RTOS functions (context switch, wait, process con-
trol,etc.) is supported. Timer functions, including delays and timeouts, are
also supported [21].

Salvo uses cooperative task scheduling which means that theapplication
programmer must explicitly manage task switches. If a running task fails to
cooperate, then no other tasks will execute. The arrival of an interrupt will
suspend the current running task and invoke the interrupt service routine for
that interrupt.

The Salvo version for the MSP430 has the following characteristics [22]: a
context switch takes 25µs at an 8MHz clock, it uses a maximum of 14 bytes
for a task control block, it uses a maximum of 6 bytes for an event control
block, it uses 400 to 1700 bytes of ROM depending on the version used.
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Figure 4.1: TinyOS component graph example

The advantages of using Salvo (from the point of view of our targeted ap-
plications) can be summarized as:

- Salvo uses very little memory resources;
- It requires no general purpose stack;
- Due to the cooperative scheduling, less context switches than in a pre-

emptive scheme may occur (it is less intrusive), which mightsave en-
ergy.

Some of its disadvantages are:

- Cooperative scheduling often leads to a worse task response time than
when using preemptive scheduling because it depends on the longest
task;

- The user must provide the context switches, making the system more
user error prone;

- Having no general purpose stack leads to the usage of globaldata for
the local variables of a function. Local data normally existon the stack
and for the duration of that function only. This leads to an inneficient
usage of the memory resources;

- Salvo is a commercial product and therefore not free available (except
for the functionally challenged ‘lite’ version).

• TinyOS

TinyOS is the operating system developed for wireless sensor networks at
the University of California at Berkeley. It is one of the first operating
systems addressing small, low cost, sensor nodes with limited energy and
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processing resources. TinyOS was developed for a prototypesensor node
that is very similar to the nodes used in the EYES project. It uses a 4MHz
ATMEL micro-controller and an RFM TR1000 radio transceiver. The avail-
able program memory and RAM is 8KB and 512 bytes respectively. At the
moment TinyOS is available for a wider range of sensor boardsincluding
the two prototype EYES boards.

TinyOS is a component based runtime environment (see Figure4.1). The
system configuration consists of a tiny scheduler and a graphof components
(software blocks implementing a specific functionality). Acomponent con-
sists of a set ofcommand handlers, a set ofevent handlers, an encapsulated
fixed-sizeframe, and a set of simpletasks. A command is issued by the
higher components in the stack downto the lower components and is exe-
cuted immediately (basically it is a function call). Eventspropagate from
the lower components upto the higher ones and are scheduled in a queue.

The tasks, commands and the handlers execute in the context of the frame
and operate on its state. To facilitate modularity, each component also de-
clares the commands it uses and the events it signals. These declarations
are used to compose the modular components in a per-application configu-
ration. The composition process creates layers of components where higher
level components issue commands to lower level components and lower
level components signal events to the higher level components. Physical
hardware represents the lowest level of components [14].

Commands are blocking requests made to lower level components. Event
handlers are invoked to deal with hardware events, either directly or indi-
rectly. An event handler can deposit information into its frame, post tasks,
signal higher level events or call lower level commands. Tasks perform the
primary work. They are atomic with respect to other tasks andrun to com-
pletion. Tasks can call lower level commands, signal higherlevel events,
and schedule other tasks within a component. The task scheduler is a sim-
ple FIFO scheduler, utilizing a bounded size scheduling data structure.

Some of the advantages of using TinyOS are:

- It is modular and portable, making it easy to construct configurations
dedicated for a specific application and target hardware;

- It uses little energy and processing resources;
- It is supported by a large user community.

And some of its disadvantages are:

- An application is configured at compile time and after that is unable
to alter its configuration dynamically;
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- Reaction to hardware events can be very late due to the FIFO mech-
anism of the scheduler. This is especially bad for radio interrupts in
TDMA based MAC protocols;

- It is not possible to determine the maximum possible load ofthe sys-
tem, making it impossible to give real-time guarantees.

• PEEROS

PEEROS was our first approach to defining an operating system for wireless
sensor networks and was written specifically for the Nedap sensor node. It
was rather unique because of its preemptive nature, something very uncom-
mon in operating systems that target the small embedded devices like the
sensor nodes [28].

PEEROS uses a preemptive task scheduler with fixed priorities that can han-
dle a maximum of 16 tasks. Tasks can wait on events before continuing. A
task can respond to at most 2 different events. The scheduleruses a single
stack allowing only higher priority tasks to preempt the current running or
waiting task.

Interprocess communication is supported through an internal messaging
system. Tasks can send very short messages to other tasks. Receiving tasks
can either perform a blocking or a non-blocking message read. This intro-
duces a threat for deadlock situations: a task that waits on amessage that
will be send by a task of the same or lower priority, will do so indefinitely.

PEEROS also provides an interface for communicating through the radio
transceiver and serial port, and it has a generic shell that can interpret com-
mands coming either from the serial port, radio, or another task.

PEEROS provides a great service. It has successfully hostedseveral ap-
plications developed during master students assignments.However, for the
data centric architecture PEEROS either lacks functionality or is too ab-
stracted from that architecture. Furthermore, PEEROS gives only soft real-
time guarantees.

Although it was a simple system, PEEROS was a good tool to explore the
maximum capabilities that the MSP430 processor could offer. It helped
us understand some of the practical problems related to operating system
design and was the first step towards designing DCOS.

Apart from these operating systems, there is a large range ofothers developed
for embedded systems in general (VxWorks [43], RedHat eCos [13], PalmOS
[32], Microsoft Windows CE [29], etc.). These systems are not suited for our
platform due to the fact that the resources needed often exceed with at least several
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orders of magnitude what is available. Some of these operating systems claim to
offer real time capabilities. From our experience, all of them offer priority based
or cooperative scheduling leaving the real time feature to the programmer: the
shortest the tasks and the better event planning, the betterthe system responds.
Unfortunately none of them offers real time guarantees.

4.1.3 EDFI protocol

In this section we present the basics of the scheduling protocol we have chosen
for DCOS (EDFI -Early Deadline First with Inheritance). This specific choice
was made due to the facilities offered by this scheduling scheme and also due to
the small overhead involved. This section is an excerpt from[20] briefly describ-
ing the theory behind this scheme.

EDFI is a lightweight real-time scheduling protocol that combines EDF with
deadline inheritance over shared resources. We will show that EDFI is flexible
during a task’s admission control, efficient with scheduling and dispatching, and
straightforward in feasibility analysis. The applicationprogrammer only needs to
specify a task’s timing constraints (deadline, period, runtime) and resource needs,
after which EDFI can execute admission control, scheduling, dispatching and re-
source synchronization automatically. EDFI avoids gratuitous task switching and
its programming overhead, as well as runtime overhead is very low, which makes
it ideal for lightweight and featherweight kernels.

A task setΩ consists of a set of preemptable tasksτi(i = 1..n). Each taskτi

is specified by a minimumperiod Ti, a deadlineDi, a costCi, and aresources
specificationρi. τi is released everyTi time units and must be able to consume
at mostCi seconds of CPU time before reaching its deadlineDi seconds after
release(Ci ≤ Di ≤ Ti). We use capital letters for time intervals (e.g.,T , D, C)
and lower case for absolute ‘points in time’:r for the next release time,d for the
next deadline.

The utilizationU of Ω is defined asU =
∑n

i=1
Ci

Ti
. ForΩ to be schedulable,

U ≤ 1 must hold. We define two functions:processordemandH(t) introduced
in [4], andworkloadW (t) introduced in [1].H(t) represents the total amount of
CPU time that must be available between0 andt for Ω to be schedulable.W (t)
represents the cumulative amount of CPU time that is consumable by all task
releases between time0 andt.

H(t) =
n

∑

i=1

⌊

t − Di + Ti

Ti

⌋

Ci (4.1)
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Figure 4.2: Example task set and its EDF schedule with processor demandH(t)
and workload functionsW (t).

W (t) =
n

∑

i=1

⌈

t

Ti

⌉

Ci (4.2)

Figure 4.2 illustrates the functions for an example task set. Our feasibility
analysis is based on the behavior of H(t) and W(t) and on the observations earlier
proved by Baruahet al [4]:

If for any interval with lengthL, all work load offered during[0, L]
can be resolved before or atL, then this can be concluded for any
arbitrary time interval[t, t + L].

Therefore all tasks inΩ are released simultaneously att = 0, in which case
they will produce the largest response time. If the tasks inΩ can make their
deadlines fromt = 0, they can make their deadlines from any point in time.

Figure 4.2 shows the functionsH(t) andW (t). Both are used for schedulabil-
ity analysis of the task setΩ. Note that the vertical distance betweenW (t) and the
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Ω1 Di Ti Ci

τ1 3 4 1
τ2 5 8 1
τ3 6 10 2
τ4 9 15 4

Table 4.1: Specification ofΩ1

diagonal in the graph represents the amount of work still to do in released tasks.
At point L, there is no more work to do and the system becomes idle.H(t) repre-
sents the amount of work that must be finished. IfH(t) crosses the diagonal, then
more work would have to be finished than there is time available. The schedu-
lability analysis tracksW (t) andH(t) until eitherW (t) touches the diagonal or
H(t) crosses it. IfH(t) crosses the diagonal, the task set is not schedulable. If
W (t) touches beforeH(t) could cross, the task set is schedulable. The example
task setΩ is thus schedulable. Task sets can be constructed in which neitherW (t)
norH(t) reaches the diagonal. The schedulability analysis, therefore, traces these
functions for only a predetermined maximum number of steps and rejects a task
set if this maximum is reached.

The scheduler manages the set of admitted tasks using two queues and a stack.
TheWait Queue, holds tasks awaiting their release. When a task gives up thepro-
cessor or reaches its deadline, it is put on this queue, from which it will be trans-
ferred to the next queue when it is released. TheReleased Queueholds processes
that have been released but have not yet run. This queue is maintained in deadline
order, earliest deadline first. ThePreemption Stackholds the tasks that run but
have been preempted; the currently running task is at the topof the stack and the
tasks below it were preempted by the tasks immediately abovethem.

When a task needs to be released (due to an external event or toan internal
signal for example from a timer), the task is transfered fromthe Wait Queue to the
Released Queue. When a task gets to the front of the Released Queue or when a
task is popped from the Preemption Stack, the deadlines of the taskτh at the head
of the Released Queue and the running task at the top of the Stack τr are compared.
If dh < dr, τhis removed from its queue and pushed onto the Preemption Stack.
If both Preemption Stack and Released Queue are empty, best effort processes are
scheduled.

Nested Critical Sections (NCSs) [11] can also be used in tasks for the use
of shared resources. Their advantage is that they can express situations where
a task makes use of specific combination of resources. What weneed to do is
to specify NCSs and their durations. NCSs in combination with inheritance have
been used in other protocols such as the well-known PriorityCeiling (PC) protocol
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Figure 4.3: Transaction system: released queue, preemption stack and event wait-
ing queue

[37] and the Stack Resource (SR) protocol [2]. An in-depth overview is given by
Rajkumar [35]. Shaet al. [38] give an overview of how to generalize PC for
deadline monotonic under blocking and they present how to use this protocol for
a practical system implementation. The protocol we presentin this chapter has
similarities with PC and SR. PC is from the class of fixed priority protocols while
SR belongs to the class of dynamic priority protocols.

A resource specificationρ of a taskτ is specified according to the following
syntax:

ρlist : float ’{’ Rlist ρlist ’}’ | ρlistε
Rlist : Rlist R | ε
R : ‘a’...‘z’ | ‘A’...‘Z’
float : floating-point number

in which the non-capital resourceR indicates a read access to a shared re-
source, while a capital resourceR indicates an exclusive-access to it. An example
of a task set with a resource specification is given in Table 4.2.

Task 1 has a periodT1 of 5 seconds, a deadlineD1 of 4 seconds (if it is released
att, its deadline is att+4 and its next release is att+5); it needs at most 1 second
of CPU time (C1) between release and deadline. Resourcea is shared by tasks 1,
2 and 4. All tasks only require read access to the resource, sono restrictions on
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Ω2 Di Ti Ci ρi

τ1 4 5 1 0.9{a B}
τ2 5 8 1 0.8{a 0.2{B 0.1{C}}}
τ3 6 10 2 0.2{b}1.7{c 1.3{b}}
τ4 9 9 3 1.8{a c}

Table 4.2: Specification ofΩ2

the schedulability of these tasks exist. Resourceb/B is shared by tasks 1, 2 and 3.
Task 1 needs exclusive access toB for 0.9 time units, it also holds read resource
a. Task 3 needs shared-read access to resourceb for 0.2 time units and again for
0.13 time units while holding resourcec for 1.7 time units.

The principle behind scheduling a task set with shared resources is that a re-
leased tasks stays on the Released Queue if it needs resources that are already in
use by one of the task in the Run Stack, even if such a released task has a shorter
deadline. Therefore, once a taskτr is on the Preemption Stack, it will never claim
a resource already held by another, preempted, task. Such a taskτr would simply
not have been scheduled.

We enforce this bydeadline inheritance, which is similar to Priority Inher-
itance, introduced by Shaet al. [37]. Every resource,R is assigned an inher-
ited deadlineDR = minρi∈Ω{Di|R ∈ ρi}, the minimum of the deadline of all
tasks usingR, whereρi denotes the set of tasks in use by taskτi. If ρ

′

i ⊆ ρi

denotes the subset of resources in use byτi, then the inherited deadline ofτi is
∆

′

i = min{R∈ρ
′

i
}{∆R}. The minimal inherited deadline ofτi is reached if all re-

sources are used:∆i = min{R∈ρi}{∆R} . A task’s∆
′

thus changes as the task
acquires and releases resources.

Each released task is now characterized by the triple(d,D,∆
′

), whered is the
currentabsolute deadline.

Earlier, we presented the EDF scheduling rule that the taskτh at the head of
the Released Queue would move to the top of the Preemption Stack if its dh was
less thandr of the taskτr on top of the Preemption Stack. A released task with
an earliest deadline will preempt the currently running task. Now we modify that
rule to:

τh preemptsτr iff dh < dr ∧ Dh < ∆
′

r

Figure 4.4 shows an example Preemption Stack (rectangles) and Released
Queue (ellipses). At this time, the task at the head of the Released Queue may
not preempt the one on top of the Run Stack because (9 < 7∧ 3 < 4 is false). For
every taskτi,∆

′

i ≤ Di and, because of the scheduling rule, for a taskτh higher on
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Figure 4.4: Example Preemption Stack (rectangle) and Released Queue (ellipses);
the arrows indicate the partial order between the parameters. No preemption is
allowed becauseDh < ∆

′

r (9 < 7) is not true.

the Preemption Stack than another taskτl, Dh < ∆
′

l. There is, therefore, a total
ordering fromD to ∆

′

to D, etc. up and down the Run Stack. This is indicated
by the arrows in Figure 4.4. This ordering, plus the definition of ∆, establishes
the property that the currently running task, which is at thetop of the Preemption
Stack, will not attempt to acquire any resources held by preempted tasks, which
are further down in the Preemption Stack. This is because, ifthey held such re-
sources, they would be less than or equal to theD of the running task and this the
scheduler does not allow.

A second property is that there is no transitive blocking, because a process
that is blocked due to shared resource usage only has to wait for this only blocker
to release the resource. Stated more formally, taskτh at the head of the Released
Queue is blocked byτs on the Preemption Stack despite having a higher priority
(dh < ds) becauseDh = Ds prevents the preemption ofτs. It can be proved that
under these circumstances∆

′

s ≤ Dh < Ds. Due to the full ordering property of
D’s and∆’s on the stack the number of blockers has a maximum of 1. This is also
a property of the Priority Ceiling protocol [37], the first protocol that introduces
static priority inheritance, similar to our static deadline inheritance.

The schedulability analysis is only moderately more complex when consider-
ing resource sharing as well. The processor demand and workload functions do
not change, because the work that needs to be done and when it needs to be done
is the same. But we do have to take into account now thatone task, not more,
mayblockanother to access to the CPU. To illustrate the process, we use the same
specification as the one given before, this time in a more convenient mathematical
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Figure 4.5:Ω2 is feasible under EDF with nested critical sections

notation, in Table 4.3. Blocking can be represented graphically by adding spikes
at timet to the processor demand function, as illustrated in Figure 4.5.

The height of a spike is the result of calculating theblocking timesof a max-
imum blocker from the resource specification: att = 4, τ1 reaches its deadline.
Before reaching the deadline, it may have been prevented from being scheduled by
a task with a longer deadline, but holding a resource thatτ1 might need. Forτ1, the
amount of slack in the schedule needed is 1.3 time units, because that is how long
τ3 might hold resourceb. Similarly, att = 5, τ2 needs 1.8 time units of slack to
compensate forτ4, which might hold resourcec, preventingτ2 from being sched-
uled. The maximum potential blocking is given byCB(t) = maxΩ{C ′

τ
′ |∆′

τ
′ ≤

t < Dt} wheret
′

is a nested critical section,C
′

its cost,∆
′

τ
′ its inherited level and

t is the length of the interval over which blocking has to be computed. The new ad-
mission rule calculates these potential blocking as spikeson the processor demand
function at the expiration times of deadlines and declares atask set inadmissible

108



4.1.Data centric operating system

Ω Di Ti Ci resources→ ∆s

τ1 4 5 1 0.9{a B} → (4,0.9)
τ2 5 8 1 0.8{a 0.2{B 0.1{C}}} → (∞,0.8)(4,0.2)(5,0.1)
τ3 6 10 2 0.2{b}1.7{c 1.3{b}} → (4,0.2)(5,1.7)(4,1.3)
τ4 9 9 3 1.8{a c}→ (5,1.8)

Table 4.3: The∆s are converted to tuples consisting ofinherited deadlineand
usage time

if one of the spikes crosses the diagonal. If there are no shared resources, there is
no blocking (there are no spikes), and the schedulability test reduces to the nor-
mal preemptive-EDF schedulability test. If there is one resource, shared full-time
by all tasks, the schedulability test reduces to the non-preemptive schedulability
test. This schedulability test spans the range between the extremes of completely
preemptive and completely non-preemptive scheduling.

A more formal consideration for feasibility analysis underEDF with deadline
inheritance is given in Jansen and Laan [19].

4.1.4 DCOS requirements

This section describes some of the design issues of the DCOS operating sys-
tem, supporting the data centric architecture.

DCOS was designed having in mind two sets of requirements: the require-
ments of any general operating system to which we added the requirements needed
by the data centric architecture.

From the point of view of any operating system design issues we faced, we
can enumerate:

• Hardware abstraction layer - DCOS must abstract the hardware for its
client by creating a hardware abstraction layer (HAL). The HAL is normally
made up of drivers that each provide an abstracted access method to specific
hardware components (in our case we created drivers for all the peripherals
MSP430 processor provides).

• System calls availability- User-space software like the modules must be
able to do system calls. Because user-space software is compiled separately
from the DCOS kernel, the entry points of the system calls aren’t know. To
solve this a translation scheme was employed.

• Command shell- There should be a service of user interaction. The way
to do this is to create a shell in which users can enter commands to perform
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system tasks. The system gives feed back using the serial line for communi-
cation, an externally connected display or the set of LEDs available on the
development board.

The employment of the data centric architecture raised new requirements.
Some of them are:

• Real time characteristics- DCOS needs a scheduler for determining which
task may run on the processor at a certain time. Further it should ensure that
for a given task-set the real-time constraints for each taskare met. Bellow
are some more consideration regarding this topic.

• Data centric architecture - DCOS is designed to enable a data-centric ar-
chitecture so the extended message passing mechanism is required. The
component responsible for the mechanism is called thedata managerand
the main challenge was designing it by not using too many resources (as
memory and processor time).

• Local file system- DCOS must provide a way of working with modules.
Modules are blocks of software that aren’t part of the operating system it-
self. The goal is that the kernel can load and run modules dynamically.
With module support, DCOS will be able to support reconfiguration based
on entities becoming available after the network was deployed.

• Memory management- One of the goals of DCOS is that it must be able
to dynamically reconfigure task and data sets. A task or data set can grow
or shrink in size. A solution could be to accept a maximum sizefor such
a set and reserve the memory needed to store the maximum set size. With
our severe memory limitation this would mean a waste of spaceif less then
the maximum set size is needed. So a memory allocation schemehas to be
designed that can reserve and free memory space while takingup as least as
possible space itself.

As mentioned earlier, DCOS was built on top of the data centric architecture
concept. This implies that the general concept ofdatais used rather than theevent
one. In order for the decision based on data to work, there aresome additional
requirements to be met. First of all, all the modules need to declare the name
of the data that willtrigger their action, the name of the data they will need to
readduring their action (this can generically incorporate all the shared resources
in the system) and the name of the data they willproduce. All this information is
available for the scheduler to make the decisions.
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Figure 4.6: DCOS building blocks

From the point of view of the operating system, a new component that takes
care of all the data exchange needs to be implemented. This would be in fact
an extended message passing mechanism, with the added feature of notifying the
scheduler when new data types become available. The mappingof this module
in the architecture is the constraint imposed to the protocols to send/receive data
via a publish/subscribe mechanism to the central scheduler. An efficient naming
system for the entities and the data is needed. Downloading new entities to a
sensor node involves issues similar to services discovery.Several entities with the
same functionality but with different requirements and capabilities might co-exist.
The data centric scheduler has to make the decision which oneis the best.

4.1.5 DCOS design

In the following we will take a look at the various mechanismsinvolved in the
operating system we designed (see Figure 4.6). This is a merehighlighting of the
system’s characteristics, the exact description of the data structures, tools, code
examples, etc. are available in the master’s thesis [15].

• Real time scheduler- The scheduler uses the EDFI mechanism described
in Section 4.1.3. The scheduler needs each task to declare some param-
eters as minimum period, maximum cost, the deadline before which the
computation must be performed and a resource declaration list. Due to the
limited amount of resources, the implementation of nested critical sections
was not feasible. Nevertheless, real time transactions have been used and
it has been seen in practice that they provided the needed functionality for
the targeted applications. The scheduler offers mutual resource exclusion
at system level, eliminating the need of defining and implementing another
mutual exclusion algorithm at user level.
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In the data centric architecture however, entities respondto data produced
by other entities becoming available. Translating this to real-time schedul-
ing means that the release of a task can depend on the finishingof others.
Such a task set is said to have precedence constraints. The impact of these
constraints on the EDFI scheduling technique is that the presented feasi-
bility analysis does not reflect reality since the order in which tasks are
executed is not taken in consideration. In general the finding of an optimal
schedule for a set of tasks with precedence constraints isNP -hard [5]. The
EDFI analysis can still be used as such, but regards the system as a more
complex one; thus the set of tasks might be reported unfeasible, while under
the precedence constraints is feasible.

To still determine the feasibility of a schedule with data centric entities we
proposed and implemented the following simple approach:

- A task-set consists of one or more directed task-dependency graphs
that contain no cycles. The graphs may start with one entity only
which implies that entities in the same graph share the same period.

- The graphs are transformed into a schedule where release times and
deadlines are adjusted as described in [9]. The resulting schedule can
than be analyzed using the normal EDFI analysis.

- The resulting schedules of all graphs are independent withthe excep-
tion of the resources used. The schedules can now be seen as separate
tasks that have their own worst computation time (the sum of theC ’s
of each task in the graph), period (the period of the first taskin the
graph), deadline (the deadline of the last task in the graph relative to
the start of the first task), and a resource usage list (The union of the
tasks NCSs). The feasibility analysis can then be concludedby treat-
ing the graph schedules as tasks in an EDFI task-set and performing
the normal feasibility analysis on them.

• Queue’s- With EDFI, tasks can reside either in the waiting queue, in the
ready queue or on the preemption stack. The waiting list is anunordered
collection of tasks which can be transferred to the ready queue when a cer-
tain event occurs. When a task is released to the ready queue its absolute
deadline is calculated by adding its relative deadline to its release time. The
ready queue is sorted on absolute deadline in ascending order. Since the
ready queue is initially empty its ordering can be maintained by inserting
the task at the right position when it is released which makesthe sorting
algorithm a linear searchO(n) wheren is the number of tasks in the ready
queue. When the head of the ready queue changes the scheduling condition
is calculated and if the condition is true the head of the ready queue will be
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pushed on the preemption stack. Because of the scheduling condition and
the fact that the preemption stack is empty initially, the preemption stack
will be automatically sorted on absolute deadline in ascending order. When
a task is completed it will be popped from the preemption stack and added
to the waiting list.

In the actual implementation the deadline of a task entry is a16-bit value.
The reason for this approach is that, doing arithmetic on 16-bit values is
faster than on 32-bit values on our target platform. This value is only de-
creased, preventing that the integer value will overflow andrepresent a mo-
ment in the past. It also prevents the need of a global clock value for testing
the deadlines, since a deadline of zero always means that thedeadline is
due.

Using the absolute deadline for the tasks in the running queue is disadvanta-
geous from the point of view of storing and updating this value. By storing
the deadline difference with respect to the task that is in front of a task, in-
stead of storing the absolute value, only the deadline of thefirst task of the
linked list representing the ready queue has to be decreased. When the head
of a list is removed the remaining value of its absolute deadline is added to
the new head so that the integrity of the deadlines is maintained. Attention
is paid to the insertion and extraction of tasks from the queue.

• Context Switching- EDFI uses a single stack which has the advantage that
the context of currently running tasks doesn’t have to be saved somewhere
else but that it can be left on the stack itself. The new context will be created
on top of it. It is not possible that a preempted task (it has a context on the
stack) preempts the task it was preempted by or any task that has a context
higher on the stack. A task with a context on the stack cannot be rescheduled
until it is removed from the stack. The context itself consists only in saving
the set of CPU registers, a pointer to the exit routine and thelocal stack of
the task.

The stack-base is a pointer to the start of the stack space forthe task and
is saved in the task descriptor. This value can be used to remove an entire
context from the stack with the exception of the CPU registers. This way,
when a context is removed (due for example to the fact that it did not finish
before its deadline), the state of the previous task is restored by restoring
the registers. When a task finishes on time then, because of the structure of
the context, it will return to the exit routine.

When a new task must run the context can be created by pushing the CPU
registers, the address of the exit routine, the address of the new task and
a clean status register on the stack and performing a return from interrupt
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(RETI) instruction. The CPU will then continue execution from thenew
task with a correct context on the stack.

• The scheduler- The scheduling system is data driven meaning that avail-
ability of new data will trigger its execution when such a piece of data causes
a task to be released. The scheduling system will also come ineffect when
a tasks exits to the exit routine.

When an interrupt occurs and its interrupt service routine releases a task the
scheduleprimitive is called causing the scheduler to run. The first thing the
scheduler does is updating the time of its queues by subtracting the number
of clock cycles since its last execution from the absolute deadline values of
the queues. When a task exits it will return to the exit routine. In this routine
the queue time is also updated first but it will also remove thefinished task
from the top of the preemption stack. In both cases the scheduler will then
continue with the update of the states of the queues.

In this state the scheduler will check the release queue and the preemption
stack for tasks that have a relative deadline of zero. These tasks missed
their deadline andare moved back to the waiting queue. If a task on the
stack missed its deadline then also the task’s context is removed from the
stack. This is done by updating the stack pointer with the stack base of the
task that was removed last. The scheduler does not take care of any resource
that might be in use by the task that is removed. Then, when allthe queue’s
are updated, the scheduler calculates the EDFI schedule condition using the
head of the ready queue and the top of the preemption stack. Ifthe condition
indicates that the the head of the ready queue must run, then anew context
is created on the stack. Otherwise the stack is left alone. The scheduler
will then set its deadline timer to the earliest deadline, which is either the
deadline of the head of the ready queue or the top of the preemption stack,
and continue execution with the task which has the context onthe top of the
stack by performing a return from interrupt instruction.

Because of the existence of a deadline timer which generatesan interrupt
when reaching zero, the scheduler will always be activated on time.

• Data manager- The main goal of the DCOS operating system is to support
a data centric architecture. In such an architecture data and the validity of
that data, is considered the most important. Data is what is produced and
consumed by tasks and what causes tasks to respond. The data manager is
the entity that regulates the flow of the data between the tasks. The data
manager and real-time scheduler combined will act as the proposed data
centric scheduler.
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Each piece of data has an associated data type. Data types have a fixed size
and have a unique identifier. The operating system maintainsa table that
holds a descriptor for each data type. Tasks can produce and consume a
subset of the available data types.

For tasks to have access to data types, the data manager provides a pointer
to the memory area of the needed data type. To prevent a task from being
preempted while accessing the memory of a data type, data types are de-
clared as resources. This list is then combined with the existing resource
list and then the needed inherited deadline is calculated.

The power of the data centric architecture is not having a shared collection
of data types, but how the system behaves when something happened to a
data type. Through a publish/subscribe system the data manager enables
tasks to respond (subscribe) when another task altered a certain data type
(publish). Combining this with the real-time scheduler, the tasks will only
run when necessary with a guarantee on the real-time execution.

When a data type is published the data manager has to know which of the
entries in the subscriber table have to be released. One could do this by
adding a data type ID to the subscriber entry and traverse through the sub-
scriber table releasing every entry found that has the same ID as the type
being published. The disadvantage is that it would be quite slow. A task
may publish several data types which would result in the sameamount of
searches through the subscriber table as types being published. To over-
come this, the method described in [24] is used. Sacrificing asmall amount
of memory, the scheme allows subscribers to be indexed directly with a con-
stant search time per subscriber, considerably increasingthe access time.

The publish/subscribe mechanism is also used for system interrupts. When
for example a timer goes off, its interrupt service routine will publish a
system defined data type. That way tasks can respond to systemevents by
subscribing to the special data types.

• Dynamic Loadable Modules- Modules are tasks that are compiled sepa-
rately. By having module support in the operating system, modifications to
an application can be done more efficient. Instead of updating the complete
application only a subset of the modules has to be changed, resulting in less
data traffic and thus less energy consumed. Another advantage is that nodes
can be more heterogeneous in the software point of view whichresults in
less occupied memory space and better dedicated operation possibilities.

The normal task information has to be added to the module. This consists
in: the real-time properties (deadline, period and worst case CPU time),
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the resources the task uses and the access type, the specification of the data
types it uses, the data types to which it can subscribe.

Modules must be dynamically loadable meaning that the kernel can load
a module in its code memory at an arbitrary location and execute it from
there. The difficulty with dynamic load-ability is that compiled code has
absolute reference to subroutines, variables, etc. Therefore relocation infor-
mation has to be added to the module. Relocation informationtells which
addresses of the code refer to a memory location and what thatmemory lo-
cation is relative to the start of the code section. Having that, the operating
system can load the module code at any location and using the relocation
information, alter each address in the code so that the memory location ref-
erenced is correct in respect to the location the kernel loaded the code. The
extraction of relocation information must be provided by the compiler and
linker for the method to be possible. Post processing is performed on the
executable file generated by the compiler to extract the information needed
by our system software.

• Module Transfer - A dynamically loadable module (DLM) is transferred
to a node over the radio or the serial port where on arrival it is stored in the
EEPROM. For the communication a packet protocol calledGOOSEwas
developed. GOOSE is a simple protocol in which the DLM is divided into
small packets which are uploaded individually so that the node can store
it in RAM temporary before writing it to the EEPROM. When the node is
ready with a packet, it will acknowledge the sender so that the next one can
be sent. The protocol can be used to upload to the EEPROM any block of
binary data. In GOOSE a binary file is divided into 64-byte blocks. Each
block get its own number to indicate its position in the original file, and a
field containing the total number of blocks. For each block a 16-bit check-
sum is also computed. After receiving a block, the receiver node can per-
form two integrity checks: calculating the checksum based on the received
data and comparing it to the received checksum, and whether the received
block was expected based on its number and the number of the blocks al-
ready received.

The communication is initiated by the sending party that will send a request
(REQ) control-code and wait for a response. The receiver will respond
with a ready to receive (RDY) message. The sender will then start sending
packets one at a time. Each packet is started with a start of packet (PTS)
code and ended with an end of packet code (PTE) to which the receiver must
respond with either a packet okay (ACK) or packet corrupt (NAK) message.
If the packet was good the sender will send the next packet or an end of file
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(EOF) message if it just sent the last packet. If the packet was corrupt the
sender will send the same packet again. After sending the endof file marker
the sender will wait for the receiver to send a save and sound (SAS) code to
indicate that everything was received correctly.

• Module Storage- On receiving a module the communication protocol must
be able to store it in the EEPROM. A simple file system is used tohelp writ-
ing files and to keep track of where each file resides in the EEPROM. The
file descriptor table is ordered meaning that the order of thefile descriptors
is also the order of the files in the data space. Creating a file means setting
the name of the first free descriptor and setting the offset ofthe next de-
scriptor in the table to the offset of the new file plus the sizeof the file. In
this way the size of file can be deducted by subtracting its offset from the
offset of the file descriptor directly after it in the table. The descriptor table
is 4080 bytes large and with a descriptor size of 16 bytes thismeans that the
file system can hold a maximum of 255 files.

The file system allows the user to perform some basic operations. The user
can for example format the file system, create a file, search for a file, read
and write a file.

The used EEPROM has the following characteristic: a bit set to 1 can always
be changed to a 0 but not the other way around. For a 0 to become a1
again the sector the bit is in must be erased. The only way to erase a file
without erasing files also in the same sector, is copying the entire sector to
an unused sector and erase the sector the file was in, then rewrite the sector
without adding the file to be erased. This means that with only4 sectors
available on the target hardware, 25% of the memory would be wasted. No
erase function is supplied but only a file system format. Thisis because
the expected lifetime of the node, however as long as possible, is shorter
than the time it will take to fill the entire EEPROM with software updates
considering the imagined application. When the EEPROM becomes full
nevertheless, it is always possible to format the file systemand upload only
the latest versions of the modules.

• Dynamic Task-Set Alteration - When a node has several modules stored
in its EEPROM, it is possible to have them form a new task-set to be ex-
ecuted. Every module defines the data types it uses in its local data type
table. From these local type definitions the global data typetable has to be
build. The task-set load and merge procedure begins with thereservation of
flash memory for the global data type table. This table is firstfilled with the
data types that represent the system events. After that eachmodule in the
task-set is loaded using the following steps:
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- Every data type in the module’s local data type table that does not exist
in the global data type table is added there;

- The module’s data type usage list is altered so that its values are refer-
encing the data types in the global table instead of the localone, and
its stored in flash;

- The module’s resource list is copied to the flash memory;
- The module is loaded. First the RAM and flash memory needed for the

module’s data and code section are allocated. After that themodule’s
code section is written into the allocated flash memory area and it is
patched using the module’s relocation information.

When all modules are loaded the task specification table can be created by
using the values obtained in the module loading process. Finally the sub-
scriber table is created by searching for each data type if there are modules
subscribed to it. The data manager and the scheduler can now be initialized
with the new data type, subscriber and task specification tables, and the the
system is put back online. The system will then execute the new task-set.

• Heap Management- The operating system does heap allocation using what
we call the3FSalgorithm. The allocation algorithm searches for the first
free block of memory that is large enough to fit the requested size and
shrinks the free block by that size. The chopped off top of theblock is
then marked allocated. When an allocated block is freed it ismarked free
and if the block just before and/or after it is also a free block then the blocks
are merged into a single free block so that fragmentation is reduced.

The first advantage of the algorithm is that it only needs a single value per
allocated block and two values for a free one on overhead. These values
are stored in the block itself. It is no problem to use a bit more memory
overhead on a free block than a allocated block because it is unused memory
anyway. Allocating the block frees up its overhead. The other advantage is
that it only keeps track of the free blocks and in that way reduces the length
of the linked list and thereby the search time.

To describe a free or an allocated block the algorithm uses two types of
descriptors. The descriptor of an allocated block consistsof a single value:
the size of the block. The descriptor of a free block uses two values: the
amount of free space in the block and a pointer to the next freeblock . The
descriptor of each block is stored inside the block itself, at the beginning of
the block.

When a client requests the allocation of a memory block with size M the
algorithm will traverse through the linked list starting with the free block
descriptor at the start of the memory space and will compare thesizevalue
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with M . If size >= M the free block is large enough to hold the re-
quested size and an allocated block descriptor is created atmemory address
memorystart + (size− (M + 2)). Thesizemember of the allocated block
descriptor is set toM + 2 and thesizevalue of the free block descriptor
is set tosize − (M + 2). If the free block is not large enough to hold the
requested block size, the algorithm will try again with the next free block in
the chain. If there exists no contiguous block of free space large enough to
hold the requested size and the algorithm will returnNULL indicating the
failure of the allocation.

When a client wishes to free a previously allocated block it will pass the
pointer to the allocated block (as received after allocation), to the heap man-
agement algorithm. The algorithm will free this block and then go through
the linked list of free space to see if the newly freed block iscan be merged
with another neighboring free block.

• Drivers - Drivers are software modules that provide an interface to the ser-
vices a device can offer. For the target hardware drivers areneeded for the
radio transceiver, RS232 communication and external EEPROM. These are
all character devices meaning that a minimum of a single character can be
read from or written to them. We adopted thePOSIXstandard for accessing
devices. With POSIX each device can be accessed through the file system
using the normal file operations while keeping the amount of API functions
to a minimum.

The standard API calls for character and block devices are:open, close,
read, write, init, lseekandioctl. Devices can be used through these opera-
tions as follows. The device has an own unique name within thesystem. To
setup the device so that it becomes operational theinit operation is called
using the device name to identify the correct device. This ismost of the
time done only once during the initialization process of thecomplete sys-
tem. When the device is operational a client can try to obtaina handle to
the device through theopenfunction. If this call returns a valid handle the
client is allowed to do other operations on the device, otherwise not. The
client can thenreada stream of bytes from the device andwrite a stream of
bytes to the device. If the device supports random access theclient is able to
move the read/write pointer with thelseekcall. Any device specific control,
for example setting the signal strength of the radio transceiver, can be done
by using theioctl call. When the client is done with the device it calls the
closefunctions to release its device handle.

The operating system does not have a file system and for accessing the de-
vices it uses a different naming method than POSIX suggests.Each device
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in DCOS has a unique identifier that is a pointer into a handlertable. A
handler is located inside the driver and performs the translation of the dif-
ferent API calls. When a client for example calls theopenfunction it uses
the device identifier to name the device and the kernel implementation of
openwill call the handler of the identified device to complete theoperation.

Added advantage for this method is that drivers can be made replaceable,
provided that the handler table can be rewritten, because replacing a driver
only means altering the address of the driver handler routine in the handler
table.

• Library - For software that is compiled separately from the kernel, ali-
brary is provided so that this software can access the kernel’s system calls.
To call a function residing in kernel space from user space isnormally done
through a trap. With a trap the program in user space generates a software
interrupt that has its handler in kernel space. Based on the state of the stack,
registers or the software vector called, the handler will perform the appro-
priate system call in kernel space. The main advantage of this is that the
user space program doesn’t need to know the exact location ofthe system
call in memory. A library can be implemented by creating a small function
that executes the trap for each system call available.

However, the target hardware for the operating system lacksthis trap func-
tionality. To provide access to the system calls even then, the trap method
can be emulated. The address of the equivalent of the kernel trap handler
will be stored at a fixed location in memory called theKernel Vector. For
each system call a small front end function is created that has the same
definition as the system call, and this front end pushes a function number
on the stack and will direct the execution to the address stored at ”Kernel
Vector”. The handler comes in effect and looks up the addressof the sys-
tem call indicated by the pushed function number. The handler removes
the function number from the stack, pushes the address of thesystem call
and returns. The system call is now executed as if it were called directly
by the application. The library is implemented by the set of small front end
functions.

• The Shell - The operating system comes with a shell task that can be used
to execute commands on the node. When connecting the node to the serial
port of a PC and running a terminal emulation program the shell provides a
command line interface.

Operations are executed by entering two-character commands followed by
an optional unsigned integer value. The shell will read characters from the
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Component Code size Global RAM Local RAM
Necessary components(bytes) (bytes) (bytes)
Clock 516 4 8
Data manager 924 6 32
Heap allocator 240 1034∗ 6
Impulse handler 212 4 2
Scheduler 1642 18 26
System init 266 0 2
Sub Totals 3800 1066 76

Optional components
Console 344 84 14
Device mapper 282 2 4
EEPROM driver 1246 4 26
EEPROM FS 1000 0 28
Flash FS 412 0 16
Goose receiver 622 14 28
I2C driver 428 16 10
IO Expander driver 158 1 6
LCD driver 1158 8 28
LED driver 226 0 6
List template 1228 0 16
Module routines 1018 0 160
Radio driver 2510 72 16
Serial driver 492 24 14
Shell 1226 12 32
Symbol table 58 0 0
Task-set reconfigurator 1068 0 124
Timers 500 20 10
Totals 17776 1317 614

∗Including 1024 bytes heap space

Table 4.4: DCOS memory usage list
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Criteria DCOS TinyOS PEEROS Salvo
Scheduling method Preemptive FIFO

buffer
Preemptive Cooperative

Task switches per second 12500 40000 4000 400001

Maximum number of tasks Heapspace
14 unknown 256 unknown

Maximum number of
scheduled tasks

Heapspace
14 unknown 10 unknown

Maximum task runtime ∞2 unknown ∞ ∞
Available ROM 61440 8192 61440 61440
Available RAM 2048 512 2048 2048
Kernel ROM 3800 432 4344 15503

Kernel RAM 324 46 78 483

Dynamic task priorities Yes No No No
Resource access protocol Yes No No No
Dynamic memory alloca-
tion

Yes No No No

Dynamic loadable modules Yes No No No

1 Using a MSP430 running at 8 MHz
2 If the scheduler quantum guarding option in enabled this figure would be 2s
3 Using Salvo tu6pro
4 Excluding the heap space

Table 4.5: DCOS compared to other sensor network operating systems
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serial input into its command line buffer until it receives acarriage return.
When the carriage return is received it parses the command line buffer to
check if it is correctly formatted. If so, the shell will lookup if the command
value is a valid command. The shell executes the command if itis valid or
returns an error message otherwise.

The current available commands allow the user to inspect thecurrently ac-
tive tasks, to perform operations on the modules available in the EEPROM,
etc. The command set can be easily extended.

4.1.6 Conclusions

The prototype operating system that we developed fulfills the goals of support-
ing a data centric architecture and meeting real-time constraints at the same time.
All of these are done using the limited resources of our development platform,
leaving enough space for user applications.

The operating system uses a minimum of memory resources - seeTable 4.4.
The global RAM indication shows in fact the needed RAM for thelocal variables
while the local RAM indicates the maximum stack size needed.

In Table 4.5 a comparison between DCOS, TinyOS, PEEROS and Salvo is
given.

Looking at the comparison table it can be concluded that DCOShas a higher
context switch latency and higher ROM usage than TinyOS and Salvo, but offers
more functionality. PEEROS has an even higher latency than DCOS while using
about the same amount of ROM and more RAM.

The kernel supports the loading of executable modules at arbitrary memory
locations and offers the application programmer dynamic memory allocation, an
easy to use list template, and drivers for the devices on the sensor node. The
operating system is robust as well as user-friendly.

The conclusion of this section is that by using the concept ofdata centric archi-
tecture in combination with the featherlight scheduling scheme proposed in [20],
it is possible to create an operating system suited for wireless sensor networks. Its
capabilities outperform by far the other best existing operating systems by using a
comparable amount of resources. DCOS was the starting pointfor the commercial
product named AmbientRT [16] and is already used in several research projects.
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4.2 Wireless sensor networks simulator

In this section we introduce a new simulation template for wireless sensor net-
works. It is built upon the OMNet++ [42] networks simulator and it contains the
main features needed for simulating protocols designed forlarge ad-hoc networks
of autonomous nodes with sensing capabilities.

The template provides besides the easy integration of new code a graphical
interface useful for debugging or illustration purposes and a collection of tools
that help modifying or implementing new features in an easy fashion.

4.2.1 Related work

Before describing the main features of our template, let us first take a look at
the other existing alternatives and explain why we chose to develop a new tool.
The authors of [17] present an overview of some of the tools used for simulating
distributed wireless networks. We will remind here the mostimportant ones:

• ns-2 [30] - imposed itself as a standard for network simulations.It is a
very trusted simulator, supported by both US Defense Advanced Research
Projects Agency and US National Science Foundation.ns-2 is a discrete
event simulator organized according the OSI model and primarily designed
to simulate wired networks. Several implementations brought extensions
for simulating wireless networks with mobile nodes [25, 27]. ns-2is written
in C++ and can be configured by using OTCL (a version of object oriented
TCL) scripts. While configuring a simulation using already implemented
algorithms is as simple as creating a scenario file, not the same can be said
about implementing a new algorithm and adding it to the simulator. This is
quite a challenge for the beginner (the lack of proper documentation making
it even harder). The simulator needs a lot of resources to run. It has a prob-
lem of scalability as networks of thousand of nodes are hard to simulate.

• GloMoSim [45] - is another open source simulator. It is designed to handle
the simulation of tens of thousands of sensor nodes. It is written in Parsec
and hence can be run on shared memory symmetric processor computers.
To solve the scalability problem, GloMoSim partitions the network in dif-
ferent balanced sub-networks and runs each one on a different processor.
Then it usesnode aggregationby implementing models of the networks
layers that nodes are able to share (they do not create an instance at each
node, saving this way important resources). The communication between
the various entities is done by using time stamped messages (is it a discrete
time event simulator).
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• OPNet [10] - is the most widely used commercial simulation environment.
It is a discrete event simulator that was first proposed by MITin 1986 and
converged to a commercial tool containing an extensive listof protocols for
network simulation. The accuracy of ad hoc networks simulation has been
already questioned [8], as it shows completely different results from the
previously presented two simulators.

• OMNet++ [42] - is a general purpose discrete event based simulator. It can
be used to simulate any sort of network and in particular wireless, ad hoc
networks. Although it is designed in a clean manner and has extensive doc-
umentation and examples, the extensions for wireless sensor networks are
still in their infancy. Several extensions (such as [12]) exist allowing wire-
less sensor networks to be simulated. It is written in C++ andhas extensive
visual debugging capabilities. Although it is an open source project sus-
tained by a large community, lately, a commercial version has been released
[41].

Apart from the previous examples, a lot of other tools have been developed.
From the most well known ones (often extensions of wired networks simulators)
such as: QualNet [31], NAB [18], J-Sim [26], SWANS [3], etc. and to the specific
frameworks developed in the major projects dealing with sensor networks (e.g.
[39]) there is a wide range to choose from. The major disadvantages of all these
simulators are that they are either too general, such that the implementation of a
specific protocol requires the user to write also models for the layers it makes use
of, or too specific, making the implementation of a specific protocol very difficult.
Probably the wireless sensor networks simulators will converge to a small subset
when it will be decided upon a standardized set of protocols to be used.

4.2.2 Simulation template characteristics

The initial code for the mobility framework was developed for the EYES
project, in order to have a unified simulation platform to compare and integrate the
algorithms developed by the various project participants.The original framework
has been extended to a more general framework, solving some of the problems
raised during the early stages. In the following we present some of its most im-
portant features:

• Wireless communication emulation- OMNet++ does not contain native
support for wireless communication. The messages are sent on links con-
nected to the ports of the various entities. We emulated the wireless con-
nectivity by dynamically creating/destroying of the communication links
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between the entities based on their position in a two dimensional plane and
of the concept oftransmission range. This model is easy to implement
and runs very fast. A full channel model can also be easily implemented,
but unfortunately that will make the simulation more slow. Approximating
the packet error rate is under investigations and several models (based on
the transmission range concept have been proposed [36]). Atthe simula-
tor level, a central component holds the connectivity matrix of the entire
system. This global view is available to the user for statistics purposes, etc.

• Mobility framework - The nodes of the network are assumed by default
to be mobile. Their exact trajectories can be specified in a configuration
file, using one of the tools associated with the simulator. Weimplemented
the Random Waypoint Model, taking care of the speed decay problem as
suggested in [44]. Based on the granularity of the simulation time, the mo-
bility file is generated before the actual simulation and canbe reused, saving
important simulation time (its computation is resource intensive especially
when it is done based on a messaging system). The mobility generation tool
will be enhanced to include some other well known mobility patterns [7].

• Protocol sessions and statistics collection- A lot of effort goes into the
description of a distributed algorithm for the identification of the session of
the protocol. Usually the data structures are duplicated for each instance
of the same protocol running in the network and each component redefines
the management of the local database. We proposed an approach where
the user can choose for the simulation software to take care of this issue
automatically. Each instance of a protocol is uniquely identified and the
database maintenance (adding the data structure of one session, deleting the
expired sessions, etc.) are done automatically. Closely related to this issue is
the problems related to the statistics data collection. Specialized functions
are provided to the user to make this operation easy and to automatically
manage the database of collected data.

• Library of components - One of the issues with the OMNet++ simulator
is the fact that there is no standard library of components. Alot of work
goes into combining modules belonging to different applications. Design-
ing the modules according to the data centric architecturesimplies that all
the modules will have the same set of connections and will declare which
data types they make use of or they produce. This brings the concept of
building library of protocols one step closer to reality.

• Processor model- We have implemented a module that can be extended
to emulate the used processors on the development boards. This makes it
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possible to compile the protocol code with the compiler associated with a
specific processor and then input the executable in the OMNet++ simulation
framework. This feature adds a lot of advantages (nevertheless with the cost
of some additional processing power): the synchronizationbetween sensor
nodes can be accurately modeled, the costs of the tasks can beestimated, the
code needs to be written only once for the simulator and for the hardware
platform, etc.

• Energy management- The energy management function is integrated in
the simulation code. Modules can declare an estimate of the energy they
consumed for performing a certain operation and the simulation framework
monitors the traffic over the wireless interface. These two mechanisms com-
bined with a model of the power source plus optionally power scavenging
techniques make possible to have at all times an estimate of the energy re-
sources inside each sensor node and thus to design protocolsthat make use
of this information.

• Failures - The wireless nodes are subject to different kinds of failures. The
simulator allows to define failures for individual nodes, failures that affect
regions of the map, etc. using a simple map definition mechanism. This
mechanism can be used also to define interferences, sources of signal for
the sensing simulation, etc.

4.2.3 Conclusions

The simulation frameworks that we wrote is an important toolfor the devel-
opment of protocols for wireless sensor networks. It aids the developed to easily
detect the bugs in the protocol design by the use of an extensive, user friendly,
graphical interface and the support of a powerful logging mechanism.

We have already used this simulation template to develop andtest the large ma-
jority of protocols developed by the Twente University during the EYES project
[33]. The second version of the tool is being used in a varietyof research projects
including the Smart Surroundings project [34].

4.3 Conclusions and future work

In this chapter we have described two ways in which the data centric architec-
ture can be used in the field of wireless sensor networks, by designing an operating
system and a simulator based on it.

127



Chapter 4.System support

In the first part of the chapter we have described DCOS, a new operating sys-
tem targeting sensor networks. It offers superior capabilities to the already exist-
ing operating systems at a comparable resource cost. DCOS includes also a novel
scheduling scheme allowing users to make use of real time features included in
the system. It is interesting to notice that the system is designed having the event-
driven architecture in mind and is optimized to be energy efficient (small running
time overhead, efficient mechanisms offered allowing superior protocols to be im-
plemented, idle processor time spent in power down modes).

The second part of the chapter described a simulation framework we have
developed on top of the OMNet++ simulator. The simulator framework allows
the user to test the behavior of a large network of mobile wireless nodes, reducing
the time spent for designing and testing of distributed algorithms.

The future work consists in improving the operating system by correcting the
scheduling mechanism to include the influence of the scheduler itself in it. The
current work is focused in the integration of the two tools, such that the operating
system behavior can be simulated also in our framework.
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Chapter 5

Localization techniques

This chapter focuses on the localization problem in distributed wire-
less sensor networks. In the first part, the current state of the art of
the field is presented (algorithms, prototypes and invention patents).
Next, three related research topics are presented: a precision based lo-
calization algorithm for static networks, the statistics associated with
random deployment of nodes in the one dimensional space and two
statistically enhanced localization schemes for static networks.

For a sensor network to work as a whole, some building blocks need to be
developed and deployed in the vast majority of applications. Basically, they are:
a localization mechanism, a time synchronization mechanism and some sort of
distributed signal processing. A simple justification can be that sensed data hardly
has any meaning if some position and time values are not available with it. In the
following we will focus on the localization problem in sensor networks.

The self-localization of sensor nodes gained a lot of attention lately [8, 22, 30,
10]. It came as a response to the fact that Global PositioningSystem (GPS) is not
a solution due to high cost (in terms of money and resources) and it is not available
or provides imprecise positioning information in special environments as indoors,
etc. Information such as connectivity, distance estimation based on radio signal
strength information (RSSI), sound intensity, time of flight, angle of arrival, etc.
were used with success in determining the position of each node within degrees
of accuracy using only localized computations.

The position information once obtained is not used only for characterizing the
data, but also in designing better networking protocols, for example, leading to
more efficient routing schemes based on the estimated position of the nodes [57].
At the same time, obtaining the position information at eachnode can be seen as
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an application as such.
In this chapter we will focus on various aspects of the localization problem.

Section 5.1 presents the state of the art of the field. We will briefly describe the
available theoretical results, the most well known existing prototypes and also the
registered (most relevant) invention patents related to this topic.

The following three sections are dedicated to the improvements of existing
techniques. Section 5.2 focuses on distance-based algorithms applicable in the
situation when something is known about the precision of thedistance measure-
ments. Section 5.3 focuses on randomly deployed sensor networks and builds
on top of this simple assumption - the one dimensional deployment case is stud-
ied and the already existing results are discussed for the two dimensional case.
General theoretical results are derived and then applied totwo existing algorithms
producing significantly improved results (Section 5.4). The chapter ends with
conclusions, directions for future work and our personal vision about what should
be the ultimate localization protocol.

5.1 State of the art

The localization problem has been studied for a long time andrecently a shift
of interest towards it has been initiated. The most well known system in use is
the GPS [42]. Both military and civil parties can make use of it, and its success
has already been verified: hardly can anyone envision a modern car that is not
equipped with it. A second system is currently being tested and made ready for
deployment. The first two satellites of Galileo, the European version of GPS, are
being under test and will be launched next year (2006).

Localization in indoor environment is still a problem to be solved (take for
example a large airport or a conference hall). Basic solutions include deployment
of large numbers of guiding signs, interactive maps and information points. As
Wireless Local Area Networks (WLANs) gained more importance nowadays, a
new system has been envisioned and started being commercialized lately. Users
carrying laptops or Personal Digital Assistants (PDAs) cancompute their position
by analyzing the characteristics of received radio signal from the base stations
and use these estimated distances together with the map of the base stations. This
system it is still in its infancy (although commercial products are already avail-
able), the precision of localization being quite low but probably the technology
will become more mature in the future [12].

Another alternative for finding ones position is by the usageof the mobile
phones. By combining information from several base stations, the position of a
person carrying a mobile phone can be estimated with certaindegrees of precision
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if the device is online. Unfortunately, privacy and security issues raise, stopping
this technology from being used in applications available to regular users.

The localization problem from the point of view of wireless sensor networks
is very attractive and interesting to study. These networkshave as main goal mon-
itoring features of the environment, so, collecting data istheir basic motivation to
exist. As data has hardly any meaning if information on location and time is not
provided with it, localization schemes are one of the basic blocks of this technol-
ogy. Security and privacy are also addressed, mainly by using smart lightweight
encryption schemes or completely passive environments (the user can locate him-
self using the ad-hoc infrastructure, while the infrastructure can be designed in
such a way to be restricted from knowing anything about the users position).

5.1.1 Prototypes and invention patents

The most well known positioning system is GPS [42]. It works very well in
open environments where the direct line of sight between theuser and the satellites
exists. Before its time, systems such as MIT’s Loran positioning system [42]
(using time difference of arrival of radio signals) and Transit [42] (first operational
satellite based navigation system using the measurements of the Doppler shift of
signals received from the satellites) have been used.

Unfortunately, devices incorporating GPS receivers do notwork inside indoors
environments because of poor radio reception, they consumea lot of energy and
require a substantial amount of time to determine position with high accuracy.
These are just a few reasons that make GPS unpractical for wireless sensor net-
works scenarios.

Wireless sensor networks and distributed embedded systemsin general gave
researchers lots of ideas about how to solve the localization problem. In the fol-
lowing we give a short list with existing prototypes (pleaserefer to [36] for the
full survey):

• GPS-less system[8] - designed by Bulusu et al. The system is suited for
small, low cost devices deployed in an outdoor environment.The system
uses RF-based signal technology and proximity based position estimation.
It is expected to work indoors as well but with a decrease in accuracy.

• Active Badge[56] - is one of the early centralized indoor personal location
systems that makes use of infrared technology. Each person in the office
wears a badge that emits infrared signals captured by the infrastructure and
routed towards a central master server. An example application was routing
the phone calls towards the closest terminal and it was a success.
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• Active Bat [24] - came as a response to the fact that the Active Badge sys-
tem is not able to provide fine-grained tridimensional location information
which is needed by many applications. The Active Bat system makes use
of ultrasound technology to estimate distances and to compute the exact
position of thebat. An accuracy of3cm has been reported.

• Cricket [45] - is a proximity based localization technique. Thelistenersare
able to determine to which subspace of the environment they belong based
on the information received from the infrastructure and from the distance
estimates (these are computed from the difference of arrival times of a radio
and ultrasound signal).

• RADAR [3] - makes use of the characteristics of the radio signal to locate
the user indoors. A centralized system gathers signal strength from multiple
receivers and performs triangulation to compute the position of the user.

• Pinpoint 3D-iD [44] - is similar to the RADAR system but it is more ex-
pensive. It makes use of proprietary base stations and tag hardware. The
accuracy is between one and three meters.

• SpotOn [25] - the distance between tags is estimated using RSSI. Thesys-
tem is designed to make use of the wireless devices to get a relative position
rather than using some fixed infrastructure.

• SmartLOCUS [27] - uses differential time of flight of radio signals and
ultrasound pulses to determine the distance between the nodes. It yields to
accuracies between2 − 15cm.

• SmartFloor [41] - identifies people based on the characteristics of their
footsteps. The system tries to recognize a user as accurate as possible. The
hardware infrastructure brings nevertheless a tremendouscost.

• Ubisense[53] - uses ultrawideband technology to locate objects and people
targeting an accuracy of15cm.

• Landmarc [37] - is a system that uses theradio frequency identification
(RFID) technology to locate objects within buildings. The system com-
prises RFID tags and RFID readers.

• Easy Living [29] - is a system developed by Microsoft and uses Digiclops
real time 3D cameras to provide stereovision-positioning capability in a
home environment. The scalability of such an environment islimited (as
in most of the previous cases) by the needed infrastructure.
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There has been a large number of inventions published in the area of local-
ization systems. For example, the work described in [15] presents a distributed
positioning system, based on possible directions of the coordinate system but does
not provide performance results and is inherently complex.Other systems try to
avoid these limitations.

We can classify these systems in two categories. The first category includes
the systems where the infrastructure detects the object andcomputes its position.
As examples we can cite an electromagnetic system for detection of a passive tag
within a room (described in [19]), a multiple pass location processing method [20]
and a system for monitoring the position of at least one portion of an object based
on magnetic fields detection [14].

The second category includes systems where the object itself determines its
own position by inspecting the existing infrastructure. Examples include a system
with uniquely identifiable beacons placed in the environment [18] and an infrared
beacon positioning system [21].

Radio systems for locating mobile devices are described as well. The infras-
tructure determines the position of an object based on the time-difference of the
received signals [16] or by interpreting the characteristics of the received signal
[17].

5.1.2 Algorithms

In this section we will describe the most well known methods used in position
determination. A strict classification is difficult due to the fact that the algorithms
are developed having in mind different application scenarios, thus making use of
different starting hypothesis. A survey of the most used techniques is given in
[40].

When talking about localization algorithms, there are several common char-
acteristics one can take into consideration before making ajudgment. First of
all, the localization algorithms can becentralized, distributedor localized. By
centralized algorithms we understand algorithms where allthe computations are
performed at a single central point. This node has to collectall the data from
the network, compute the positions of the other nodes and eventually distribute
the position information back to them. The obvious disadvantages are the huge
communication costs and the computation power required. Nevertheless, the pre-
cision of the position estimates computed by centralized localization algorithms
is always superior to other algorithms. This is due to the fact that the central
node has a global view of the whole picture and can apply refinement phases to
improve the computed positions. Distributed localizationalgorithms make use of
several computing and communication capabilities, with the usual advantages of
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not relying on a single point of failure, not requiring a specialized central node
and balancing the load by making use of a geographically distributed resource. A
localized algorithm is not only distributed, but makes use only of local data, each
node having to communicate just to nodes situated in a limited region.

Localization algorithms can be classified also in range-free algorithms (algo-
rithms that do not make use of specialized hardware to perform distance mea-
surements) and range-based algorithms (algorithms makinguse of measured dis-
tances between the nodes to compute positions). Intuitively, the distance-based
algorithms should perform better that their distance-freecounterparts. This fact is
not always true, due to the fact that any measurement contains errors as well. If
the precision of measurements is bellow a certain threshold, then not using mea-
surements at all provides better results [39].

Another way to look at localization algorithms is whether they provide local,
relative or absolute coordinate systems. An absolute coordinate system has global
coherence and is desirable in most of the situations. These algorithms are in gen-
eral expensive in terms of communication cost. Relative positioning establishes
positions in a coordinate system specific to the network. Theobtained locations
still provide network wide coherence. Local positioning returns relative coordi-
nates to a limited set of nodes (usually the neighbors) and helps communicating
parties to position themselves relatively to each other.

Before presenting the most well known methods, let us present a basic lo-
calization mechanism, which can be found as the main underlying idea in many
localization schemes. The method is calledlateration. Let us assume the case of
a two dimensional space (see Figure 5.1). Assume that that nodes1, 2 and3 know
their coordinates (throughout this thesis we will refer thenodes1, 2 and3 asan-
chors, beaconsor seeds). Assume now also that the exact distances between the
nodeA and the other three nodes are known. This information is enough to deter-
mine the coordinates of theA node using simple geometry (as the intersection of
the circles centered in1, 2 and3 having as radius the known distances).

Unfortunately, in reality, the exact coordinates and the distances are not known
exactly. This prevents the three circles to intersect. Various approximation meth-
ods have been developed to estimate the intersection point.In the right side of
Figure 5.1 we have represented the simplest approximation:the circles are re-
placed with rectangles. The estimated position is considered the weight center
of their intersection. Usually more complex schemes make use of least squares
approximation to find the point.

Now, let us take a look at some available methods:

• Convex optimization [10] - was one of the first localization schemes avail-
able. It treats the localization problem from the point of view of linear
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Figure 5.1: Lateration as localization technique

programming and semi-definite programming. The various constraints re-
lated to the relative positioning of nodes can be represented as linear matrix
inequalities. The advantages of this centralized scheme are that the dis-
tance and angle information are simple to model and the solutions provided
are optimal. Efficient computational methods have already been developed.
The disadvantages are specific to the centralized methods. One important
thing is that the bounds of the computation complexity are known (quadratic
respective cubic in the number of connections).

• Multidimensional scaling (MDS) [52] - is a very robust (centralized in
principle) positioning technique leading to results superior to most of all
the other existing alternatives. Several versions of the algorithm have been
developed: both range free and range based, centralized andlocalized. They
can produce both relative and global coordinates. The method finds an em-
bedding in lower dimensional space for a set of objects characterized by a
pair-wise distances between them. Theoretical bounds for the computation
complexity exist (cubic with respect to the number of nodes). The localized
version of the algorithm [51] can deal with nonuniform topologies and has
a reduced computation complexity.

• Lighthouse system[47] - the positions of a whole field of sensor nodes
can be computed using only a singlelighthouse devicecapable ofseeing
all the nodes. This device performs two functions at the sametime: col-
lects data from the sensor nodes and helps the nodes to position themselves.
Unfortunately, the hardware requirements are quite restrictive: the system
requires each node to be equipped with a photo detector and a clock. The
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very precise locations provided by the algorithm are shadowed by the strong
assumption of line of sight between the central device and each node.

• Ad hoc localization system (Ahlos)[49] - defines and combines several
types of multilateration. Its main strong point is that it isa completely dis-
tributed protocol. Its weakest point is that the number of needed anchors
should be very large for a good result. The algorithm is made up of one
initial phase when nodes that can communicate to sufficient anchors com-
pute their position using lateration and then behave like anchors (iterative
algorithm). Some nodes are not able to compute their position this way, so
they organize in collaboration groups. The algorithm may not always con-
verge, so a number of nodes will never be able to compute theirpositions.
Additionally, the algorithm is dependent on the accuracy ofthe distance
measurements.

• Ad hoc positioning systems (APS)[40] - are a combination of two major
ideas: distance vector (DV) routing (information is forwarded hop by hop
from each anchor in the network) and global positioning system (eventually
each node will compute its position based on the position of anchors and
distance estimates). The localization schemes belonging to this group make
use of connectivity, distance measurements, angle of arrival estimates, com-
pass information - six possible combinations make sense andwere studied.
Although the algorithms span through all the localization algorithms cate-
gories, the main disadvantage remains that they target static networks, the
DV component requiring a high cost in terms of communicationin the case
of mobile nodes.

• Self positioning algorithm (SPA) [9] - is a relative positioning algorithm.
The coordinate system is determined by a location referencegroup (LRG).
Nodes exchange information with neighbors to determine second order neigh-
borhood information (connectivity and distance estimates). The next step is
to construct local maps based on this information. LRG helpsorienting all
the maps by aligning all the coordinate systems.

• Local positioning system[38] - extends the ideas used by SPA. It develops
a method for nodes to use some capabilities (ranging, angle of arrival, com-
passes) to establish local coordinate systems in which all immediate nodes
are placed. It is then possible to register all these coordinate systems with
the source of a packet (positioning is achieved only for the nodes participat-
ing in forwarding of the packet).

• Sequential Monte Carlo approach[26] - is an adaptation of the Monte
Carlo positioning techniques used in robotics (where it wasalready used in
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target tracking, robot localization and computer vision).It is a scheme tar-
geted especially at scenarios including mobile nodes. A discrete model of
time is used. During each step of time, two phases take place:a prediction
phase (new position estimates are computed) and a filtering phase (the posi-
tion estimates are filtered and the solution space might be re-sampled). The
results given by this localization schemes are completely counter intuitive!
It basically shows that mobility improves localization results at a reduced
communication and computation cost. More amazing, the original scheme
is range-free and the initial work shows results comparableto the distributed
localization schemes for static scenarios.

Other approaches exist as well. For example, recently, localization was ap-
proached also from the point of view of graph theory. One remarkable result
shows that from complexity point of view, graph embedding isa NP complete
problem, so the optimal exact solutions cannot be computed in polynomial time
[34]. Apart from this result, a localization scheme was proposed for the one di-
mensional case [7]. For the two dimensional deployment case, a series of proper-
ties have been identified but no notable result is available at the moment of writing
this thesis.

5.2 A precision-based localization algorithm

In this section we introduce a new distributed algorithm forlocation discovery.
It can be used in wireless ad-hoc sensor networks that are equipped with means
of measuring the distances between the nodes (like the intensity of the received
signal strength). The algorithm takes the reliability of measurements into account
during calculation of the positions of the nodes. The simulation results of our
approach yield 2 to 4 times better results in position accuracy than other systems
previously described. This level of performance can be reached using only few
broadcast messages with small and constant size, for each node in the network.

5.2.1 Assumptions

The specific platform that our proposed system is intended for is that of a sen-
sor network that can be deployed at random, consisting of a (possibly very large)
number of similar sensor nodes, and only a very small amount of base stations.
The sensor nodes will be small, cheap and battery operated, with short range ra-
dio frequency (RF) communication hardware, simple (slow) microprocessors, and
additional sensing hardware.
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Due to the nature of these nodes, some important design goalsfor the algo-
rithms used to provide the localization data have been identified, much like the
algorithms described and compared in Langendoen et al. [30]. Such algorithms
should be truly distributed, as well as self-organizing, robust and energy-efficient.
This means that the calculations should be made on each individual node, using as
little as possible computation and especially communication, without relying on
any fixed infrastructure or network topology, and being ableto cope with changing
conditions, such as node failures.

A small subset of the nodes in the network, called anchor nodes, will initially
know its own location, expressed by its coordinates relative to some network-wide
coordinate system, either by manual configuration, or by using other location sens-
ing techniques requiring extra hardware, like for example GPS. All other nodes
will initially not know their location. Anchor nodes are assumed to have the same
hardware capabilities, so factors like communication capabilities and energy con-
sumption considerations will be equal to non-anchor nodes.Ideally, these nodes
should be spatially distributed equal across the network, even though in certain
application areas this might not be the case, or cannot be relied upon. Certain
flexibility towards this property has to be assured by the localization algorithm.
To minimize on installation and maintenance effort the fraction of anchor nodes
in the network should be really small, and the location algorithm should be able
to deal with this small amount of anchor nodes.

The results presented in this section only focus on situations with fixed sen-
sor locations, since this already proves to be enough of a challenge. Other en-
vironmental factors, like the positions of objects in between the nodes, might be
changing, however, resulting in varying readings of received signal strength indi-
cation (RSSI) measurements between pairs of nodes at different times. Systems
where the nodes are mobile can use the described algorithms to update the nodes
positions continuously if the movement rate is within certain boundaries.

5.2.2 Precision of measurements

As the basis of an algorithm to determine the location of a node, some mea-
surements have to be available. With the typical sensor network hardware and
network structure, the RSSI can be used to obtain an indication about the distance
between a pair of neighbor nodes in the network. The specific calculations to
translate the RSSI readings into the distance towards the sending node will not be
addressed in this thesis. It is assumed that such a calculation can be made and is
available to the algorithm presented herein.

In general, if the distance to at least 3 neighbor nodes is known, as well as
the locations of those nodes (for example because they are anchor nodes), the
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position in 2-dimensional space can be computed using triangulation calculations.
Unfortunately, especially in indoors environments, the distances obtained from
the measured RSSI will be quite imprecise, because of the fading and multi-path
effects of the radio signals meeting with the various surfaces in the surroundings
of the node. According to [6], this error can be as large as 50%of the measured
distance. The error of the measurement does however conformto a Gaussian
distributed random variable. As a descriptive value of the error distribution the
standard deviation can be used. For maximum errors of 50% this means standard
deviation of about 20% of the distance. This value will be referred to further on as
η. Different environments with other error characteristicswill result in different
(possibly smaller) values ofη.

By itself, with distance errors of this size, the computation through triangula-
tion will contain a large error as well, especially because of the accumulation of
the errors in subsequent calculations. This might render the result of the calcula-
tion practically useless. However, by using the connectivity of the network, which
is usually more than 3 neighbors per node, the redundancy in the network can be
exploited to improve on the results of estimating a nodes location. Other factors,
such as the known properties of the error distributions, as well as obtaining mul-
tiple measurements between pairs of nodes instead of just one, can be taken into
account as well to try to obtain a reasonable precision of thecomputed location.

5.2.3 Iterative multilateration

For nodes with more than the minimally required 3 neighbors with known
position, the ”iterative multilateration” method, described by Savvides et al. [49]
can be used to calculate the position with smallest error. Because of the known
error distribution of the distance measurements, the errorof the obtained location
can be calculated as well. This can be modeled as a Gaussian distributed random
variable, denoting the probability of the real location of the node to be within a
certain range of the computed value, expressed with the standard deviation of the
error distribution. In other words, the standard deviationserves as a measure of
the precision of the location estimation.

This newly calculated position, combined with its precision, can now be used
in subsequent calculations for other still undetermined nodes. The nodes that did
not compute a position yet, will have to take into account also the uncertainty of
the newly located nodes in their computations. In fact, theywill start by com-
bining the uncertainty of the distance measurements and that of the position esti-
mates. When still undetermined node obtained at least threerange measurements
to already determined neighbor nodes, it can itself calculate its position. This it-
erative multilateration can be used again to refine a node’s position, when more
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neighbor nodes have their position calculated, or after theneighbor nodes have
obtained refined position estimates.

This approach of refining a node’s position based on the measured ranges to
neighbor nodes is used as well in the refinement stage of the system described in
[50], but because a precision value of a node’s initial position is known as well in
the scenario described above, initial position estimates of non-anchor nodes can
be used to calculate a position estimate of undetermined nodes as well. When
a possibly very imprecise (with large standard deviation value) location estimate
is used in subsequent estimation calculations, the large error is accumulated in
the results of the new calculation. Though, this result is provided together with
an even larger standard deviation of the position error meaning that the lower
accuracy is provided with the result of calculation.

The problem that still arises is that at the start of the location discovery al-
gorithm, only the anchor nodes will have a known location (with infinitely high
precision). If there is a small fraction of anchor nodes, then there will be many
non-anchor nodes with fewer than three anchor nodes as theirdirect neighbors,
making it impossible for them to calculate their positions.It is possible though, to
obtain a distance to the anchor nodes from all non-anchor nodes, by using the dis-
tances measured at the intermediate hops on the shortest path to each anchor. The
multi-hop distance can be obtained by multiplying the sum ofall single hop mea-
surements by a precomputed bias factor (the standard deviation associated with it
increases linearly with the number of hops).

5.2.4 Iterative weighted least squares estimation

The calculations of a node’s position from a set of range measurements be-
tween the node with unknown position and a set of nodes with known or estimated
positions can be performed in a way similar to that of GPS [33]and the ”iterative
multilateration” described in [49]. The main difference with those systems and
the one proposed here is that the precision estimates of all data values, expressed
as a standard deviation of the error distribution, are also taken into account in the
whole calculation. This section deals with the descriptionof theIterative Weighted
Least Squares Estimation(IWLS) used in the proposed system.

Starting from an initial estimation, an improvement vectoris calculated itera-
tively and added to the previous estimation until the improvement vector is smaller
than a certain value. This vector is obtained through a weighted least squares es-
timation:

wAx = wb (5.1)

wherew is a weight factor,A is a matrix, andx andb are vectors.
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To calculate the improvement vector we take the true position of the node to
be calculated asx = (x, y) for a 2-dimensional system, orx = (x, y, z) in the
3-dimensional case. The initial estimation of the positionis denoted asxest and
the positions of then neighbor nodes asxi, for i = 1..n. The measured ranges to
those nodes can be denoted as:ri = ‖xi − x‖ + εi, i = 1..n, with εi denoting the
measurement error, and the node’s true position as:x = x

est + δx.
In the same way, the distances to the estimated position are:rest = ‖xi −

x
est‖, i = 1..n and

δri = ri − rest
i = ‖xi − x

est − δx‖ − ‖xi − x
est‖ + εi

δri ≈ − (xi − x
est)

‖xi − xest‖ · δx + εi = 1i · δx + εi, i = 1..n (5.2)

with 1i the direction vector of length 1 from the nodes estimated position to node
i.

For each range measurementri a weightwi = 1/
√

σedge2
i + σnode2

i is calcu-

lated, whereσedge2
i is the variance of the range measurement to nodei, andσnode2

i

is the variance of the position of the nodei.
Matrix A consists ofn rows, each filled with the direction vector1i, one for

each anchor node involved in the calculation. Vectorb is constructed as a column
vector filled with the valuesδri, one for each anchor node. Note that thei’th row
of the matrixA needs to correspond with thei’th row of vectorb with respect
to the anchor node the values are calculated off. The least squares solution of
equation (5.1) will then look like this:







11 · w1
...

1n · wn






· [δx] =







δr1 · w1
...

δrn · wn






(5.3)

This way the improvementδx is calculated. In general, the least squares solu-
tion of x for Ax = x is: x = A · C · bT whereC = (AT · A)−1.

Using covariance matrixC, a square matrix with the number of rows and
columns equal to the dimensionality of the system, the node’s standard deviation
is calculated as:

σnode =

√

1

2

∑

i

∑

j

Ci,j (5.4)

When the estimated position of the nodes is calculated like this, the optimal
location will be calculated, based on the given ranges to andpositions of the neigh-
bor nodes.
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Figure 5.2: Bias table values forµS andσT

5.2.5 Multi-hop distances

Calculation of the distance between two nodesA andB that are connected
only by a path of more than one hop can be performed indirectly. On each hop
along the shortest path between the nodes, the range and corresponding standard
deviation are measured. An estimation of the distance and precision betweenA
andB can be made, however, by taking the sum of all these ranges. The distance
calculated this way, calledrm will usually be larger than the true distance between
the two nodes, and the standard deviation will be larger thanthe summed single-
hop standard deviationsσm, because of the error introduced by the less precise
calculated distances. A better estimation of those values can be made, however,
by statistically analyzing large sets of these summed measurements.

Every measured summed distancerm can be seen as a sample of a random
variableRrm

. If this variable is of Gaussian distribution, it serves as agood bases
to obtain estimation of the actual distance. The expected value ofRrm

is the mean
of the distribution,E(Rrm

) = µR. NormalizingRrm
by the measured distancerm

results in a normalized random variableQ = Rm/rm for all values ofrm measured
along paths with equal number of hops, from which the estimated value of the true
distancert can be calculated as:rest = µQ · rm. The error between the measured
distance and the estimated true distanceεrm

= rm − rest can, in the same way, be
seen as a sample of the random variableSrm

. The standard deviationσS of Srm
is

the precision of the estimated distancerest.
A normalized random variableT is defined as having samplesεT , obtained by
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dividing all samplesεrm
by the expected errorη on the true distancert:

εT =
(rm − rest)

rt · η
(5.5)

The expected errorη is an environment and hardware dependent value of the
range measurement error (given as a percentage of the range)as mentioned earlier
in Section 5.2.2. From the standard deviationσT of T the precision of the esti-
mated true rangerest can now be calculated fromσm andσT as:σest = σm·σT ·µQ.

The values forσT and µQ can be calculated offline, and stored in a table,
containing one set of(σT , µQ) values for all possible hop lengths of the shortest
hop paths between any pair of nodes. These values for single hop paths (for nodes
that are each others direct neighbors) will of course be(1, 1). The value ofσT

does depend on theη, so for different values ofη another table will have to be
used. This value does however only depend on the hardware andenvironment
used for the network, which will be known before deployment of the network,
so only one table will have to be stored or in active use throughout the whole
localization calculation. Figure 5.2 shows the values ofσT andµQ for values ofη
and different hop counts.

5.2.6 Algorithm details

The protocol uses a two-phase approach, and relies on two corresponding
kinds of messages being passed between the network nodes; start-up messages
and refinement messages. During the start-up phase, a node attempts to calcu-
late an initial position estimate, based on the distances towards the anchors. This
initial position will then be improved to get a more accurateestimate during the
refinement phase.

Start-up messagescontain information about the distance and hop count, as
well as the position of another node (with known, or at least estimated position)
to the sending node.Refinement messagescontain the position of the node that
sent it. When the localization algorithm starts, usually when the node is switched
on, or awakes from a sleep state, a non-anchor node starts by broadcasting anan-
nouncement message, indicating its presence and requesting for information from
nearby nodes. An anchor node starts directly on activation by broadcasting its own
position. For its surrounding nodes, this is an indication of its presence as well.
Upon receiving an announcement message, a node broadcasts all information cur-
rently known to that node. This way, the new node quickly learns the positions of
all nearby nodes, and helps the newly connected node to catchup on the current
state of the network. For all nodes in start-up state, all received messages with hop
count lower than the maximum are stored, until enough distances (at least 3 in the
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2-dimensional simulation) are known to be able to calculateits own position esti-
mate. If an estimate can be calculated, the node will proceedto refinement state,
and broadcast the position estimate just calculated.

Nodes in refinement state only collect refinement messages from direct neigh-
bors. After receiving a position update from one of its neighbors, the node can
re-calculate its own position, based on the new or more precise position just re-
ceived, together with all other neighbor’s positions. If this new position estimate
is more precise than the previously known location (smallerσ), this new position
estimate is broadcast in a refinement message. This strategyensures finiteness of
the algorithm. After each round of message passing, the improvement in calcu-
lated precision will be smaller. If a node cannot calculate amore precise position
update, it will not rebroadcast its position. All other nodes will recalculate their
positions based on fewer position updates from their neighbors, and the new esti-
mate will be more likely not to be more precise, in which case the node will stop
re-broadcasting as well. After a few rounds no node will be able to improve its
position estimate, and the algorithm stops.

As the protocol progresses, nodes update their position estimates based on the
improved position estimates of their neighbor nodes, and possibly a neighboring
anchor node. These improved position estimates of the neighbor nodes in their
turn, were calculated from the previous estimate of their neighbors. So, in effect,
a node’s new position is calculated indirectly from its own previous improved
estimate. It is important that all nodes recalculate their positions on a similar rate,
so ensure each node keeps a reliable calculated precision ofits position estimate,
relative to its neighbors. This is ensured by allowing a nodeto re-broadcast only
after a certain, network wide, fixed time after the previous position estimate was
broadcast. This also keeps the number of broadcasts low.

Anchor nodes already know their position from the start. Because their po-
sition is obtained in a way external to this algorithm, they do not recalculate it.
As a result, for the majority of the time, they can be silent, and only react to an-
nouncement messages by rebroadcasting their fixed position. The precision of
anchor nodes positions is obtained externally as well, and can be much greater
than possible to achieve with the calculations of this localization algorithm. In the
simulations, the anchor nodes precision is set to be infinitely high.

5.2.7 Simulation setup

To test the performance of described system, a simulation environment was
built using the OMNeT++ discrete event simulator [55] (see Section 4.2). The
tests performed in the simulation environment are described is detail in Sec-
tion 5.2.8. The network communication model used in the simulation makes use
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only of local broadcasts, where messages are delivered to all nodes within a cer-
tain and fixed range from the sending node. Colliding transmissions and message
corruption are abstracted from (it is assumed that lower network layers will be in
charge of providing a reliable broadcast service). The positions of all nodes are
fixed during a simulation run, and are determined at initialization. The simulation
environment uses a 2-dimensional coordinate system. Each node’s coordinates
are selected randomly and uniformly distributed within a square region of a size
in units equal to the amount of nodes in the network.

During network initialization a number of nodes is selectedas anchor nodes,
in a way similar to the one used by Langendoen et al. [30]. The anchors are
selected in a grid-like structure, where the nodes closest to the points of the grid
will be chosen to be anchors. The grid is of sizes, with s × s ≤ N , with N the
number of anchor nodes, ands the largest number that still satisfies the inequality.
The rest of the anchors are selected randomly from the remaining nodes. This way
of selecting the anchor nodes is chosen because it provides amore or less equal
environment for all nodes, where the closest anchors will always be a certain
maximum distance away. The reasons to choose this strategy is mainly because it
offers a uniform distribution of anchors. Additionally, itallows easy comparison
to the results described in [30].

The distance measurements between nodes are calculated from the RSSI infor-
mation. This means that every received message also provides a range indication
between itself and the sending node. In reality the calculation of this range infers a
certain amount of error, as mentioned earlier. In the simulation the range measure-
ment including error is modeled by drawing a random value from a Gaussian dis-
tribution with the true range as its mean, and a standard deviation ofη·true range.
The implementation of the algorithm records all range measurements from each
message it receives, and uses the average distance measuredto a neighbor node
in all further calculations. This way, as more messages are received, the mea-
sured distance will converge to an ever more constant value,which leads to better
position estimates during refinement.

5.2.8 Simulation results

We have setup the following parameters for the simulator (this setup is com-
monly used in referenced papers):

- Number of nodes: 225, placed on a square area of 15 units length;
- Radio range: 2.1 units, results in connectivity of about 12;
- Relative range errorη: 10%;
- Number of anchors: 5% = 11 anchors;
- Multihop distance hop count: 4 hops.
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Figure 5.3: Position error distribution for standard scenario

Because of random effects, produced by the use of randomly selected error
values, node positions and possibly other factors, consistent results on all of the
performed tests can only be obtained by averaging over largequantities of indi-
vidual test runs. To ensure consistency, all tests performed have been repeated at
least 50 times.

As a measure of the performance of the described algorithm, as well as an
indication of the usefulness in specific application areas,the accuracy(µ) of the
algorithm, as well as itsprecision (σ) are important indicators. The accuracy
can be described as the average distance between a node’s actual position and its
position estimate. The precision describes to what extent the real position error is
near this average distance error. This is calculated using the standard deviation of
the error values. In order to test those values, an initial test has been performed
using the parameter values of the standard scenario. Figure5.3 shows the error
distribution of the relative position error. Note that, even though the majority of
the error values stay below 10%, the average error value is around 17%. This is
due to the fact that a small number of nodes have relatively large errors, of up to
and beyond the radio range. This fact is illustrated as well by the large standard
deviation of about 0.23.

Even though, as the results show, each node’s position cannot always be esti-
mated very accurately, it does perform well on assigning a position estimate to all
nodes. On average, over the test runs executed in this first test, a coverage factor
of 98.9 % has been measured, meaning almost all of the nodes have obtained a po-
sition estimate, with the exception of the few nodes that do not connect to enough
neighbors to actually start an estimation.
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Figure 5.4: Relative position error function of anchor fraction, connectivity and
range measurement error: coverage (unmarked, right scale), average (square
mark) and standard deviation (circle mark)

In the next series of simulations, the algorithm’s sensitivity to variations in
fraction of anchors, average connectivity and range measurement error is tested.
Figure 5.4 shows the results of these tests. In all three diagrams, both the average
distance error and the standard deviation are shown, as wellas the coverage factor.

The simulation results show that the system is hardly sensitive towards number
of anchors, except for really small numbers. At an anchor fraction value of 1.8%,
which is 4 anchors, no nodes are able to obtain a position estimate during the
start-up phase. This is because the four nodes are placed at the corners of the
area, and there is no node that has 3 anchors near enough to receive multi-hop
distance information to them. This can be solved of course byincreasingthe time
to live field of the messages, so the distance information from the anchors travels
for a greater number of hops. From a value of 4% onwards the system shows little
change in both relative error (average and standard deviation) and coverage.

As for the connectivity (controlled by the variation of the transmission range),
from a connectivity of about 8 to 10, the result is nearly the same, showing little
change in relative range error. In the results for both the anchor fraction and
radio range variations, the average and standard deviationof the distance error
have proportional values. This indicates that the distribution of the range error is
similar to the one shown in Figure 5.3, scaled along the x axis.

With respect to the range error sensitivity, this is somewhat different. While
the standard deviation keeps a more or less constant value around 0.27, the average
error does change linearly withη. The size of the range error is directly reflected
by the accuracy of the system, whereas the precision remainslargely unchanged.
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In a real-world implementation of an ad-hoc sensor network,energy preserva-
tion is of great importance. Because network communicationis largely respon-
sible for the energy consumption, this metric is of major interest as well. Some
additional tests have been performed to quantify the network communication cost
of this system.

Both the Startup and Refine messages have a small, fixed size. The network
communication cost can thus be quantified by the number of messages broadcast
per node. Figure 5.5 shows the probability distribution of both message types,
and the total number of messages for the standard scenario. It is clear that the
Refine messages take up the majority of the total number. Decreasing the number
of Refine messages directly improves the total communication costs.

The algorithm can be adapted so that every node will only senda certain
amount of Refine messages. The implications of this in relation to the distance
error are shown in Figure 5.6. It clearly shows that after thefirst 3 or 4 Re-
fine messages more communication hardly makes any improvement in accuracy
(mean value of the positioning error) and precision (standard variation of the posi-
tioning error), while the average number of messages increases linearly. Limiting
the number of Refine messages is an easy way to improve the total performance
of the system.

Considering the small size and low cost of the targeted devices, only very
limited processing resources will be available. The processing time to complete
the localization process is an important aspect of this particular system.
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Figure 5.6: Relative distance error and average number of Refine messages per
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As the central part of the system, the Iterative Weight LeastSquares Estimation
takes up the majority of processor cycles in the total calculation. This part of the
calculation is therefore a good indicator of the total processing time used.

A number of factors are responsible for the total time each node spends cal-
culating its (updated) position. At first, the size of the matrices used, and thus
the spent calculation time, is proportional to the amount ofneighbors involved in
the calculation. Besides that, the number of iterations taken for the calculation
to complete is a proportional factor to the total calculation time. At last, a third
factor is the number of times the IWLS calculation is performed. In general, at
least every time before a Refine message is sent, a node’s position is re-calculated
several times, until a more precise result is found.

The factors involved in calculation time, as mentioned above, have been ex-
amined, using the data sets generated for the earlier tests.Figure 5.7 shows the
number of times a calculation is performed per node, averagenumber of IWLS
iterations per calculation, average number of neighbors involved, and number of
calculations per broadcast Refine message. The solid, unmarked line, on the right
scale, shows the grand total of the number of calculations, number of iterations
and number of neighbors multiplied. This is a number proportional to the total
calculation time spent per node in the IWLS calculation for the whole localization
algorithm.

For the targeted devices, it is very important to only spend energy and process-
ing time as long as it gives improvement to the positioning accuracy. Selecting the
right set of parameters optimal to the deployment area to ensure this is should be
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considered carefully. Reducing the processing cost can be achieved by reducing
either of the above-mentioned factors.

Comparison with Figure 5.4 shows that limiting the amount ofneighbors in
the IWLS calculation greatly reduces the processing cost, while this hardly has
an influence on the range error performance of the system. From the graphs it is
clear that the number of calculations per broadcast messageis an almost constant
factor.

5.2.9 Discussions

The previous sections have covered the description of the algorithm used in
obtaining the position estimate in a distributed network.

The implementation of the system presented in this section is only a simple,
straightforward one. As has been shown in the previous section, performance im-
provements can be made, by making small changes, based on close inspection of
the results obtained by selectively changing certain parameters that are of impor-
tance in the whole calculation of the algorithm. As one of such improvements,
multi-hop distances towards indirect neighbors could alsobe used in the refine-
ments phase, instead of just to obtain initial position estimates. This could be
especially useful for networks with a low connectivity. It does promise to pay off
in terms of performance increase, to spend some time fine-tuning the algorithm,

154



5.2.A precision-based localization algorithm

Condition Pos.err. Coverage
Traditional alg. + refine η < 0.05 20-25% 50-60%
Traditional alg. phase 1+2 conn. > 12 35-42% 100%
Precision based algorithm η < 0.25 15-25% 95-100%
Precision based algorithm η < 0.1, conn > 12 10-15% 98-100%

Table 5.1: Comparison of the presented algorithm with the ones described in [30],
on relative position and connectivity

based on a particular application area.
As noted before, similar algorithms have been designed, andcan serve as good

comparison material. Langendoen ([30]) provides a comparative test for combi-
nations of different algorithms. Even though the general approach is somewhat
different, the refinement steps are almost identical to the one used in our system.
The data after refinement are comparable to the results presented in this paper.

The multi-hop distances and IWLS calculation are quite similar to thesumdist
and laterationmethods described in [30] and others, with the exception that use
is made in our system of the precision indications availablewith the messages.

From the results presented in [30], it is clear that the refinement algorithm only
is not a very useful addition to the first two phases (first phase is a distance esti-
mation and phase two is position computation) except in veryspecific conditions.
The use of refinement dramatically reduces the coverage of the whole system to
levels below 50% in all cases except when the distance measurement errors are
very small (η < 0.05). Under these conditions, the position error can drop to 25%
or even 20%, although coverage of just 60% can be reached. Without the refine-
ment phase, the various combinations of stage 1 and 2 algorithms can only reach
a position error of 42%, and less for higher connectivity, but with 100% cover-
age. Having full coverage is very important, of course, since acquiring a position
estimate is the intended goal of these algorithms.

Our results, on the other hand, show better position estimates, while practically
full coverage can be reached, in almost all situations. In all but the most extreme
environments, a position error of 25% or less can be achieved, while keeping
95% coverage. Large distant measurement errors or low connectivity do make the
numbers less feasible, showing the application limits for this algorithm. But in
more optimal conditions, position errors as low as 10% can bereached, with near
100% coverage. Table 5.1 summarizes the results for the algorithms mentioned
above.

The improvement in position error with our proposed solution is most likely
caused by the availability of more measurement data, namelythe precision indi-
cation, even though not a lot can be said about this in general, since the obtained
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location precision is a result of many interrelated factors.
In terms of communication overhead, our solution proves to be competitive

as well. In [30] it is stated, that the initial flooding (including calibration) of the
network costs about 3.5 to 4.8 messages per node, depending on the algorithm
used. This is comparable to the average number of startup messages per node,
which is 2.1 in our solution. The amount of messages needed during refinement is
largely dependent on the limit imposed on the system, and in both algorithms, the
resulting position error is constant from about 5 messages onwards. All systems
use messages of a small, constant size.

It is hard to compare the calculation requirements of all algorithms, especially
because only simulations are available up to this point in time of both the system
described in this paper and the ones in [30]. Besides that, Langendoen et al. do
not give any metrics about calculation time or complexity intheir paper. At this
point, no conclusions can be made about how the different algorithms compare in
terms of calculation time.

It is shown that, using RSSI as a distance measurement system, position errors
of as low as 10% of the transmission range can be reached. Eventhough this
could be not sufficiently accurate for use in all kinds of situations, it does provide
good enough results to at least be able to know about the networks topology, and
coverage area of the individual nodes. Altogether, it can beconcluded that the
goal of obtaining position information of nodes in a distributed ad-hoc network,
making use of only rather inaccurate measurement techniques, is within reach.

5.2.10 Conclusions

In this section we presented a distributed localization algorithm for ad hoc
wireless networks, which takes into account the precision of measurements. It
is aimed at networks where the nodes are static. The algorithm takes a two-step
approach: first an initial location estimation is made, based on distance measure-
ments obtained from RSSI readings. Subsequently, refinements are calculated.
Both steps, including the calculations involved, are described in detail, after which
the performance is discussed. In a 225-node network, of which 5% are anchors,
with 10% range error, a relative distance error of about 16% can be achieved, with
a nearly 100% coverage. In general, the results of this approach yield 2 to 4 times
better results in position accuracy than other systems described previously. This
level of performance can be reached with just 10 or fewer messages broadcast per
node in the network, which are of small, constant size. Details about the calcula-
tion cost are discussed as well, and some suggestions are given on how to optimize
the performance of the algorithm for real world implementations.
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5.3 One-dimensional random distribution statistics

A lot of effort has been put into characterizing the ad-hoc networks from a
statistical point of view. The authors of [28] derive an approximate formula for
the expected progress in each hop for a two dimensional case network deployed
within a circular region:

z =

(

N

λπ

)
1
2



1 + e−N −
1

∫

−1

e−
N

π

[

cos−1(t) − t
√

1 − t2
]

dt



 (5.6)

For the same scenario, an average distance between any two nodes deployed in
a circular area is computed(d = 128

45π
R) and the average hop count is determined

by dividing these two values(h = d
z
).

The authors of [4] derive closed form formulas for the probability that two
nodes can communicate within one or two hops. The nodes are deployed in a
rectangular area. The formulas are based exclusively on thedistribution of the
distance between two random nodes in such a scenario, derived in [23]. For hop-
counts larger than 2, simulation results are presented and analyzed. Lower and
upper bounds for the hopcount distribution between two random nodes are derived
based on the properties of the network for the density of the nodes (λ) growing to
infinity.

In [32] the author investigates the link distance between two randomly po-
sitioned nodes, where the network scenario is represented by nodes distributed
inside a rectangular surface. Two cases are analyzed: inthefirst one the nodes are
uniformly distributed and in the second one the position of nodes follows a Gaus-
sian distribution. It is shown that the shapes of the link distributions for these sce-
narios are very similar when the width of the rectangular area in the first scenario
is taken to be about three times the standard deviation of thelocation distribution
in the second scenario. The author of [35] continue the analysis, exploring the un-
derlying spatial distributions in more depth. He also givestwo improved versions
of the original estimator. Mobility of the nodes is also taken into account, as an
extension of the work done in [5].

Average hop distance is investigated for other network topologies as well. For
example, in [48] the average hop distance is investigated for ring and street net-
work topologies.

In the following, we take a look at the one dimensional randomdeployment
scenario and try to find the expression for the hop count underlying statistics.
These formulas will give a way to estimate distances betweennodes only by
knowing the average density and the hop count, no distance measuring hardware
being necessary. The exact extension to the two dimensionalcase or to higher
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dimensions is very computation intensive (impossible maybe?) as no closed-form
formulas can be determined. The approximations cited abovetry to approach the
real case as close as possible.

We model the one–dimensional network scenario through a setof nodes placed
on the positive side of the realx axis, where positions are picked according to a
one–dimensional Poisson process with known parameterλ [54]. Among these
nodes, we consider a special device referred here to as source orsink node(SN),
that is the originator of the hop count distribution procedure and that is placed at
the origin of the real line. The probability of having exactly k nodes within a given
interval of lengthl is a random variableK with the property: Prob(K = k) =
e−λl((λl)k/k!). The distance between the origin of the axis and the first nodeto
its right is a random variableX characterized by an exponential distribution:

FX(x) = 1 − e−λx, fX(x) = λe−λx. (5.7)

The distance between any two consecutive nodes has the same distribution
X [43]. Finally, we assume that each node can communicate to all its neighbors
whose distances are smaller thanR, whereR is the node transmission range.

5.3.1 Limits of the hop count intervals

We say that a node has a hop count (HC) equal ton, n ∈ N, if it is situated
n hops away from the source node. Moreover, we say that a given node with
HC n ≥ 0 and in positionx ≥ 0 is the last nodein its hop count if all nodes in
x > x have a larger hop count value. LetΩ = (τ0, τ1, τ2, ..., τn, ...) denote the
positions of the nodes,τi ∈ R

+. Moreover, letΩ′ = (ξ0, ξ1, ξ2, ..., ξm, ...) be the
set containing the positions of the last nodes in each hop count, whereξi is the
position of the last node in HCi. Observe that,Ω′ ⊂ Ω and that SN, placed in
τ0 = ξ0 = 0, is considered to be the last node in HC0. Moreover, it can be easily
verified that a node belongs to HCn iff is within transmission range with the last
node in HCn− 1 and is not in transmission range with the last node in HCn− 2.
Exceptions to this rule are HC0 (that contains the source node only) and HC1
(that contains all the nodes in transmission range with the source). Based on these
observations, we can write the following inequalities:
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Figure 5.8: Inferior and superior bounds for the hop intervals (ε ∈ R
+, ε → 0).

ξ0 = 0

ξ0 < ξ1 < ξ0 + R

ξ0 + R < ξ2 < ξ1 + R

· · · (5.8)

ξn−2 + R < ξn < ξn−1 + R

· · ·

Now, we are interested in finding the boundaries of the interval containing all
the feasible positions for those nodes in HCn. The inferior (Dmin) and superior
(Dmax) limits of the interval containing all the nodes with HCn are found by
solving (5.8):

Dmin[n] =
⌊n

2

⌋

R, Dmax[n] = nR (5.9)

This result can be also justified by simple geometrical observations (Fig. 5.8).
The fact that the distance between the two consecutive pointsξi andξi+2 needs to
be larger than or equal toR + ε, whereε → 0+, leads to the inferior limit. The
superior limit comes from the fact thatξi andξi+1, in the limiting case, can be
spaced by at mostR − ε, whereε → 0+.

To proceed with our analysis, we introduce the following notation. Let
l2

Γ(x)
l1

,

l1, l2 ∈ N, l1 < l2, be defined as:

l2

Γ(x)
l1

=

{

1 for l1 < x < l2

0 otherwise
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In other words,
Dmax[n]

Γ(ξn)
Dmin[n]

is 1 in the feasible region forξn and0 otherwise.

5.3.2 Punctual distribution function of ξn

For each hop counti ∈ N, we define a random variableEi denoting the po-
sition of the last point in that hop. In the following, we compute the probabil-
ity distribution functions for these random variables,fEi

(ξi) = f(xi), where the
joint distribution ofE1, E2, . . . , En is indicated asf(ξ1, ξ2, ..., ξn). Citing the total
probability formula, we can write the following relations:

f(ξ0) = δ(ξ0)

f(ξ1, ξ0) = f(ξ1|ξ0)f(ξ0) (5.10)

· · ·
f(ξn, ξn−1, ..., ξ0) = f(ξn|ξn−1, ..., ξ0)· · · f(ξ1|ξ0)f(ξ0)

whereδ(x) is the Dirac distribution function and the above distributions make
sense in the intervals where the nodes can actually be placed, i.e., according with
the constraints in Eq. (5.8), otherwise the functions equal0. Moreover, due to the
structure of the problem,∀ n ∈ N, n ≥ 2, ξn only depends on the positions of
the last nodes in the previous two hops (ξn−1 andξn−2). This can be written also
including the interval of definition as:

f(ξn, ξn−1, ξn−2) = f(ξn|ξn−1, ξn−2)f(ξn−1, ξn−2)
ξn−1+R

Γ(ξn)
ξn−2+R

(5.11)

We can now rewrite the set of equations (5.10):

f(ξ0) = δ(ξ0)

f(ξ1, ξ0) = f(ξ1|ξ0)f(ξ0)
ξ0+R

Γ(ξ1)
R

· · · (5.12)

f(ξn, ξn−1, ξn−2) = f(ξn|ξn−1, ξn−2)f(ξn−1|ξn−2)
ξn−1+R

Γ(ξn)
ξn−2+R

The marginal probability functionf(ξn) can therefore be computed by double
integration off(ξn, ξn−1, ξn−2) over ξn−2 andξn−1. The conditional probability
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R
R

no pointsat least one point

ξn−2 ξn−1 ξn

Figure 5.9: Feasible region forξn onceξn−2 andξn−2 are given.

f(ξn|ξn−1, ξn−2) can be computed based on the fact that, in order forξn to be the
position associated with the last node in hop countn, the following two events
have to be jointly verified(see Fig. 5.9):

A: “The interval(ξn−2 + R, ξn] is not empty”.

B: “There are no points in the interval(ξn, ξn−1 + R]”.

The eventsA andB are independent because the original set of points (nodes)
are the realization of a Poisson process. We can therefore write that:

Prob(A) = Prob{K > 0 in (ξn−2 + R, ξn]}
= 1 − exp{−λ(ξn − ξn−2 − R)} (5.13)

Prob(B) = Prob{K = 0 in (ξn, ξn−1 + R]}
= exp{−λ(ξn−1 + R − ξn)}

We are now in the position of deriving theF (ξn|ξn−1, ξn−2) cdf and its deriva-
tive f(ξn|ξn−1, ξn−2):

F (ξn|ξn−1, ξn−2) = P (A)P (B)
ξn−1+R

Γ(ξn)
ξn−2+R

f(ξn|ξn−1, ξn−2) = λ e−λ(ξn−1+R−ξn)
ξn−1+R

Γ(ξn)
ξn−2+R

(5.14)

From Eqs. (5.14) and (5.12), the distribution functionf(ξn) can be obtained
by induction as reported in Eq. (5.15):
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f(ξn) =

∞
∫

−∞

∞
∫

−∞

f(ξn, ξn−1, ξn−2) dξn−2 dξn−1 =

= λne−λ(nR−ξn)· (5.15)

·
∞

∫

−∞

∞
∫

−∞

ξn−1+R

Γ(ξn)
ξn−2+R

· · ·
∞

∫

−∞

ξ3+R

Γ(ξ4)
ξ2+R

∞
∫

−∞

ξ2+R

Γ(ξ3)
ξ1+R

ξ1+R

Γ(ξ2)
R

R

Γ(ξ1)
0

dξ1 dξ2· · · dξn−2 dξn−1

Pc(x) =











1x < R
b x

R
c

∑

i=0

{

[−λe−λR(x−iR)]i

i!

}

− e−λR
b x

R
c−1

∑

i=0

{

[−λe−λR(x−(i+1)R)]i

i!

}

x ≥ R

(5.16)
In other words, we have decomposedf(ξn) as the product of two terms, where

the first one accounts for the network connectivity (λ), whereas the second term
is independent ofλ and, for a givenξn, accounts for the feasible region of the
remainingn − 1 pointsξ0, ξ1, . . . , ξn−1, according to the constraints in Eq. (5.8).
More compactly,f(ξn) can be written as:

f(ξn) = λne−λ(nR−ξn) × Gn(ξn) (5.17)

whereGn(x) replaces the succession of integrals in Eq. (5.15). Moreover, Gn(x)
can be expressed as (see Section 5.3.3):

Gn(x) =
n−1
∑

i=bn

2
c

{

gi
n(x)

(i+1)R

Γ(x)
iR

}

(5.18)

where thegi
n(x) are polynomials with the following properties (easy verified by

inspecting the number of integrals, the terms that are beingintegrated and the
continuity properties of the punctual distribution functions):

1. The coefficients ofgi
n(x) do not depend onλ.

2. The order ofgi
n(x) is equal ton − 1.

3. gi
n(i + 1) = gi+1

n (i + 1).

Computing the distribution of the position of the last node in hopn makes
sense only in the cases where the structure is connected up tothat hop (i.e., there
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5.3.One-dimensional random distribution statistics

are noconnectivity holeslarger thanR up to the end of hopn). The problem
of having a connected structure in the one–dimensional casehas been studied
in [11], where the authors derived a close formula (Eq. (5.16)) to obtain the
probability Pc(x) of having a connected structure up to any positionx ∈ R

+.
The probability of having a connected structure up to the endof hopn is there-
fore obtained asPc[n] = Pc(x = nR). Observe that, for a given hop number
n, the probability of having a connected structure is a constant quantity that is
used to scale the joint pdff(ξn) in order to obtain the conditional distribution
fc(ξn) = f(ξn| {Structure connected up to hopn}). fc(ξn) is therefore given by:

fc(ξn) =
λne−λ(nR−ξn) × Gn(ξn)

Pc[n]
(5.19)

where:

Pc[n] =
n

∑

i=0

(−λe−λR(x − iR))i

i!
− e−λR

n−1
∑

i=0

(−λe−λR(x − (i + 1)R))i

i!
(5.20)

Equation (5.19) gives the distribution of the last node in hop n. It is made up
of two parts: an exponential function depending on the parameterλ and a set of
polynomials whose coefficients areindependentof λ. This formula is the central
point for the analytical characterization of the hop count statistics for the 1D case.

5.3.3 Determination of theGn(x) coefficients

In this section we address the computation of the coefficients of thegi
n(x)

polynomials that composeGn(x). As one can notice by inspecting Eq. (5.15),
the coefficients ofgi

n(x) are functions of the transmission rangeR. This means
that, for every particular scenario, they should be computed separately, as the
transmission rangeR is unlikely to be the same in all cases.

Fortunately, there is a way to avoid this. In fact, in [31], ithas been proved
that for a network whose nodes are distributed according to aPoisson process with
parameterλ andR is the value of transmission range, one can varyR and modify
λ, such that the properties of the underlying graph remain unchanged (the reverse
situation where varyingλ while adaptingR is also true). In more details, if the
distances are scaled by a ratior/r′ in thed-dimensional space,λ parameter must
be modified according to:

λ′ = (r/r′)dλ (5.21)
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In what follows, we consider the transmission range to beR = 1. Any partic-
ular application can then scale its distances such that the transmission range be-
comes1 and varyλ accordingly. This means that any application could then use
the coefficients of the polynomials as computed bellow at no additional expense.
In other words, this makes the coefficients ofgi

n(x) constant and independent of
the particular scenario (R andλ). To keep the notation simple, in the following
we consider that we already modifiedR to 1 such thatλ is the new value obtained
after the normalization step. This will not have any influence on the final results.

Moreover, we observe that theΓ functions only take values in{0, 1}, and
this mean that their only influence is on the intervals over which the integration in
Eq. (5.15) takes place. In the form in which it is presented, Eq. (5.15) is impossible
to be integrated, as the integration variables are all linked together.

To make this integration possible in numerical form, we adopt the following
three–steps procedure:

Step 1: From the definition of theΓ functions and keeping in mind that the
variables we use conform to the inequalities described in (5.8), we can write the
following identity:

ξi−1+1

Γ(ξi)
ξi−2+1

=

[

ξi+1−1

Γ(ξi)
ξi+2−1

i

Γ(ξi)
b i

2
c

]

·
[

ξi+1−1

Γ(ξi−1)
ξi−1

i−1

Γ(ξi−1)
b i

2
−1c

]

·
[

ξi−1

Γ(ξi−2)
ξi−1−1

i−2

Γ(ξi−2)
b i

2
−2c

]

(5.22)

wherei ∈ N, i = 1..n. Therefore, we can apply the transformation in (5.22) to
eachΓ function inGn(x). Observe that, in Eq. (5.15), the termsξn+2 andξn+1 do
not exist, their place being taken by the termsn + 2 andn + 1, respectively.

Step 2: One can observe that each integration has as limits integer numbers.
More than this, the integration is possible only if the integral over the generic
variableξi is split into (i − b i

2
c) disjoint integrals where theΓ functions to be

integrated are evaluated; each integral corresponds to oneinterval of size1 - the
union of these disjoint intervals covers the feasible region for ξi, (b i

2
c, i).

Step 3: For what concerns the combination of any three subsequent vari-
ables of the kind(ξi+2, ξi+1, ξi), only one out of the three situations presented
in Fig. 5.10 is possible. That is, ifa is an integer such that:bn+2

2
c ≤ a < n + 2,

then:

164



5.3.One-dimensional random distribution statistics

1

1

1

1

1

ξi

ξi

ξi

ξi+1

ξi+1

ξi+1

ξi+1 − 1

ξi+1 − 1

ξi+2

ξi+2

ξi+2

ξi+2

ξi+2 − 1

ξi+2 − 1

ξi+2 − 1

a

a

a

a + 1

a + 1

a + 1

a − 1

a − 1

a − 1

a − 2

Figure 5.10: Possible configurations of the last nodes in each hop,a ∈ N such
thatbn+2

2
c ≤ a < n + 2.
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g
i
n
(x) x

5
x
4

x
3

x
2

x
1

x
0

g1
1

– – – – – 1.0000

g2
1

– – – – −1.0000 2.0000

g3
1

– – – 0.5000 −1.0000 0.5000

g3
2

– – – 0.5000 −3.0000 4.5000

g4
2

– – −0.3333 2.0000 −3.5000 1.6667

g4
3

– – −0.1667 2.0000 −8.0000 10.6667

g5
2

– 0.0833 −0.6667 2.0000 −2.6667 1.3333

g5
3

– 0.1250 −1.5000 6.2500 10.1667 4.7083

g5
4

– 0.0417 −0.8333 6.2500 −20.8333 26.0417

g6
3

−0.0417 0.5833 −3.1667 8.3333 −10.6250 5.2500

g6
4

−0.0333 0.6667 −5.0833 18.0000 −27.9583 12.7167

g6
5

−0.0083 0.2500 −3.0000 18.0000 −54.0000 64.8000

Table 5.2: Coefficients of thegi
n(x) polynomials(i = 2..6).

1. ξi+2 ∈ (a, a + 1) ξi+1 ∈ (a − 1, a) ξi ∈ (a − 2, a − 1)

2. ξi+2 ∈ (a, a + 1) ξi+1 ∈ (a − 1, a) ξi ∈ (a − 1, a)

3. ξi+2 ∈ (a, a + 1) ξi+1 ∈ (a, a + 1) ξi ∈ (a − 1, a)

The integration limits (feasible regions) in the previous three cases are ac-
counted for by the following expressions:

1.
a+1

Γ(ξi+2)
a

a

Γ(ξi+1)
ξi+2−1

ξi+2−1

Γ(ξi)
ξi+1−1

2.
a+1

Γ(ξi+2)
a

a

Γ(ξi+1)
ξi+2−1

ξi+2−1

Γ(ξi)
a−1

(5.23)

3.
a+1

Γ(ξi+2)
a

ξi+2

Γ(ξi+1)
a

ξi+2−1

Γ(ξi)
ξi+1−1

By applying the two steps above and using the integration limits described in
Eq. (5.23), one can perform the integration in a recursive manner. As an example,
we present in Table 5.3.3 thegi

n(x) parameters forn = 2..6. Fig. 5.11 shows
the punctual distribution function for the last node in eachhop, for the first10
hops and forλ = 6.7. The theoretical distributions are plotted against simulation
points.

5.3.4 Hop count number and distance statistics

In this subsection we derive the relationships between the hop count number
and the actual position of any given node. The basic assumption is that we are
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Figure 5.11: Probability distribution functions of the last node in each hop(n =
1..10), λ = 6.7.

dealing with a connected topology up to and including the node in question. As-
sume that a node finds out the number of hops it is separated from the source node
SN. This information is enough for it to get an estimation of the distance between
the two points. From the distribution of the distance, the node can compute the av-
erage distance and its associated standard deviation and use it, e.g., in localization
algorithms, routing protocols, etc.

The distribution function of the distance conditioned on the number of hops
has particular expressions for the case when the node lies inthe first and second
hop. For the third hop on, we provide a recursive formula for the computation of
the distribution. Byξi we understand the position of the last node in hopi; and
by xi we understand the position of any node in hopi. The punctual distribution
function for the case where the node lies in the first hop (fd1) is given by:

fd1(x1) =
1

R

R

Γ(x1)
0

(5.24)

This result is quite obvious: a node is in the first hop if it is in transmission
range with the source node. Within this interval, due to the fact that we are dealing
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with a Poisson process, it has an equal probability of being at any given position,
thus a uniform distribution. Assume now that a node belongs to the second hop.
We can write the following expressions:

f(x2|ξ1) =
1

ξ1

ξ1+R

Γ(x2)
R

f(ξ1, x2) = f(x2|ξ1)f(ξ1) (5.25)

fd2(x2) =

∞
∫

−∞

f(ξ1, x2) dξ1

Nodex2 belongs to the second hop. This means that it is in transmission range
of the last node in the first hop and out of the transmission range of the source
node. Moreover, given that the position of the last node in the first hop isξ1, the
node in second hop can belong only to the interval(R, ξ1 + R]. Its distribution
is again a uniform distribution due to the uniform deployment of the nodes. We
can now computef(ξ1, x2) and integrate it overξ1 in order to get the marginal
distributionfd2(x2) (the expression forf(ξ1) has already been determined in Sec-
tion 5.3.2). Performing these computations leads us to the following result:

fd2(x2) = λe−λR (Ei(−λx2 + λR) − Ei(−λR)) (5.26)

whereEi(x) is the exponential integral function, defined as:

Ei(x) = −
∞

∫

−∞

e−x

x
dx (5.27)

For the distributions of distances in hops further away thanthe second hop, we
use the following reasoning (see Figure 5.9): a node belongsto hopn if it is in the
transmission range of the last node in hopn−1 and is out of the transmission range
of the last node in then−2 hop. Therefore, within the interval(ξn−2+R, ξn−1+R)
the position of the node is uniformly distributed. The marginal distributionf(ξn)
is obtained as:
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f(xn|ξn−1, ξn−2) =
1

ξ2 − ξ1

ξn−1+R

Γ(xn)
ξn−2+R

f(xn, ξn−1, ξn−2) = f(xn|ξn−1, ξn−2)f(ξn−1, ξn−2) (5.28)

fdn(xn) =

∞
∫

−∞

∞
∫

−∞

f(xn, ξn−1, ξn−2) dξn−2 dξn−1

The expression off(ξn−1, ξn−2) has already been determined in Section 5.3.2.
Numerical integration of these expression should follow the method described in
Section 5.3.3 of rearranging the integration limits.

5.3.5 Conclusions

In this section we have focused on the case of the sensor networks having the
nodes deployed in a random manner, along a line. Knowing the average density
of nodes and the hopcount number for a node with respect to a sink, we are able
to compute a distance estimate based on the underlying statistics. These method
provides a mean of estimating distances without the need of additional distance
measurement hardware.

The exact formulas have been deducted for this one dimensional scenario.
Unfortunately, for higher order scenarios, the formulas are proved not to have a
closed form, thus making computation extremely difficult and making approxi-
mate approaches the only solution.

Lately, the one dimensional scenario has been approached also from the graph
theory point of view. An optimal algorithm has been given [7]and it is in our
intention, as future work, to combine it with the statistical approach to yield to
results usable in real applications.

5.4 Statistically enhanced localization algorithms

In this section we focus on two existing localization schemes and study them
in the case of semi-static, randomly deployed, wireless sensor networks. In the
majority of the application scenarios it is assumed that thenodes of the network
are deployed in a random manner such that they cover uniformly a given surface
[1, 2, 13]. However, the properties that this hypothesis provides are in general
not used in the design of sensor networks protocols. The implications of this
assumptions have been studied since the early days of ad-hocnetworks [28] yet
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are usually not taken into consideration. As we will show in this paper, the usage
of the properties of therandomly deployedsensor network will lead to major
improvements in performance for the chosen localization algorithms, requiring
almost no additional resources.

The basic idea that we will be exploiting is that knowing the average density
of the nodes and having an expression that can characterize the transmission range
of the nodes, one can get a distance estimate between any two nodes if the number
of hops separating the two of them is known (see Section 5.3).The information
about the distance comes as a pair: mean value and standard deviation. The quality
of the estimation depends on at least two factors: the distance separating the two
nodes (the closer the nodes, the more exact information available) and the average
density of nodes (more nodes, better distance estimates).

The new schemes presented here come with little additional costs: only the
average number of nodes needs to be known (or determined witha distributed
protocol). This value has to be distributed among the sensornodes once. This little
extra overhead is alleviated since the protocols we proposehave at least one phase
less than the existing ones. More than this, the node densitycan be determined
locally with almost no effort (for example based on information already available
from the media access control protocol).

An additional overhead is the amount of computation needed.The protocols
we propose will make use of the weighted least squares methodfor determining
the position of the nodes. While this method is resource and time consuming it
might still be considered acceptable for the majority of thecases, as no additional
distance measurement hardware is needed and these computation are made only
once in the lifetime of the network for static networks.

A difficult problem to be addressed is the model to be chosen for the transmis-
sion range of the nodes. There are several models already available to characterize
the communication channels, yet none of them is able to characterize all the en-
vironments envisioned for sensor networks (ranging from outdoor environments
with almost no interference to office spaces with lots of communication disrupt-
ing factors [46]). No matter which transmission model is considered, a certain
trashhold for the transmission range can be computed, such that, if two nodes are
placed at a distance larger than this value, the probabilitythat they can communi-
cate to each other can be approximated with0. In the following we will assume
that such a valueR has been determined.

5.4.1 Basic ideas

The existing localization protocols can be classified in twolarge categories
depending on whether nodes make use or not of devices that give range estimates.
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Figure 5.12: Node distribution among the hops

Usually, methods that use distance estimates (based on RSSI, time of flight, angle
of arrival, etc.) provide better results than the ones basedonly on connectivity
information. Unfortunately, correct distance estimationis expensive because of
the additional hardware that needs to be added to each node and the energy it
consumes.

Using the power level at the receiver is a method that gives anestimate of
the distance with no additional cost (for the transceiver devices that can supply
this information). In the case of randomly deployed sensor networks, a second
estimation, based on the density of the nodes (λ) and the model of the transmission
range, is available for free.

By random deployment we understand topologies that spread the nodes uni-
formly over a certain area. In the ideal case, the area is supposed to be infinitely
large, but in practice is limited to finite rectangular surfaces. Other random de-
ployment models have been studied, e.g. a Gaussian model where nodes were
scattered following a normal distribution around a centralbase station [32]. For
specific situations, the best suited model should be developed and used (e.g. nodes
uniformly deployed in an area containing obstacles, or along rectangles mapping
over corridors and rooms on a two-dimensional map representation, etc.).

In the following we will consider the case of networks with nodes uniformly
deployed within a rectangular area. The transmission modelused will be the one
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that considers a fixed transmission range for all the nodes. While this model may
not well characterize the indoor environments, we will be using it as an exercise
tool. More suited probabilistic models can be used afterward for particular envi-
ronments.

Different application scenarios will have different characteristic values forλ
and the transmission rangeR. It has been proved before (see [31]) that for a net-
work whose nodes are distributed according to a Poisson process with parameter
λ and whose nodes have a transmission rangeR, one can varyR and modifyλ
accordingly, such that the properties of the underlying graph remain unchanged
(the reverse situation where varyingλ while adaptingR is also true). If the dis-
tances are scaled by a ratior/r′ in thed-dimensional space, theλ parameter must
be changed toλ′ = (r/r′)dλ. For the ease of use, and to make results comparable,
one can consider the transmission rangeR = 1 and varyλ accordingly (as will be
seen also in the following graphs).

Let us pick one node in the network and call it the source node.We say that
a node belongs to the first order neighborhood of the source node (or is in the
first hop) if it is in transmission range of the source node. A node belongs to the
second order neighborhood (the second hop) if it is in transmission range of any
node in the first hop but it is not in the transmission range of the source node. More
generally, a node belongs to hopn, (n ∈ N, n > 2) if it is in the transmission
range of any node from hopn − 1 and is outside the transmission range of all the
nodes in hopsn − 2 or lower.

The position of the nodes in the given network can be modeled using a two
dimensional Poisson process. One of the basic results for this sort of networks
is the relationship between the density of the network and the average number of
neighbors a node can have in its vicinity. If we assume that the transmission range
of any node is fixed and equal toR, then the number of first-order neighbors a
node might have is a random variablen, with P (n = n) = e−λR (λR)n

n!
.

The mean distance (and also standard deviation) to a node in the first-order or
second-order neighborhood can be easily computed from the expressions of the
distribution of the nodes in these hop counts. For higher order neighborhoods,
there are no exact analytical expression available as the expression to be com-
puted become too complicated (the major problem is integrating combinations
of exponential and linear functions over domains resultingfrom intersections of
circles). But, there have been developed approximate results for the problem
[32, 35]. More than this, theoretical bounds were determined and the approxi-
mation results stay within these bounds. The problem was studied even further
as the influence of the deployment area was taken into consideration (see for an
example on how to address these problems [4]).

Let us choose a test environment similar to the ones given as examples in
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Figure 5.13: Estimated distance function of the number of hops

several papers dealing with localization issues:200 nodes are randomly deployed
in a rectangular area of size1x1 units2. As exact analytical expressions are not
(yet) available, we will be using information about the distribution of the nodes
in the network estimated out of a large number of simulations. The obtained
results confirm the existing distributions for the first two hops and are within the
determined bounds for larger hopcounts. The values forλ andR were chosen such
that the obtained structure is connected with high probability (assumingR = 1,
the correspondingλ ≥ 6.7).

We recorded the distribution of nodes in each hop both including and ignoring
the border effect (see Figure 5.12 for the case ofR = 0.12 units). As one can
notice the curves tend to have a Gaussian form as the number ofhops is increasing.
There is certainly a relationship between the mean values ofthese distributions
even if the underlying structure is random.

Based on the values in Figure 5.12 we computed the mean and standard devia-
tions of the average distance to a node in a certain hop (shownin Figure 5.13). For
the first part of the curves (up to hops 10-15), the border effects can be neglected
and both the mean distance and their associated standard deviations can be placed
on a line. The right part of the curves shows irregularities due to border effects, as
hops with very high numbers appear only for source nodes placed in the corners
of the rectangles, etc. This is why, for example, forλ = 6.7, the mean distance
decreases after a hop count larger than18 and the standard deviations no longer
line up. The interpretation of the decreasing standard deviation is that for the case
when this occurs, the source and destination nodes are forced to be situated some-
where near one of the diagonals of the square area rather thandeployed all over
its surface.

It is reasonable to assume that nodes further away from the source node should
have a diminished influence on the source position than closer nodes (based on
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the fact that precision is affected by distance). This is confirmed by the previ-
ous results as well, measuring the increasing standard deviations of the estimated
distances with the number of hops. Based on this observationand the previous
figure, we are able to quantify the influence of nodes having different hop counts
by associating to each node a specific weight. If the distanceto nodei has a stan-
dard deviation ofσi, then its associated weight iswi = 1

σ2
i

(this association should
lead to the best results according to the estimation theory).

The localization algorithms we will use for exemplificationuse a least squares
method to determine the position of the nodes. In order to make use of the previ-
ously described coefficients we will make use of a weighted least squares method
and achieve better results than the original algorithms.

For the range based localization algorithms, usually the distance accumulated
over the shortest path is propagated. Figure 5.14 presents acomparison between
the mean value of the accumulated distance on the shortest path and the ”real” es-
timated distance to a noden hops away from the source node (and their associated
standard deviations). The propagated distance increases linearly with the number
of nodes and maintains a relatively small (increasing) standard deviation. The
real distance to the nodes can be seen to follow a curved shapedue to the border
effects of the selected area and has a standard deviation several times larger than
the equivalent propagated distance. This shows that measurements coming from
further away nodes should have a diminished influence on the position of a source
node than closer nodes.

By inspecting Figure 5.14, coefficients can be computed (based on the shapes
of the two lines) to correct the distance estimates (a similar coefficient was com-
puted in a different manner in [22] or see Section 5.2). For example, Table 5.3
presents the coefficients and the weights computed for the simulation setup de-
scribed in Section 5.4.6. It can be noticed that the weights decrease towards zero
in fast, meaning that the influence of further away nodes becomes negligible af-
ter a relative small number of hops. This information can be used as the upper
bound on thetime to livefield associated with the messages used for localization
purposes (the time to live field shows how many hops a message is allowed to
travel before it expires). The correction coefficients for the distances have been
computed based on the mean of distances (both measured and propagated via the
shortest path) for each specific hop count. As expected, the coefficients decrease
with the number of hops, but not so abruptly as the associatedweights.

We chose two localization schemes (DVHop and DVDistance) inorder to
show that the basic observations described in this section can lead to major im-
provements in terms of localization errors. The first protocol belongs to the group
of range free protocols while the second one is a distance based one. In this sec-
tion we will briefly describe the original protocols and the statistically enhanced
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Figure 5.14: Relationship propagated distance - real distance

derived protocols.

5.4.2 DVHop protocol

In the following we will address asanchorsthe nodes that know their positions
(for example given by additional hardware as GPS or because the user specified
their position). DVHop is made of the following phases:

1. nodes get distances, in number of hops, to the anchors via adistance vector
exchange algorithm (the anchors also get distance information to the other
existing anchors in the system).

2. each anchor node computes an average hop distance, based on the informa-
tion received from the other anchors. In the protocol, the sum of all dis-
tances to the other anchors is divided by the sum of the hopcounts to these
anchors. Each anchor distributes the computed value to the neighboring
nodes via controlled flooding.

3. each node computes its location based on the estimated distances to the an-
chors (based on the number of hops and the average hop distance). Because
of the errors, the final position is chosen as the one that minimizes the errors
in least squares sense with respect to the known distance estimates (in the
literature the method is referred to aslateration- see Section 5.1.2).
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The protocol produces positioning errors comparable to thetransmission range
of each node. It produces acceptable results in uniform networks and can be used
on networks with nodes having no means of measuring distances. The protocol is
sensitive mainly to the number of anchor nodes.

5.4.3 DVHopSE protocol

In order to make use of the information in Section 5.4.1 we need to distribute
the value ofλ to all nodes. This can be done with an initial flooding phase ifthe
user knows it beforehand or can be performed locally at each node. There can be
derived a full variety of algorithms, the simplest ones being: each node counts the
nodes in its neighborhood and based on this it can estimate the λ parameter. The
larger the neighborhood considered, the better the result (the basic assumption is
that the network isuniformly distributed). This phase can be easily embedded into
the distance vector exchange phase.

The phases of the DVHop modified algorithm (DVHopSE) are then:
1. distance vector exchange such that each node gets distance information to

the beacons. This phase also includes the initial learning of theλ parameter
in one of the previously described ways. The anchor nodes need not to
compute or distribute hop distance estimates.

2. computation of the location - each node has hopcount distances to the an-
chors and knows the density of the nodes, thus they can determine distance
estimates to the anchors and then compute their position.

The position is computed using a weighted least squares method. The weights
to be used are computed based on theλ coefficient and the hop count to each of
the anchors. These coefficients can be given as look up tablesor even distributed
with theλ value in the initial flood phase if needed.

5.4.4 DVDistance protocol

DVDistance is a distance based localization protocol meaning that the nodes
have to be equipped with distance measurement hardware (which for example
could be based on RSSI). Accumulated distances over the shortest paths are prop-
agated in the network and nodes estimate their position based on these results.

The phases of the algorithm are:
1. anchor nodes start flooding the network with their position. Each node re-

ceiving the first message from an anchor adds to it also the distance estimate
from the node it received the message. Subsequent messages from the same
anchor are discarded. This way, each node learns accumulated shortest path
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Hop number 1 2 3 4 5 6 7 8 9
Weights (%) 26.48 27.05 14.84 8.59 5.53 3.86 2.91 2.23 1.82

Dist. coeff. (%) 100 92.76 89.17 86.77 85.15 83.93 83.06 82.40 81.77

Table 5.3: Weights and distance correcting coefficients (R=0.119 units,λ=9)

distance to the surrounding anchors.
2. nodes compute their position based on the information received from the an-

chors and the accumulated shortest path distances. They usea least squares
method to determine the position leading to the smallest errors.

This method is sensitive to the errors introduced by the distance measuring
hardware and also to thetime to livefield of the messages (the number of hops a
message is allowed to travel before it expires) and to the number of anchors.

5.4.5 DVDistanceSE protocol

DVDistance produces better results than DVHop, but is sensitive to the dis-
tance measuring hardware errors and the time to live field of the messages. In
the same time, the distance obtained is different from the real distance (see Fig-
ure 5.14) due to the fact that the shortest path is longer thanthe actual real distance
between the nodes. This last problem can be addressed with a correcting coeffi-
cients computed for each particular deployment case.

The time to live associated with each message is a very important parameter.
In order to accentuate this idea, let us suppose that all the messages are allowed to
travel throughout the whole network. This will lead to big errors in the global po-
sitioning of the nodes: each node will have the majority of the anchors positioned
on one side, exceptions being the nodes in the center of the network. The position
of any node will be influenced by the majority of the anchors, so its computed
position will be shifted against this side with respect to the center of the area (the
final topology would be like the original oneexploded).

Figure 5.15 captures this phenomena. The dots indicate the actual position
of the nodes while the crosses represent the computed position. The left part of
Figure 5.15 illustrates DVDistance protocol, where the messages had no expir-
ing time set. All the estimated positions are moved towards the exterior of the
figure. To better illustrate the concept, we divided by1.5 all the received dis-
tance estimates that reached the nodes. The results are presented in the right part
of the same figure. As expected, each node got underestimateddistances to the
anchors, leading to the reversed effect: each node computedposition is moved
towards the majority of the anchors, so it is attracted to thecenter of the figure.
An equilibrium point between the two situations exist, and aparameter specific to
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Figure 5.15: Influence of the time to live parameter (left side DVDistance with
TTL=∞, right side DVDistance with TTL=∞ and distances reduced with 150%)

a particular implementation can easily be found.
We choose the time to live parameter based on the following two bounds: the

inferior bound is based on the fact that each node should haveinformation from
at least 3 anchors, and the superior bound is given by the factthat their influence
should be major. Based on these two factors we decided for theparticular con-
figuration to choose a time to live equal to6 (98.23% nodes have access to more
than 3 anchors).

The phases of the DVDistanceSE protocol are similar to the original one:
1. anchor nodes start flooding the network with their position in the same man-

ner as in DVDistance algorithm. Additionally the messages contain also the
number of hops they traveled. In the same time information about theλ
parameter and the area of the network is spread into the network.

2. nodes compute their positions based on the received information from the
anchors, the computed coefficient and the weights. They use aweighted
least squares method to determine the position leading to the smallest errors.

The computation could stop here (see Section 5.4.6 for a description of the
obtained results). But, when computing its position, each node can also get an
estimate of how precise this position is (this is possible because the standard de-
viations for the measurements that led to a certain positionare known). Some
additional minor improvement can be obtained if a third phase is added in which
the nodes broadcast also their location together the associated precision. A node
will correct its position based on the neighbors information if their precision is
higher than its current one. This phase is usually costly in terms of number of
messages exchanged and duration in time [22].
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Figure 5.16: Comparison DVHop - DVHopSE

5.4.6 Simulation results

We have simulated the previously described four protocols using MATLAB. In
this section we will discuss the precision of the obtained results in terms of overall
positioning error. The communication issues as collisions, number of messages
and delays were not taken into considerations due to the factthat the differences
between the presented protocols are minor from this point ofview and we are
interested in characterizing the precision of the localization method rather than
the efficiency of the particular underlying network protocol stack.

The simulation scenario consisted of200 nodes distributed onto a square area
(1x1 units2). From the set of random topologies created we have discarded the
partitioned network topologies. The simulations were repeated several hundred of
times to obtain results characterized by high confidence.

Figure 5.16 presents a comparison between DVHop and DVHopSEprotocols.
The transmission range was fixed to0.119 units and a number of randomly chosen
nodes were designated as anchors (varying from5% to 30% from the total num-
ber of nodes). The graphs show the mean and standard deviation values of the
distribution of the overall positioning error. It can be seen that an improvement
in mean error between22% and29% was achieved, while the improvement in the
standard deviation lie in the range8% and29%.

The explanation for this improvement lies in the fact that the closer anchors
had a bigger influence in the position of the nodes than anchors being further away.
DVHop computes hop estimates that are best fit the local topology: if nodes are
denser in a certain part of the network, they will get a smaller value for average
hop distance than nodes in a less denser part of the network. DVHopSE averages
these values to only one. Simulation results show that the weights associated to
how far the anchors are situated play a bigger role than the local densities.

The second simulation scenario involves DVDistance and DVDistanceSE pro-
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Figure 5.17: Comparison DVDistance - DVDistanceSE

tocols. We have chosen for the average connectivity the value 9 and varied the
precision of the distance measuring devices: they introduced a Gaussian error
with mean0 and standard deviation ranging from 0% and 15% of the measured
distance. A comparison between these two protocols is illustrated in Figure 5.17.
DVDistanceSE protocol brings an improvement of 19% to 21% improvement in
the mean value of the positioning error. The standard deviation of the positioning
error also is improved, but with a smaller amount (the improvement is situated
between 5% and 8%). The improvement achieved is due to the twonew factors
introduced: the shortest path distances correction coefficients and the weights as-
sociated to each hop.

In Figure 5.17 we also plotted for comparison the performance of the DVHopSE
protocol (where 10% of the nodes were considered anchors). This has a constant
performance because it is not influenced by the distance measuring hardware er-
rors (it is a range free protocol). For the case when perfect distance measures
are available, the improvement that DVDistanceSE brings isof 33%. This value
decreases with the amount of errors added up to 16% improvement for the worst
case considered in the simulation.

It is interesting to notice that for errors larger than 12% the distance based
algorithm produces worst results than the range free algorithm. In such situations,
the later is prefered as not only the results are better but also th amount of needed
resources is considerable smaller.

Both statistically enhanced protocols perform better in terms of mean value of
the positioning error and standard deviation.
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5.4.7 Conclusions

In Section 5.4.1 we have focused on the particular case of sensor networks
that respect the property that their nodes are uniformly distributed in a random
manner on a certain surface. Based on this hypothesis, we have extracted dis-
tance estimates based on the hopcount of the network and usedthem to show that
improvements are possible in the currently available localization protocols.

The main idea of this paper is thatrandom deploymentassumption that is
present in the vast majority of scenarios is not exploited. The underlying random
topology has certain properties that can be actually used inprotocols, instead of
being rediscovered with the cost of additional resources and time.

We have chosen as examples two localization protocols. We have obtained
improvements (some of them already predicted by theory) that otherwise would
cost additional software and hardware resources. In our case, we have managed
to obtain with range free protocols the results similar to those obtained using their
range-based equivalents.

Future work is aimed at better understanding the influence ofunderlying statis-
tics in the localization protocols. Other deployment schemes apart from the uni-
form deployment (Poisson points) in both two dimensional and three dimensional
cases will be examined.

5.5 Conclusions and future work

In this chapter we have addressed some of the aspects of positioning problem
in wireless sensor networks. A large number of prototypes have already been built
and give the user the possibility of determining his position with a certain degree
of precision. At the same time, the problem received attention from theoretical
perspective as well, results from various research fields and various approaches
being aggregated together.

Still, we can say that the localization problem is open for research. There
is still no algorithm to be adopted as a standard one and whichcould work in
the majority of situations. The gap between the theoreticalresults and practical
implementations is large as the practical implementationsmake use of additional
hardware and the theoretical studies are based on idealizedhypothesis too far
away from reality.

There are various mechanisms that can be used when designinga localization
algorithm. The possible combinations produce results moreor less fitted for var-
ious application scenarios. For example, we have shown how using the precision
of the computed position can be used to obtain improved results in certain cases.

181



Chapter 5.Localization techniques

The study of the randomness implications in designing the algorithms was also an
example.

Future work should focus on studying the available mechanisms and finding
the combinations between them that will produce the best results. At the same
time, future investigations should analyze the combination of results from graph
theory (giving clear bounds of what can be achievable) and statistical techniques
specific to estimation theory (giving results characterizing the average cases rather
than the worst ones).
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Chapter 6

Conclusions

Experimental sensor networks prototypes open up new vistasfor scientists and
engineers to observe physical phenomena and react to it. Monitoring either the en-
vironmental factors affecting the shy sea birds creatures comings and goings from
their burrows on a uninhabited island coast of Maine, or the temperature and con-
dition of the 165,000 tonnes of malting barley at the HollandMalt in the Nether-
lands, sensor networks start becoming useful and overcoming the experimental
status.

The field of wireless networked sensors is still a young, new field. There are a
lot of questions to be answered at all the levels. Theoretical research, fancy appli-
cation domains will answer questions such as which is the best routing protocol
to be used, what trade-offs need to be made to acquire a smaller latency, how to
combine and present the pieces of data such that the big picture makes sense, etc.

6.1 High-level overview of the thesis

This thesis dealt with the first basic question that arises when starting building
a sensor network: how should the system look like? The traditional answer to
this question is: use a fixed protocol stack. There are several advantages given by
this approach: standardization, ease of understanding of the system, etc. and the
certainty given by the myriad of already built systems. But still there is a major
disadvantage: the resulting system is not optimized for thetask at hand, leading to
a short life of the limited energy resources and more often will not fit the targeted
hardware. Add to this the big latencies achieved and the annoyances of cross-layer
design and optimization and it will soon be clear that the fixed protocol stack is
not an option.

Various systems solved this problem by using a component graph approach:
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the clear layered separation disappeared but the rigidity of the fixed stack still
persisted. The nodes are deployed in dynamic environments where the monitored
characteristics vary with time, requiring dynamic topologies and various versions
of applications to be run. The fixed architecture solutions can answer this issue
by erasing the code in the sensor nodes and downloading wholenew versions in
them. The cost is tremendous in terms of energy and latency and thus this is not a
good approach.

We have proposed a data centric architecture. We placed the notion of data
in the center of the whole design and built a system around it.The system is
made up of software components that connect together to a central entity. The
required/produced data by each one of them is managed by thiscentral entity as
well as the whole set of running protocols. Dynamic reconfiguration is as simple
as connecting/disconnecting modules to the central entity. The advantages are
that the operating system inside the sensor nodes came one step closer to what are
we used to in the personal computers: management of a local storage containing
programs, executing the needed program at the needed time without the having to
recompile the whole system.

We have taken this simple ideas and implemented a real time operating system
and a simulator. The simplicity of the approach allowed us topack into the oper-
ating system a number of features, each though not to be possible in the limited
target environment. The two systems are functional and are already being used in
a large number of research projects.

Then, we have focused on a particular building block of wireless sensor net-
works: the positioning protocols. We have developed several new algorithms and
implemented them. These algorithms integrate perfectly into the data centric ar-
chitecture as they need data from almost all the other building blocks to function.
The data sharing mechanism shows its power here, the designer does not have to
worry about the internal data exchange mechanisms.

The new algorithms are based on two features previously not used in local-
ization protocols. The first one was the fact that a node that already computed its
position has also some information regarding the precisionof this result. By com-
municating it to its neighbors, the overall positioning solution lies closer to the real
situation. The second feature was the property of the sensornetworks of having
the nodes randomly deployed. The underlying statistics contain some properties
that are usually not used and thus, certain properties have to be “rediscovered” at
run time using expensive protocols.
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6.2 Strengths and weak points

Let us take a look, also from a high level perspective, at the strengths and weak
points of the proposed solutions:

• Data centric architecture - The main advantages of using this architecture
in a system is the fact that the need for a fixed protocol stack disappears.
Various combinations of protocols can be employed when needed, new pro-
tocols can be started, in a word, the best configuration can beobtained with
minimal effort at real-time. Exchanging data among the entities is also sim-
ple, as the whole scheme relies on this mechanism.

There are some disadvantages as well: the scheme works well for configura-
tions containing a small number of components. As the numberof entities
increases and the sorts of produced/required data per entity increases, the
complete architecture can be hard to understand at a first glance. Logical
clustering of sets of entities into functional blocks mighthelp to understand
better what is going on. Debugging or surveillance of the data traffic is very
simple: just create an entity that requires to receive all the published data.
An interesting observation is that this dynamic architecture can emulate any
fixed protocol stack architecture in a straight forward manner.

The overhead paid for employing the data centric architecture is the need for
a robust way of naming the data (assuming networks built out of software
components developed by various parties). From implementation point of
view, a central component doing the data management has to beimple-
mented in an efficient manner as it will run each time new data is produced.

• Data centric operating system (DCOS)- The feasibility of an operating
system offering the capabilities of DCOS was regarded with skepticism by
the community in the early phases of its development. Real time capabil-
ities, memory management and dynamic reconfiguration were thought im-
possible to achieve even individually on a processor havingtwo kilobytes
of data memory. Luckily, the combination between the scheduler and the
data manager of the data centric architecture, the employment of the EDFI
scheduling mechanism and the usage of linked lists as a basicdata type led
to a working system.

Among the disadvantages of the system is the fact that the scheduling mech-
anism does not cover the latency introduced by the scheduleritself. This
prevents the system from offering hard real time capabilities, stopping at
soft real time level only. But advances in the theory behind the scheduler
will overcome this in future work. Another disadvantage is related to the
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estimation of the cost of the tasks (the time needed by a task to run on the
processor). As software almost always contains loops with the number of
cycles depending on state of the task, there are two approaches to this: con-
sider the worst case scenario or consider the mean value of the associated
cost. Both approaches are valid, the choice depending on theapplication at
hand and on the set of tasks needed.

• Simulation framework - The simulation tool has proved itself an invalu-
able tool. We have designed and tested a large number of protocols with
its aid and found out problems very hard to trace otherwise. Its future use
will improve its functionality and speed, as almost each of its users gave
suggestions and traced existing bugs. It is quite easy to learn (as OMNet++
as well), we have been noticing that the average computer programmer with
basic knowledge of C++ needed around one day of practice before plunging
into the description of his own protocols.

• Localization schemes- The localization schemes we described can be ar-
ranged into two categories: the first one brings improvements based on an
existing “trick” not used (available precision of the computed positions),
and the second one invents a new “trick” (the statistics of a random deploy-
ment) and uses it.

The net advantages of these schemes are that they bring improvements with-
out requiring additional hardware. There are costs to be paid, nevertheless:
in the first case the additional energy spent on communications, and in the
second case the assumption of random deployment. Due to the different
sets of hypotheses on which they are based the usability of the methods
depend on the applications considered. Further enhancements are possible
and indicate the future research directions we have in mind.

We feel that the statistics lying under the random distribution assumption
should receive a higher attention. Although the results arenot so simple
to obtain (integration over domains resulting from intersections of circles
seems to appear everywhere), at least some trends can be identified and
used. These statistics have the nice advantage that probably they are the
only useful characteristic of the sensor networks (from thepoint of view of
the network designer) that scales with the number of nodes: more nodes
deployed, more precise results and decreasing standard deviations.
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6.3 In the end...

The author of the thesis has gained a lot of information on a field of research
about which he knew nothing three years prior to the writing of this document.
There were many “obvious” things that proved themselves wrong during the de-
velopment of various protocols and systems.

The main lesson learned was:Keep things simple!
The best algorithms, protocols and systems are the simple ones. Their de-

scription, implementation, particular cases, number of additional tools, mecha-
nisms, data structures, etc. are always kept at a minimum. The simpler the better.
This does not necessarily mean that the problems should be considered in a sim-
plistic manner. On the contrary, the environment on top of which the systems
are built may be very complex. Studying the underlying mechanisms can take a
tremendous amount of time, effort and frustration. But, by understanding these
mechanisms, there is always a way in which they can be used to the advantage
of the system rather than counteracted via “smart algorithms”. A simple and el-
egant solution proves the best understanding of the underlying phenomenon and
minimizes the so much hated cost functions.

At this moment we can say that the research we performed during the last
three years, some of it presented in this document, leads to the conclusion that
the basic assumption that sensor networks are feasible is true. In the last year we
have witnessed an increasingly number of companies interested in the possibilities
of this technology and the number of applications ordered bythe industry raises
every day.

Sensor networks were listed as one of the future technologies, maybethe next
big thing. A lot of effort has still to be put in and prototypes will be build until
they will reach the level of reliability to be assimilated ona large scale in the
everyday life. The author of this thesis personally believes that the technology
can be considered to have reached its maturity at the moment when he will dare
to board a plane that contains at least one such system as a keypoint in its design.

The information and solutions presented in this thesis required a lot of time
and effort and endless discussion sessions to be “invented”, studied and verified.
It would be more than rewarding if any part of this thesis would serve as a small
“building block” to some theory or system useful for all of us.

193



Chapter 6.Conclusions

194



Appendix A

List of publications

Chapters in books and papers in various workshops, conferences and journals:

• S. DULMAN , M. ROSSI, P. HAVINGA , M. ZORZI On the Hop Count Statis-
tics for Randomly Deployed Ad-Hoc and Sensor Networks- under submis-
sion -

• S. DULMAN , S. CHATTERJEA, P. HAVINGA Chapter 31: Introduction
to Wireless Sensor NetworksThe Embedded Systems Handbook, Editor
Richard Zurawski, Taylor & Francis CRC Press,ISBN 0-8493-2824-1

• S. DULMAN , S. CHATTERJEA, T. HOFMEIJER, P. HAVINGA , J. HURINK

Chapter 33: Architectures for Wireless Sensor NetworksThe Embedded
Systems Handbook, Editor Richard Zurawski, Taylor & Francis CRC Press,
ISBN 0-8493-2824-1

• S. DULMAN , P. HAVINGA Data Centric Wireless Sensor NetworksPro-
ceedings of the 2005 NSTI Nanotechnology Conference (Nanotech2005)
Anaheim, California, USA, May 2005

• S. DULMAN , P. HAVINGA - Statistically enhanced localization schemes for
randomly deployed wireless sensor networks,Proceedings of DEST Inter-
national Workshop on Signal Processing for Sensor Networks, Melbourne,
Australia, December 2004

• T.J. HOFMEIJER, S.O. DULMAN , P.G. JANSEN, P.J.M. HAVINGA Ambi-
entRT - Real Time System Software Support for Data Centric Sensor Net-
worksProceedings of DEST International Workshop on Signal Processing
for Sensor Networks (ISSNIP2004),Melbourne, Australia, December 2004

195



Chapter A.List of publications

• S. DULMAN , T. HOFMEIJER, P. HAVINGA AmbientRT - Real Time, Data
Centric System Software for Wireless Sensor NetworksProceedings of the
21st Sensor Symposium,Kyoto, Japan, October 2004

• S. DULMAN , T. HOFMEIJER, P. HAVINGA Wireless sensor networks dy-
namic runtime configurationProceedings of ProRisc 2004the Netherlands,
November 2004

• T.J. HOFMEIJER, S.O. DULMAN , P.G. JANSEN, P.J. HAVINGA DCOS,
a Real-Time Light-Weight Data Centric Operating SystemProceedings of
the IASTED International Conference on Advances in Computer Science
and Technology (ACST 2004)Virgin Islands, USA, November 2004

• J. WU, S. DULMAN , P. HAVINGA Reliable Splitted Multipath Routing for
Wireless Sensor NetworksProceedings of Building Intelligent Sensor Net-
works (BISON’04)Wuhan, China, October 2004

• A.G. RUZZELLI , L. EVERS, S.O. DULMAN , L.F.W. VAN HOESEL, P.J.M.
HAVINGA On the design of an energy-efficient low-latency integratedpro-
tocol for distributed mobile sensor networksStudent paper, Proceedings of
the International Workshop on Wireless Ad hoc Networks,Oulu, Finland,
June 2004

• L. EVERS, S. DULMAN , P.J.M. HAVINGA A Distributed Precision Based
Localization Algorithm for Ad-Hoc NetworksProceedings of Pervasive
Computing (PERVASIVE 2004),Vienna, Austria, April 2004

• J. WU, P. HAVINGA , S. DULMAN , T. NIEBERG Routing Protocol for
Wireless Sensor NetworksPoster Session of the European Workshop on
Wireless Sensor NetworksBerlin, Germany, January 2004

• S. DULMAN , L. VAN HOESEL, P. HAVINGA AND P. JANSEN Data Cen-
tric Architecture for Wireless Sensor NetworksProceedings of the ProRISC
Workshop,Veldhoven, the Netherlands, November 2003

• J. WU, P. HAVINGA , S. DULMAN , T. NIEBERG Energy Efficient Rout-
ing in Wireless Sensor NetworksProceedings of the ProRISC Workshop,
Veldhoven, the Netherlands, November 2003

• T. NIEBERG, S. DULMAN , P. HAVINGA , L.VAN HOESEL, J. WU Col-
laborative Algorithms for Communication in Wireless Sensor Networksin
Ambient Intelligence: Impact on Embedded Systems, edited by T.Basten and
M.Geilen and H.de Groot, Kluwer Academic Publishers,November 2003

196



• S. DULMAN , L.VAN HOESEL, T. NIEBERG, P. HAVINGA Collaborative
Communication Protocols for Wireless Sensor NetworksProceedings of
European Research on Middleware and Architectures for Complex and Em-
bedded Systems Workshop,Pisa, Italy, April 2003

• S. DULMAN , J. WU, P. HAVINGA An Energy-Efficient Multipath Routing
Algorithm for Wireless Sensor NetworksSupplement of the The Sixth In-
ternational Symposium on Autonomous Decentralized Systems, Pisa, Italy,
April 2003

• S. DULMAN , P. HAVINGA A Simulation Template for Wireless Sensor
NetworksSupplement of the The Sixth International Symposium on Au-
tonomous Decentralized Systems,Pisa, Italy, April 2003

• S. DULMAN , T. NIEBERG, J. WU, P. HAVINGA Trade-Off between Traf-
fic Overhead and Reliability in Multipath Routing for Wireless Sensor Net-
works Proceedings of WCNC Workshop,New Orleans, Louisiana, USA,
March 2003

• S. DULMAN , P. HAVINGA , J. HURINK Wave Leader Election for Wireless
Sensor NetworksProceedings of MMSA Workshop,Delft, the Netherlands,
December 2002

• S. DULMAN , P. HAVINGA Operating System Fundamentals for the EYES
Distributed Sensor NetworkProceedings of PROGRESS Workshop,Utrecht,
the Netherlands, October 2002

CTIT Technical reports:

• O.S. KAYA , O. DURMAZ INCEL, S. DULMAN , R. GEMESI, P. JANSEN, P.
HAVINGA Using TinyOS Components for the Design of an Adaptive Ubiq-
uitous SystemTR-CTIT-05-17, May 2005, 10 pp.

• T.J. HOFMEIJER, S.O. DULMAN , P.G. JANSEN, P.J.M. HAVINGA Ambi-
entRT - real time system software support for data centric sensor networks
TR-CTIT-05-02, January 2005, 10 pp.

• L.F.W. VAN HOESEL, S.O. DULMAN , P.J.M. HAVINGA , H.J. KIP Design
of a low-power testbed for Wireless Sensor Networks and verificationTR-
CTIT-03-45, September 2003, 10 pp.

• T. NIEBERG, S. DULMAN , P. HAVINGA , L. VAN HOESEL, J. WU Collab-
orative Algortihms for Communication in Wireless Sensor Networks TR-
CTIT-03-44, September 2003, 28 pp.

197



Chapter A.List of publications

• S. DULMAN , P. HAVINGA A Simulation Template for Wireless Sensor Net-
worksTR-CTIT-03-15, April 2003, 6 pp.

• S. DULMAN , T. NIEBERG, J. WU, P. HAVINGA Trade-Off between Traffic
Overhead and Reliability in Multipath Routing for WirelessSensor Net-
worksTR-CTIT-03-14, April 2003, 9 pp.

• S. DULMAN , J. WU, P. HAVINGA An Energy Efficient Multipath Routing
Algorithm for Wireless Sensor NetworksTR-CTIT-03-13, April 2003, 6 pp.

• S. DULMAN , L. VAN HOESEL, T. NIEBERG, P. HAVINGA Collabora-
tive communication protocols for wireless sensor networksTR-CTIT-03-08,
March 2003, 9 pp.

• S. DULMAN , P. HAVINGA , J. HURINK Leader Election Protocol for En-
ergy Efficient Mobile Sensor Networks (EYES)TR-CTIT-02-21, July 2002,
16 pp

• S. DULMAN , T. NIEBERG, P. HAVINGA , P. HARTEL Multipath Routing
for Data Dissemination in Energy Efficient Sensor NetworksTR-CTIT-02-
20, July 2002, 6 pp

• Y.W. LAW, S. DULMAN , S. ETALLE , P. HAVINGA Assessing Security-
Critical Energy-Efficient Sensor NetworksTR-CTIT-02-18, July 2002, 13
pp

198


